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he Glenair family of TwistPin equipped Micro-d connectors offer outstanding
mating performance, durability and minimal contact resistance. Micro-D

Connectors feature High density micro TwistPin contacts set on .050 centers in '
arranngements from 9 to 130 contacts. They are availlable with insulated and [672“27"
uninsulated wire, PCB, solder cup and flex terminations and are supplied as QPL ®
or commercial variations. Our Micro-D connectors provide a solution to meet
your high—performance requirements including high temperature and hermetic Glenair, Inc.
applications and are in stock and available forimmediate same day shipment. 1211 Air Way
Glendale, CA
91201-2497

818-247-6000
sales@glenair.com
www.glenair.com
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Section B: Metal Shell Micro-D for Harnessing Applicati

R -

GRPM Solder Cup | GRPM Insulated | GRPM Uninsulated | MWDM Solder Cup | MWDM Insulated | MWDM Back-To-

B-2 Wire B-4 Wire B-6 B-8 Wire B-10 Backs B-12
Shielded Cable | MWDM Uninsulated| GMDR Insulated GMDE GSWM SpaceWire GMLM
Assembly B-14 Wire B-19 Wire B-21 Environmental B-23 B-27 MasterLatch B-29

Section C: Metal Shell Micro-D for Printed Circuit Boards

MWDM-CBR C-14

GMR7580C C-40 GMR7590C C-44

Profile Metal Shell Micro-D

& &,

GMSM Solder Cup D-2 GMSM Pre-Wired D-2 GMSM Solid Leads D-3 GMSM Board Mount D-5
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Section E: Low Profile Metal and Plastic Shell Micro-D

'

MLDM Metal Shell
Solder Cup E-3

MLDM Metal Shell Pre-
Wired E-5

MLDM Metal Shell Solid
Wire E-7

to-Back E-9

MLDM Metal Shell Back-

MLDM Metal Shell Right
Angle PCB E-11

b

i

MWODL Plastic Shell
Solder Cup E-15

MWDL Plastic Shell
Pre-Wired E-17

MWDL Plastic Shell Solid
Wire E-19

Back-to-Back E-21

MWDL Plastic Shell

MWDL Plastic Shell
Right Angle PCB E-23

Section F: Combo Micro-D for High power
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GMPM Solder Cup F-3

GMPM Pre-Wired F-6

GMPM

Printed Circuit Board F-9

Section G: Micro-D Filter Connectors
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Vertical PCB Micro-D Filter
Connector G-9

Insulated Wire Filter
Connector G-14

Right Angle PCB Micro-D
Filter Connector G-18

Rear Panel Mount Solder Cup
Filter Connector G-22

Rear Panel Mount Vertical
PCB Filter Connector G-24

Rear Panel Mount Insulated
Wire Filter Connector G-26

= |||

Rear Panel Mount
Condensed Board Right
Angle Filter Connector G-28

Edge Board Micro-D Filter

Connector G-30

Combo Micro-D Filter
connector G-34

EMI Troubleshooter Kit for
Micro-D Connectors G-35
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Product Selection Guide

High-Performance Micro-D Connectors and Cables

Section H: Micro-D

ermetic Connectors

=0

Solder Cup, PCTail, Insulated

Wire H-6

Shell Size 37, Front Mount H-9

Solder Cup, PCTail, Insulated
Wire H-11

Pre-Wired J-7

Back-to-Back J-10

Right Angle PCB Header J-13

Section K: Micro-D Special A

plications and Modifications

Mod 474 Keying Option K-2

Mod 497 Ground Spring K-4

Mod 428 200°C K-6

Mod 429 Space Grade K-8

Section L: MIL-DTL-83513 Solder Cup and Pre-Wired Connectors and Hardwa

Metal Shell L-4

Plastic Shell L-7

Board Mount L-10

Hardware L-26

Section M: Micro-D Backshells
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Round Entry M-6

Round Entry Split Shell
Banding Backshell
M-9

Round Entry
Braid Terminated Backshell
M-10

Round Entry
Composite Backshell M-12

© 2013 Glenair, Inc.

High Performance Micro-D Connectors and Cables

U.S. CAGE Code 06324

Printed in U.S.A.

GLENAIR, INC. 1211 AIR WAY « GLENDALE, CA 91201-2497 - 818-247-6000 + FAX 818-500-9912
A-4

www.glenair.com

E-Mail: sales@glenair.com



Product Selection Guide

High-Performance Micro-D Connectors and Cables

=
=
-
4
S
=]
)
2
=
=

Section M: Micro-D Backshells (continued)

_— Elliptical Split . . .
Elliptical Entry M-14 Banding Backshell M-21 Strain Relief Backshell M-23 Potting Shell M-26

Section N: Micro-D Sav-Con® Connector Savers and Accessories

- 3‘.\

Uni-Savers N-2 Shorting Plug Assemblies N-3 |  Anti-Static Dust Caps N-4 Interfacial Seals N-4

3

A

W

N
~
Metal Covers N-5 Rubber Covers N-9 Hardware N-10

Section P: Micro EdgeBoard and Micro Circular

MWEB P-2 MWKQ P-10

Section Q: Latching MicroStrips

Pre-Wired Q-7 Right Angle PCB Q-9

90° Staggered PCB Q-9 Vertical PCB Q-9 Surface PCB Q-13 Back-to-Back Q-15
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Recognized performance
standards.

Every element of the MIL-DTL-83513
Micro-D is exactly controlled—from
terminal spacing to approved wire
termination methods. The military
standard defines contact resistance,
dielectric withstanding voltage,
corrosion resistance, shock and
vibration tolerances and a wide range
of other electrical, mechanical and
environmental performance
standards. Standardized
measurement and test methodologies
ensure consistent, predictable
performance throughout this broad
family of ruggedized, miniature
connectors.

Proven reliability under
tough operating conditions.

For applications where interconnect
failure is simply not an option, the
Glenair high-reliability Micro-D offers
a wealth of performance benefits
which far outweigh any potential cost
savings realized by specifying a lesser
caliber connector. If downtime is a
critical concern, other connectors
cannot match the long-term durability
and performance advantages of the
MIL-DTL-83513 Micro-D, which
include:

Higher current ratings

Lower circuit resistance
Superior vibration and shock
Optimized EMI/RFI shielding
Broader operating temperature
Better damage resistance
Enhanced corrosion resistance
Better environmental sealing

© 2013 Glenair, Inc.

High Performance Micro-D Connectors and Cables

Six Reasons

To Select a Glenair High- Performance

Micro-D Connector...

The flexibility of easy
customization.

Manufacturers of satellite
communications systems, geophysical
exploration devices, medical
diagnostics and industrial equipment
face many of the same packaging
requirements for reduced size, weight
and shape as do their military
counterparts. And the ability to
design-in a wide range of custom
modifications which fit the unique
packaging requirements of these
specialized applications is a distinct
advantage of the Glenair Micro-D
—making it the connector of choice
for many unique or small quantity
applications.

Advanced, high
temperature tolerance.

Heat from electrical or environmental
sources can soften mated contacts
over time and reduce contact
retention force. Under extreme
conditions of shock and vibration this
loss of normal retention can result in
unstable resistance across the
interconnect. This is the case for all
types of contacts—machined, drawn,
stamped and twisted. But materials
selection, fabrication and heat
treating techniques enable Glenair’s
TwistPin contact to resist high
temperature stress relaxation for up to
1000 hours at 125° C and thus perform
at levels unmatched by other contact
designs

U.S. CAGE Code 06324

Trouble-free mating and
un-mating.

Glenair has perfected a nickel
underplating combined with a
proprietary duplex gold overplating
which provides optimal contact
lubricity (anti-galling) and effectively
eliminates the oxidation common to
copper flash underplating. Glenair’s
advanced plating process contributes
to the overall durability of the
connector by reducing contact
engaging and separating forces.

Fast Turnaround and Same-
® J Day Availability.

Are the Micro-D connectors and
accessories you need either in stock or
able to be manufactured in a short
period of time? Glenair has built its
reputation on fast turnaround andcan
deliver TwistPin products—from
discrete connectors to
completeassemblies—faster than
anyone else inour business.We
maintainthe world’slargest inventory
of Micro-D connectors and
accessories, all available for immediate
shipment with no quantity or price
minimums.

Printed in U.S.A.
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Not All Micro-D’s
Are Created
E qu a_]_ ]_Y Gotine the mimtr ecentable porfomance lover for

Micro-D and Nanominiature connectors. While the specs
are rigid in their performance benchmarks, manufacturers
are given considerable leeway when it comes to contact
design, crimp fabrication, contact finish and material
selection. Stamped and formed contacts, for example,

are widely used in Micro-d connectors due to their low-
cost and ease of manufacture. But independent testing
clearly shows that TwistPin style contacts provide superior
performance in such areas as high temperature tolerance,
contact retention and crimp strength. If you have already
made the decision to use either a Micro-D or Nano sized
connector because its ruggedized performance outweighs
the potential cost-savings realized in a lesser-caliber
connector, then you owe it to yourself to understand the
very real differences between stamped pins and the Glenair
TwistPin Contact System.

Seven Points of

Electrical Contact
The TwistPin size #24
contact has seven strands
of BeCu wire surrounding
three filler strands .

Each strand makes

contact with the socket,
assuring low resistance,
plenty of contact wipe, and
excellent shock and vibration
performance.

Better Crimp Joint
Micro-D connectors are factory-

E terminated to wire. Board mount and
hat sets our pins apart £ ¥ insulated wire pigtails have crimp joints
This unretouched photograph % E where the wire attaches to the contact.
shows important differences between & & Micro-D crimp joints are concealed with
the TwistPin and stamped pins. £ g epoxy potting. The Micro-D is unique among
g g high reliability mil spec connectors because
Stronger Front End the mil spec allows stamped crimp barrels
Both types of contacts meet the and does not specify that the crimping
requirements of MIL-DTL-83513. But process must use mil spec crimp tools. The
only the TwistPin offers a stronger front- thin sheet metal in the stamped pin cannot
end with its seven points of contact, produce a satisfactory gas-tight crimp joint,

so spot welding is required to reduce the
chance of failure.

high normal force and better resistance
to vibration.

8 Indent Mil Spec Crimp Joint

“B” Crimp With Spot Weld

Split-Tine Contact Systems

The socket contact is made by machining a copper alloy tube, then cutting a
longitudinal slot. The contact is then crimped to bend the tines together. The
smallest split tine contact systems are used in connectors with .075 inch spacing.
The TwistPin offers improved vibration performance and higher contact density.

M39029 Split Tine
Contact System
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MicroPin

NanoPin

uestion:
Why choose a TwistPin connector?

Answer: Design Flexibility and Reliable Performance If
reliability and performance were the only considerations

in the design of a micro contact system, everyone would opt for

a TwistPin contact and a machined socket and crimp sleeve. But

cost and ease of manufacture are significant issues as well, which

is why stamped and formed contacts, as well as split-tine M39029
contacts, are still widely used. The Glenair TwistPin Contact System
provides a superior wire attachment which translates to lower contact
resistance—and it does so under extreme conditions of vibration,
shock and high heat. An additional key benefit of the TwistPin contact
is the ease of designing a custom package to fit your exact needs. The
precision machined components can be readily integrated into a
wide range of connector package envelopes.

Inside a Micro-D TwistPin Connector

Connector Shell
Socket Contact
o Rubber Seal —_ o0
wistPin Contacts ™
The TwistPin contact Insulator
is made with a bundle of Rigid Epoxy >
beryllium copper wires Encapsulant 1 J
welded at the tip to
form a semispherical
radius and “bulged” Connector Shell
. . \
to create a Rigid Epoxy
spring. Encapsulant ~— ————— |
#24t0#30 ]
AWG Wire [
TwistPin Contact //
/nsulato.L/

© 2013 Glenair, Inc. High Performance Micro-D Connectors and Cables U.S. CAGE Code 06324 Printed in U.S.A.
GLENAIR, INC. - 1211 AIR WAY - GLENDALE, CA 91201-2497 - 818-247-6000 - FAX 818-500-9912

www.glenair.com A-8 E-Mail: sales@glenair.com




Four Reasons to
elect Glenair for
our Next Micro/
ano Flex Circuit
rOj ect ° "j"‘; 7t Foos i et

Glenair has been integrating Micro-D

and Nanominiature connectors into flex
circuitry for over 30 years. Our technical
capabilities include design and layout

of turnkey assemblies as well as the
production of custom-configured micro
and nano interconnects for maximum size
and weight savings.

Full Spectrum

Product Offering
Glenair offers a complete
range of miniaturized
printed circuit board
connectors with high-
reliability TwistPin
contacts. We supply both
through-hole and surface mount
designs in every angle and mounting
style for integration into single-sided,
double-sided and multilayered flex
circuitry.

Application Design

Our turnkey Micro-D and Nanominiature
flex circuit assemblies are produced to
exacting specifications. Customer-supplied
designs are reviewed and revised to insure
the most advantageous utilization of EMI
shielding, polarization, strain-relief and
connector packaging technologies.
At Glenair, the final design solution is
optimized to meet the exact mechanical
and electronic requirements of the
application environment.

Termination

Expertise
Glenair’s experienced workforce is trained
and qualified to produce consistently reliable
circuit terminations using the most advanced
techniques and technologies, including
automated solder reflow systems.
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Micro-D Specifications

Micro-D Standard Materials and Finishes

Connector Shell, Metal

Connector Shell, Plastic

Terminal Block, PCB (LCP & PPS)

Interfacial Seal

Pin Contact (TwistPin)

Socket Contact

Encapsulant (Potting)

Jackscrews, Jackposts, Float
Mounts

Pigtail Wire, Insulated Hookup

Pigtail Wire, Uninsulated

Aluminum Alloy 6061 In Accordance With SAE AMS-QQ-A-250/11:
Plating code 1: cadmium with yellow chromate conversion coating in
accordance with SAE-AMS-QQ-P-416, Type Il, Class 3
Plating code 2: electroless nickel in accordance with ASTM B733
Plating code 4: black anodize in accordance with MIL-A-8625 Type Il Class 2
Plating code 5: gold plated in accordance with ASTM B488 over electroless
nickel in accordance with ASTM B733-90.
Plating code 6: chem film in accordance with MIL-C-5541 Class 3
Plating code 33: nickel-ptfe in accordance with M83513.

Stainless Steel, 300 Series:
Plating Code 3: Passivated In Accordance With SAE AMS 2700

Liquid crystal polymer, 30% glass-filled or polyphenyl sulfide, 40% glass-filled in
accordance with MIL-M-24519

Liquid crystal polymer, 30% glass-filled or polyphenyl sulfide, 40% glass-filled in
accordance with MIL-M-24519

Fluorosilicone rubber in accordance with A-A-59588

Beryllium copper, gold plated in accordance with ASTM B 488 Type Il Class 1.27
(50 Microinches minimum) Code C, over nickel underplate in accordance with
SAE AMS-QQ-N-290, class 2, (30-150 microinches).

Phos bronze in accordance with ASTM 139 gold plated in accordance with ASTM
B 488 Type Il Class 1.27 (50 Microinches minimum) Code C, over nickel underplate
in accordance with SAE-AMS-QQ-N-290, Class 2, (30-150 microinches).

Epoxy resin, hysol EE4215/HD3561

Stainless steel, 300 series, passivated in accordance with SAE AMS 2700

Wire Type E: silver-coated copper wire, Extruded PTFE insulation, 600 volts rms,
200°c., In accordance with NEMA HP3 (Replaces MIL-W-16878/4) with SAE

AS 22759/11

Wire Type K: Silver-Coated Copper Wire, Extruded PTFE insulation, 60 volts RMS,
200° C,, in accordance with SAE AS 22759/11

Wire Type J: high-strength silver-coated copper alloy wire, crosslinked modified
ETFE insulation, 600 volts rms, 200° c., In accordance with SAE AS 22759/33

Wire Finish Code 3: solid copper wire in accordance with A-A-59551, gold-plated,
solder dipped in 60/40 tin-lead
Wire Finish Code 4: solid copper wire in accordance with A-A-59551, gold-plated
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1.1

Micro-D Specifications E [ en Clm

Micro-D Performance Specifications

SCOPE

Scope. This specification covers performance requirements for Glenair Micro-D connectors manufactured in
accordance with MIL-DTL-83513.

1.2 Description. MWDL plastic and MWDM metal shell Micro-D connectors on .050 inch (1.27 mm) centers, with
TwistPin contacts.
2 ORDER OF PRECEDENCE
2.1 Order of precedence. In the event of a conflict between the requirements of this specification and the references
cited herein, this document takes precedence.The requirements set forth in customer specifications and Glenair
detail drawings shall take precedence over this document.
3 REQUIREMENTS
3.1 Electrical Performance Requirements.
3.1 Insulation resistance. 5,000 megohms minimum between any pair of contacts and any contact and the shell
when tested in accordance with EIA-364 Procedure 21, which specifies 500 volts DC.
3.1.2 Dielectric withstanding voltage.
3.1.2.1 Dielectric withstanding voltage (sea level). 600 volts ac, rms 60 Hz. Connectors shall show no evidence of
breakdown or flashover when subjected to the DWV test of EIA-364 Procedure 20.
3.1.2.2 Dielectric withstanding voltage (70,000 feet). 150 volts ac, rms 60 Hz. Connectors shall show no evidence of
breakdown or flashover when subjected to the DWV test of EIA-364 Procedure 20.
313 Contact resistance
3.1.3.1 Contact resistance (M83513 Group C qualification). The voltage drop of a mated pair of contacts attached to
wires shall not exceed the values shown when tested in accordance with MIL-DTL-83513F Paragraph 4.5.8, using
2.5 amps test current.
M22759/11-26 65 Maximum
M22759/33-26 75 Maximum
A-A-59551 25 gage 60 Maximum
3.1.3.2  Contact resistance (lot acceptance testing). The voltage drop across a mated pair of contacts shall not exceed 8
millivolts when tested in accordance with EIA-364-06, using a test current of one ampere + 2%. If the connector
under test is wired, the calculated resistance across the contacts shall not exceed 8 milliohms when the
maximum specified wire resistance per foot is subtracted from the total resistance.
314 Low signal level contact resistance. When tested with a micro-ohmeter using a test current of 100 milliamperes
maximum and 20 millivolts open circuit maximum, the resistance of a mated pair of contacts shall be 32
© 2013 Glenair, Inc. High Performance Micro-D Connectors and Cables U.S. CAGE Code 06324 Printed in U.S.A.
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E lena@.r@ Micro-D Specifications

3.2

3.2.1

3.2.2

3.23

3.24

3.25

3.26

Micro-D Performance Specifications

milliohms maximum. Test procedure shall be in accordance with EIA-364-23.

Contact current capability. Contacts shall be capable of carrying 3.0 amperes in continuous duty operation from
-55° C. to +150° C. when tested in accordance with EIA-364-70.

Shell-to-shell conductivity. A mated pair of nickel-plated metal shell Micro-D connectors fitted with an optional
grounding spring on the plug shell mating face, shall not exceed 10 millivolts maximum voltage drop when
tested in accordance with EIA-364-83.

Shielding effectiveness. A mated pair of metal shell Micro-D connectors fitted with an optional grounding
spring on the plug shell mating face shall meet a requirement of 65 dB minimum attenuation when tested in
accordance with EIA-364-66.

Magnetic permeability. Magnetic permeability, when tested in accordance with EIA-364-54, shall not exceed 2 mu.
Mechanical Requirements

Contact engaging and separation force. Maximum engaging force shall be 6.0 ounces when tested in
accordance with EIA-364-37, except with a.0221 +.0001 diameter sleeve with a 6-10 microfinish. Minimum
separation force shall be 0.5 ounces when tested in accordance with EIA-364-37, except with a .0230 +.0001
diameter sleeve with a 6-10 microfinish.

Connector mating and unmating force. The maximum mating and unmating force shall not exceed a value
equal to 10 ounces times the number of contacts, when tested per EIA-364-13. Mate connectors three times
before initial measurements are taken.

Contact retention. Contacts, when tested in accordance with EIA-364-29, shall withstand a 5 pound axial load for
a minimum of 5 seconds, with a maximum allowable displacement of .005 inch.

Crimp tensile strength. Wire shall not break or pull out of crimp joints at less than the specified force when
tested in accordance with EIA-364-08.

Wire Gage Force in Pounds
M22759/11 24 8
M22759/11 26 5
M22759/11 28 4
M22759/33 24 12
M22759/33 26 10
M22759/33 28 6
M22759/33 30 4

Insert retention. Inserts shall not be dislodged or moved from their original position when subjected to an axial
load of 50 pounds per square inch when tested in accordance with EIA-364-35

Resistance to soldering heat. Connectors with solder cup contacts shall not be damaged following soldering
with a 360° C. solder iron for at least 4 seconds in accordance with EIA-364-56 Procedure 1. Connectors with
printed circuit board terminations shall withstand immersion in a solder bath for 9-11 seconds at 260° C. when
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Micro-D Specifications Zr
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Micro-D Performance Specifications

tested in accordance with EIA-364-56 Procedure 3 Test Condition B. Connectors, after cooling, shall not exhibit
damage or warpage when examined at 10X magnification. .

327 Solderability. Solder cup and printed circuit terminals shall meet the solderability requirements of MIL-STD-202
Method 208.

3.2.8 Durability. Micro-D connectors shall be capable of 500 cycles of mating with no damage or degradation to
electrical performance. Engaging and separation force and mating forces shall not exceed the requirements of
3.2.1and 3.2.2.

33 Environmental Requirements

3.3.1 Salt spray (corrosion). Connectors shall show no exposure of base metal due to corrosion when subjected to
the salt spray test of EIA-364-26. In addition, connectors shall meet contact resistane, lw circuit level contact
resistance and mating force requirements.

Shell material, finish (code) EIA-364-26 test condition Duration (hours)
Aluminum, cadmium plating (01) A 96 (48 for M83513)
Aluminum, electroless nickel plating (02) B 48
Aluminum, black anodize (04) B 48
Aluminum, chem film (06) B 48
Aluminum, gold (05) B 48
Stainless steel, passivated (03) D 1000 (48 for M83513)

Nickel, PTFE (33) T 500 (48 for M83513)

3.3.2 Fluid immersion. Connectors shall meet mating force requirements following 20 hours immersion in synthetic
lubricating oil and 1 hour immersion in coolanol 25, when tested in accordance with MIL-DTL-83513F
paragraph 4.5.18.

333 Thermal vacuum outgassing. The assembled connector mass excluding metallic parts shall not exceed 1.0% total
mass loss (TML) or 0.1% total volatile condensible materials (CVCM) when tested in accordance with ASTM E595.
NOTE: the interfacial seal on metal shell MWDM receptacle connectors slightly exceeds the allowable
CVCM unless it is specially processed. This is acceptable per MIL-DTL-83513 but may not be permissible
for specific space programs.
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335

3.3.5.1

3352

336

337

338

339

z 7,- Micro-D Specifications
®

Micro-D Performance Specifications

Outgassing properties of Micro-D conponents

o .
%Toatal Mass %Collected Volatile

Component Material Brand Name Condensable Test Report

Loss(TML)  aterial (CVCM)
Thermoplastic Insulators and, PCB Liquid Crystal Polymer . NASA Test
Vi -1 I J

Trays or Polyphenyl Sulfide AL SR 0.03 0.00 #GSC174 78
Potting Compound Epoxy Hysol C9-4215 0.48 0.01 Glenair Test
Interfacial Seal “as received” Fluorosilicone (none) 0.99 0.13 Glenair Test
Interfaclal Seal with Oven Bakeout 8 Fluorosilicone (none) 0.03 0.01 Glenair Test
hrs. 400° F.
Interfacial Seal with Thermal Vacuum - n
Bakeout24 hrs. 125° C. Fluorosilicone (none) 0.08 0.02 Glenair Test

. N o NASA Test
Wire Tefzel Tefzel 0.22 0.01 #GSC19998

Thermal shock. Unmated connectors shall withstand 5 cycles of thermal shock with a minimum temperature of
-65° C. and a maximum temperature of 150° C. when tested in accordance with EIA-364-32, Condition IV.
Connectors shall not exhibit any detrimental damage or degradation of electrical performance.

Humidity

Humidity, MWDM connectors with interfacial seals. Wired, mated connectors shall be subjected to humidity
conditioning in accordance with EIA-364-31, Test Condition IV. After a minimum of 3 hours of step 7a of the final
cycle, and while the connectors are still subjected to high humidity, the insulation resistance shall be measured
when the chamber temperature reaches 20° + 5° C. Insulation resistance shall not be less than 100 megohms,
and connectors shall pass a DWV test of 360 volts (rms 60 hertz ac).

Humidity, MWDL plastic connectors without interfacial seals. Wired, mated connectors shall be subjected to
humidity conditioning in accordance with EIA-364-31, Test Condition IV. On completion of step 6 of the final
cycle, connectors shall be removed from the chamber, unmated and surface moisture removed. Connectors
shall meet 1 megohm minimum and shall pass a DWV test of 100 volts (rms 60 hertz ac).

Vibration (sine). Connectors, when mated, wired in series and fixtured in accordance with MIL-DTL-83513F,
shall not exhibit any discontinuity longer than 1 microsecond when tested in accordance with EIA-364-28 Test
Condition IV, which specifies 12 hour duration, 10 Hz to 2000 Hz, and amplitude of 20 g, peak. Connectors shall
not be damaged and no loosening of parts shall occur.

Shock. Connectors, when mated, wired in series and fixtured in accordance with MIL-DTL-83513F, shall not
exhibit any discontinuity longer than 1 microsecond when tested in accordance with EIA-364-27, Test Condition
E, which specifies an amplitude of 50 g peak. Connectors shall not be damaged and no loosening of parts shall
occur.

Marking Permanency. Connector marking shall meet the requirements of MIL-STD-202 Method 215.

Fungus resistance. Connector materials shall meet the requirements of MIL-STD-810 Method 508.5.
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Metal Shell Weights In Grams'
Layout Solder Cup Pigtail2 PCB“CBR” PCB “BR” PCB“BS” PCB“CBS”
9P 1.7 1.6 3.9 5.9 4.1 3.1
9S 1.7 1.6 3.9 5.9 4.1 3.1
15P 23 2.2 4.8 6.8 4.7 3.3
15S 2.2 2.1 4.7 6.7 4.7 3.4
21P 3.0 2.9 5.6 7.7 5.7 4.1
21S 2.6 2.5 54 7.6 5.6 4.8
25P 3.3 3.2 6.1 83 5.9 5.3
25S 3.0 2.9 6.0 8.2 6.1 5.5
31P 3.9 3.8 7.6 9.5 7.2 6.5
31S 3.6 3.5 7.5 9.4 7.3 6.6
37P 4.4 4.2 8.4 11.1 8.5 7.7
37S 4.1 3.9 8.4 11.0 8.3 7.5
51P 5.1 49 11.0 12.7 9.6 8.6
51S 4.8 4.7 10.9 12.8 9.5 8.6
51-2P 5.0 4.8 109 12.5 9.5 8.5
51-2S 4.7 4.4 10.8 124 9.4 8.5
67P 5.7 5.5 134 13.6 10.6 9.5
67S 54 5.3 13.2 134 10.5 9.4
69P 6.2 6.0 14.0 14.1 11.1 10.0
69S 5.9 5.8 13.5 13.9 11.0 9.9
75P 7.4 7.1 17.3 19.5 14.7 12.6
75S 7.1 6.9 17.1 19.3 14.6 12.5
100P 9.1 8.6 26.6 27.5 254 22.9
100S 8.2 7.9 26.4 27.1 248 223
130P 13.0 12.4 34.2 37.0 32.6 294
130S 11.8 11.4 339 36.5 32.1 28.9

1. Nominal weight shown. Add 10% for maximum weight. 2. Weight is connector only. See table below for wire weight calculation.

Stainless Steel Micro-D Weight Adders How To Calculate Weights for Different Wire Types and Lengths
Layout Stainless Steel Adder in Grams . . Maximum Wire Weight

9P 1.9 Wire Type Wire Gage (AWG) Per Inch in Grams

95 2.0 M22759/11 24 .098

15P 24 M22759/11 26 072

15S 24

21p 29 M22759/11 28 .052

21S 28 M22759/33 24 .076

25P 3.2 M22759/33 26 .053

255 2.9 M22759/33 28 034

31P 34 M22759/33 30 025

31S 3.2

37p 3.6 EXAMPLE CALCULATION:

37S 4.1

51P 4.0 MWDM_2L-37P-6K7-54B (54 inches of M22759/11 #26 gage wire)

515 3.8 1. Find the connector weight in the “Pigtail” column above 4.2g.
51-2P 6.2 2. Find the wire weight in grams per inch 0.072 g./in.
51-25 6.0 3. Multiply the # of conductors times length and weight

67pP 7.1 37 wires x 54 inches x.072 g./in. = 144 g.

675 6.8 4. Add the connector weight to the wire weight 148.2 g.

69P 7.3

695 7.0

75p 77 1. Nominal weight shown. Add 10% for maximum

755 7: 4 weight.
100P 83 2. Weight includes 18 inches of M22759/11-26

100S 8.0 insulated #26 AWG copper wire.
130P 11.8

130S 11.5
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®

Face View Pin Connector — Micro-D Contact Arrangements

12345 12345678 1234567891011 12345678910111213

&6000/ \66666666/ \6666&66666/ \666666666666
o000 0000000 9000000000 900000000000
6 7 8 9 910 11 ‘\2 13 1415 12 13 14 15 16 17 18 1920 21 14 15 16 17 18 19 20 21 22 23 24 25
9 pin 15 pin 21 pin 25 pin

13 14 15 16
19 20 21 22 23‘24 25‘26‘27‘28‘29‘30‘31‘32‘33‘34‘35‘

Wiiiiiliiflfﬁiﬁ; <iiiiiliiﬁiiiiiﬁiff \#?T??????RRRRRRP/>

000000000000000 000000000000000000 0000000000000000
17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 20 21 22 23 24 25 26 27 28 29 30 31 32 333435 36 37 36 37 38 39 40 41 42 434445 46 47 48 49 50 51
31 pin 37 pin 51 pin
1‘ % 3‘, 4‘1 ? (‘3 ‘7§ g‘) 1‘0 1‘1 1‘2 1‘3 1‘4 1‘5 1‘6 1‘7 1‘8 1‘9 2‘0 2‘1 2‘2 2‘3 2‘4 2‘5 2‘6 1 2 3 4 5 6 7 8 9‘ ’\‘0 1‘1 1‘2 1‘3 1‘4 1‘5 1‘6 1‘7 1‘8 1‘9 2‘0 2‘1 2‘2 2‘3 2‘4 2‘5 2‘6 27 2‘8 2‘9 3‘0 3‘1 3‘2 3‘33‘4
00000000000000000000000000 0666600666bbbbbtéédbbbbdbbobeOOOO
se0e00sssscsnnnsnccrsseee/ \s9eeessssccersceresssseessseeneee
27 28 29 30 31 323334353637333940414243444545474349505‘1 35 36 37 38 39 40 41 42 43 44 45 46 47 48 49 50 51 52 53 54 55 56 57 58 59 60 61 62 63 64 65 66 67
51 pin (special 2 row) 67 pin

‘25‘26‘27‘28‘29‘30‘31‘32‘33‘34‘35‘36‘37‘38‘39 40 41 42 43 44 45 46 47 ‘27‘28‘29‘30‘31‘32‘33‘34‘35‘36‘37‘38‘39‘40‘41‘42‘43‘44 45 46 47 48 49 50‘51

Ko O e e

48495051 52535455565758596061 6263646566676869 g2g344§5§6g7§8§960616263646566676869;0%1 ;2%3%4%5

69 pin 75 pin

2 3 14 15 16 17 18 19 20 21 22 23 24 25 26 12345678 91011121314151617181920 21 22232425262728293031 3233

27‘ 28‘ 29‘ 30‘ 3 32 33 34 35 35 37 38 39 40 41 ‘42‘43‘44‘45‘ 45‘ 47‘ 48‘ 49‘ 50‘ 51 34/35,36(37]38/39}40]41142j43]4al45j46]47)48l4950]51)52 53489565758 59061 62‘63’64|65
i‘l‘i‘i‘i‘L‘L‘L‘L‘i‘l‘l‘i‘i‘i‘l‘i‘i‘i‘L‘i‘i‘i‘i‘i‘ G ..‘..... 000000000000000000000 .‘.‘.‘l‘l‘ .}
,T,T,T,T,T,T,T,T,T,T,T,T,T,T,T,T,T,T,T,T,T,T,T,T, 00000000000000000000000000000000

o0000 00 ®
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55‘56‘57‘58‘59‘60‘61 62‘63‘64‘65 66‘67‘68‘69‘%0‘# %2 %3 %4 5 66(67/6869|70/71|72/7374]75(76 51 8687|8889 90/91/92/9394(05(06|97 98
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100 pin 130 pin
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Face View Socket Connector - Micro-D Contact Arrangements

54‘3‘21‘ 87654?2‘1‘ 1110987654321 13121110987654321‘

(XXXX) (XXX XXXX) 666666“667 \Odddddbébbbb

90000000090 900000000000

9 8 7 6 15 14 13 12 11 10 9 21 20 19 18 17 16 15 14 13 12 25 24 23 22 21 20 19 18 17 16 15 14
9 socket 15 socket 21 socket 25 socket

35 34 33 32 31 30 29‘28 27 25 25 24 23‘22 21 20‘19
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31 30 29 28 27 26 25 24 23 22 21 20 19 18 17 37 36 35 34 33 32 3‘1 3‘0 2‘9 2‘5 2‘7 2‘6 2‘5 2‘4 2‘3 2‘2 2‘1 20 51 50 49 45 47 46 45 4‘4 4‘3 42 41 40 39 38 37 36
31 socket 37 socket

51 socket

34 33 32 3130 29 28 27 26 25 24 23 22 2120 19 1817 1615 14 13 1211 10 9 8 7 6 5 4 3 2 1
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Y Y Y Y Y N O X Y Y Y XY X Y Y Y X Y XY XYY

S1 50 db 4 a7 o 45 dé 43 42 41 40 %0 3 37 % 35 U B\ 2 N B 2 B 2 67 66 6564 6362 61 60 59 5857 56 55 54 53 52 51 50 49 48 47 46 45 44 43 42 41 40 3938 3736 35

51 socket (special 2 row) 67 socket

2423222120191817161514131211109 8 7 6 5 4 3 2 1
25 24 23 22 21 20
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69 socket
6 25 24 23 22 21 20 19 18 17 16 3332 31302928272625242322212019181716 1514131211109 8 7 6 5 4 3 2 1
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100 socket 130 socket
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Micro-D Panel Cutouts
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Recommended Micro-D Panel Cutouts

«——+— B ———> B
4 Nt 4 N f
@] v Bl o
NS S S ! t A !
' 4 xR .062 (1.6 4 xR .062 (1.6
ac (1.6) OF (1)
Front Panel Mounting Rear Panel Mounting
Plastic Shell MWDL Connectors (M83513/06 Thru /09)
A B C D F
Layout In. mm In. mm. In. mm. In. mm. +Ir(1)(.)5 +rr(1)rr113 In. mm.
+.003 +0.08 +.002 +0.05 +.002 +0.05 +.002 +0.05 ’ ’ +.002 +0.05
-.000 -0.00
9 .565 14.35 410 10.41 091 231 174 442 219 5.56 126 3.20
15 715 18.16 .560 14.22 091 231 174 4.42 219 5.56 126 3.20
21 865 21.97 710 18.03 091 231 174 4.42 219 5.56 126 3.20
25 965 24.51 .810 20.57 .091 231 174 4.42 219 5.56 126 3.20
31 1.115 28.32 960 24.38 .091 2.31 174 4.42 219 5.56 126 3.20
37 1.265 32.13 1.110 28.19 091 231 174 442 219 5.56 126 3.20
51 1.215 30.86 1.060 26.92 .091 231 217 5.51 261 5.56 126 3.20
Metal Shell MWDM Connectors
A B C D F
Layout In. mm. In. mm. In. mm. In. mm. In. mm. In. mm.
+.003 +0.08 +.002 +0.05 +.002 +0.05 +.002 +0.05 +.005 +0.13 +.002 +0.05
9 .565 14.35 410 10.41 .091 2.31 277 7.04 256 6.50 126 3.20
15 715 18.16 .560 14.22 .091 231 277 7.04 256 6.50 126 3.20
21 .865 21.97 710 18.03 .091 231 277 7.04 256 6.50 126 3.20
25 965 2451 810 20.57 091 231 277 7.04 .256 6.50 126 3.20
31 1.115 28.32 .960 24.38 091 231 277 7.04 256 6.50 126 3.20
37 1.265 32.13 1.110 28.19 .091 231 277 7.04 .256 6.50 126 3.20
51 1.215 30.86 1.060 26.92 .091 2.31 317 8.05 .300 7.62 126 3.20
51-2 1.615 41.02 1.460 37.08 091 231 277 7.04 .256 6.50 126 3.20
67 2.015 51.18 1.858 47.19 .091 231 277 7.04 .256 6.50 126 3.20
69 1.515 38.48 1.360 34.54 .091 2.31 317 8.05 .300 7.62 126 3.20
75 1.705 43.31 1.460 37.08 120 3.05 317 8.05 .300 7.62 147 3.79
100 1.800 45.72 1.455 36.96 120 3.05 .363 9.22 .338 10.31 147 3.73
130 2.150 54.61 1.799 45.69 120 3.05 363 9.22 .338 10.31 147 3.73
Recommended Mating Dimension
¢ Metric dimensions
195/.216 (mm) are indicated in
(4'95/:'49) parentheses.
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Introduction

MIL-STD-681 Color Code Chart E lenazon

art for M Connectors
PIN | MIL-STD-681 NO Base First Second PIN NO. MIL-STD-681 Base Color | First Stripe Second Third
NO. NUMBER Color Stripe Stripe NUMBER. Stripe Stripe
1 0 BLK 51 957 WHT GRN vio
2 1 BRN 52 958 WHT GRN GRY
3 2 RED 53 967 WHT BLU vio
4 3 ORN 54 968 WHT BLU GRY
5 4 YEL 55 978 WHT vio GRY
6 5 GRN 56 9012 WHT BLK BRN RED
7 6 BLU 57 9013 WHT BLK BRN ORN
8 7 VIO 58 9014 WHT BLK BRN YEL
9 8 GRY 59 9015 WHT BLK BRN GRN
10 9 WHT 60 9016 WHT BLK BRN BLU
11 %0 WHT BLK 61 9017 WHT BLK BRN vio
12 91 WHT BRN 62 9018 WHT BLK BRN GRY
13 92 WHT RED 63 9023 WHT BLK RED ORN
14 93 WHT ORN 64 9024 WHT BLK RED YEL
15 94 WHT YEL 65 9025 WHT BLK RED GRN
16 95 WHT GRN 66 9026 WHT BLK RED BLU
17 9% WHT BLU 67 9027 WHT BLK RED vio
18 97 WHT vio 68 9028 WHT BLK RED GRY
19 98 WHT GRY 69 9034 WHT BLK ORN YEL
20 901 WHT BLK BRN 70 9035 WHT BLK ORN GRN
21 902 WHT BLK RED 71 9036 WHT BLK ORN BLU
22 903 WHT BLK ORN 72 9037 WHT BLK ORN vio
23 904 WHT BLK YEL 73 9038 WHT BLK ORN GRY
24 905 WHT BLK GRN 74 9045 WHT BLK YEL GRN
25 906 WHT BLK BLU 75 9046 WHT BLK YEL BLU
26 907 WHT BLK vio 76 9047 WHT BLK YEL vio
27 908 WHT BLK GRY 77 9048 WHT BLK YEL GRY
28 912 WHT BRN RED 78 9056 WHT BLK GRN BLU
29 913 WHT BRN ORN 79 9057 WHT BLK GRN vio
30 914 WHT BRN YEL 80 9058 WHT BLK GRN GRY
31 915 WHT BRN GRN 81 9067 WHT BLK BLU vio
32 916 WHT BRN BLU 82 9068 WHT BLK BLU GRY
33 917 WHT BRN vio 83 9078 WHT BLK vio GRY
34 918 WHT BRN GRY 84 9123 WHT BRN RED ORN
35 923 WHT RED ORN 85 9124 WHT BRN RED YEL
36 924 WHT RED YEL 86 9125 WHT BRN RED GRN
37 925 WHT RED GRN 87 9126 WHT BRN RED BLU
38 926 WHT RED BLU 88 9127 WHT BRN RED vio
39 927 WHT RED vio 89 9128 WHT BRN RED GRY
40 928 WHT RED GRY 20 9134 WHT BRN ORN YEL
4 934 WHT ORN YEL 91 9135 WHT BRN ORN GRN
42 935 WHT ORN GRN 92 9136 WHT BRN ORN BLU
43 936 WHT ORN BLU 93 9137 WHT BRN ORN vio
44 937 WHT ORN vio 9 9138 WHT BRN ORN GRY
45 938 WHT ORN GRY 95 9145 WHT BRN YEL GRN
46 945 WHT YEL GRN 9% 9146 WHT BRN YEL BLU
47 946 WHT YEL BLU 97 9147 WHT BRN YEL vio
48 947 WHT YEL vio 98 9148 WHT BRN YEL GRY
49 948 WHT YEL GRY 929 9156 WHT BRN GRN BLU
50 956 WHT GRN BLU 100 9157 WHT BRN GRN vio
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E lenair:

Reference Data

Table 3: Standard Wire Speci
Max. DC Max
Wire Specification Insulation Conductor Operating VOIt.a 9e AWG | Strands anductor I Finished
Code Temp. Rating Diameter Ohms/1000 L
Wire Dia.
(Inches) Ft.
#24 7/32 .025 24.5 .048
Extruded Silver-coated -65° to 600 volts #26 7/34 020 39.7 043
E NEMA HP3-EXB .
PTFE copper +200°C RMS #28 7/36 016 63.6 039
#30 7/38 .013 100 .036
#24 19/36 .025 284 .037
el Silver-coated
cross-linked . -65° to 600 volts #26 19/38 020 44.8 034
J M22759/33 if high-strength o
modified i o pperalloy. || 220G RMS #28 7/36 016 74.4 029
ETFE
#30 7/38 .012 117.4 .026
#24 19/36 .025 243 .045
Extruded Silver-coated -65° to 600 volts
K M22759/11 PTFE copper +200°C RMS #26 19/38 .020 38.4 .040
#28 7/36 .015 63.8 .035

Table 4: Stocked Wire Sizes and Colors

Wire | Color Wire Insulation Color #24 AWG #26 AWG #28AWG #30 AWG
Code | Code
1 White V4 V4 V4 V4
2 Yellow Q/ Q/ Q/ Q/
E
5 White with MIL-STD-681 color stripes M M not available not available
7 10 Color Repeat Q/ / Q/ /
1 White V4 V4 V4 V4
2 Yellow Q/ Q/ Q/ Q/
J
5 White with MIL-STD-681 color stripes M M not available not available
7 10 Color Repeat Q/ Q/ Q/ Q/
1 White Q/ / / not available
2 Yellow Q/ / Q/ not available
K
5 White with MIL-STD-681 color stripes M M not available not available
7 10 Color Repeat Q/ Q/ Q/ not available

/ = Stocked wire.

= Stocked wire through 51 colors only. Connectors with more than 51 contacts are not available with striped wire. 10 color repeating is the
recommended alternate.

© 2013 Glenair, Inc. High Performance Micro-D Connectors and Cables U.S. CAGE Code 06324 Printed in U.S.A.

GLENAIR, INC. * 1211 AIR WAY - GLENDALE, CA 91201-2497 - 818-247-6000 « FAX 818-500-9912

www.glenair.com A-20 E-Mail: sales@glenair.com




RoHS Compliance Information

E lenair:

TwistPin Connectors and
RoHS Compliance

European Union Directive 2002/95/EC on Restriction of the use of certain Hazardous Substances
(“RoHS") states that certain types of equipment (primarily consumer electronic products such as
personal computers) shall not contain lead, mercury, cadmium, hexavalent chromium, PBB's or

Are Micro-D Connectors RoHS
compliant?

The products in this catalog can

be ordered with various plating
finishes. Some of these finishes such
as cadmium and chem film, along
with solder-dipping, do not comply
with the RoHS directive.

Why doesn’t Glenair eliminate
non-RoHS products?

Glenair products are typically

used in defense and aerospace
equipment exempt from RoHS
requirements. Glenair will continue
to offer cadmium and chromate
finishes in accordance with DoD
and aerospace specifications. Our
part numbers contain a broad range
of plating finish ordering codes.
Customers can easily specify RoHS
compliant finishes if desired.

Products that do not comply with
RoHS regulations:

Cadmium plating is available

on metal shell connectors in this
catalog. Note that cadmium plating
does not currently comply with
RoHS rules.

Chem film is available on metal

shell connectors.This coating
contains hexavalent chromium
which does not currently comply
with RoHS rules.

Tin-lead solder dipped printed

circuit board tails. Board
mount M83513 Micro-D’s and other
products are normally solder dipped
in 63% tin 37% lead molton solder.
RoHS compliance for consumer
products requires elimination of
solder coatings containing lead.

§ PBDE's. For the record, Glenair does not produce any OEM products of this type. Furthermore, our

interconnect components are either free of the substances RoHS controls, or specifically intended
for use in military-aerospace applications that are exempt. Makers of consumer products should
refer to the following guidelines to insure Glenair interconnect components are correctly specified
when used in in RoHS regulated electronic equipment.

RoHS compliance made easy

Specify electroless nickel

plating on the connector shell.
Or, choose stainless steel shells for
maximum corrosion protection and
RoHS compliance.

Use Mod Code 513 on Micro-D

board mount connectors.
Board mount Micro-D’s and other
products are normally solder
dipped in 63% tin 37% lead molton
solder. Any solder-dipped part can
be supplied with RoHS compliant
gold-plating instead simply by
adding Mod Code 513 as a suffix to
the standard part number.

Micro-D ROHS Compliance Examples

Part Number

Problem

Solution

RoHS Compliant Part Number

MWDM1L-37PSB

Plating code 1 specifies cadmium
plating.

Change to electroless nickel plating
(code 2).

MWDM2L-37PSB

MWDM2L-25SCBRP-.110

CBR style PCB connectors are solder-
dipped in tin-lead.

Add Mod Code 513 to change the PC
tail finish to gold plating.

MWDM2L-25SCBRP-.110-513

MWDM6L-95-6K7-18L

Plating code 6 specifies chem film.

Change to electroless nickel plating
(code 2).

MWDM2L-95-6K7-18L

M83513/03-E07C

Cadmium plated shell and solder-

Change to nickel plating and gold

M83513/03-E05N

=
=
=
4
S
S
)
2
P
=

dipped contacts. contacts
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E lenaz'r RoHS Compliance Information
®

Micro-D Connector Plating Codes: ROHS Compliance

Micro-D Platin . .
9 Plating Type RoHS Compliance Notes
Code
Cadmium with yellow chromate . .
1,A . y . No Electroless nickel is the preferred alternate.
conversion coating over electroless nickel
. First choice for RoHS compliance. Good corrosion resistance,
2,B Electroless nickel &S L K
S excellent conductivity, M83513 approved, always in stock.
S
. . Higher cost but unsurpassed corrosion resistance, not conductive
3,F Stainless steel shell, passivated < . X
% enough for typical EMI needs. Build-to-order.
QJQ
4,D Black anodize over aluminum m Economical, non-reflective, non-conductive. Build-to-order.
st
5, E Gold over aluminum m Low volume, higher cost, excellent conductivity. Build-to-order.
S
6,C Chem film No Electroless nickel is the preferred alternate.
Glenair's 500 Hour Grey™ meets the need for a cadmium
33, T Nickel-PTFE M replacement with excellent conductivity, wear resistance and
S . .
S corrosion protection, M83513 approved.

Micro-D Backshell Plating Codes: ROHS Compliance

Plating Code Plating Type RoHS Compliance Notes
Cadmium with yellow chromate conversion . .
J . Y ) No Electroless nickel is the preferred alternate.
coating over electroless nickel
. First choice for RoHS compliance. Good corrosion resistance,
M Electroless nickel 3 L .
%‘* excellent conductivity, M83513 approved, always in stock.
S
. Inexpensive, non-reflective, not suitable for EMI (poor
C Black anodize &S P L . P
% conductivity), build-to-order.
QJQ
72 Gold M§ Low volume, higher cost, excellent conductivity, build-to-order.
S
E Chem film No Electroless nickel is the preferred alternate.
Glenair’s 1000 Hour Grey ™ meets the need for a cadmium
MT Nickel-PTFE M replacement with excellent conductivity, wear resistance and
@\‘“\ corrosion protection, M83513 approved.
Cadmium with olive drab chromate . .
NF . . ) No Electroless nickel is the preferred alternate.
conversion coating over electroless nickel
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Section B .
Micro-D Metal Shell Connectors for
Harness Application le nazn

Product Selection Guide

GRPM Solder Cup

GRPM Solder Cup Rear Panel Mount Connector
Page B-2

GRPM-Insulated Wire
Page B-4

GRPM Insulated Wire Rear Panel Mount
Connector

GRPM Uninsulated Wire GRPM Uninsulated Wire Rear Panel Mount

Page B-6 Connector
MW%’Z‘QS:E_E; Cup MWDM Solder Cup Connector

MWDM Insulated Wire

Page B-10 MWDM Insulated-Wire Connector

MWDM Back-To-Back

Page B-12 MWDM Back-To-Back Unshielded Cable

MWDM Shielded Cable

Page B-14 MWDM Shielded Cable Assemblies

MWDM Uninsulated Wire

Page B-19 MWDM Uninsulated Wire Connector

GMDR Insulated Wire
Page B-21

GMDR Right Angle Exit with Insulated
Wire Connector

GMDE Environmental

Page B-23 GMDE Environmentally Sealed Connector
GSWM
SpaceWire Assembly GSWM SpaceWire Assembly
Page B-27

GMLM MasterLatch™

Insulated Wire GMLM MasterLatch™
B-29
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Micro-D GRPM

Solder Cup Terminated Rear Panel Mount Connectors
with Wide Flange

ssauley q-0DI

Micro-D Solder Cup Termination - These connectors feature
gold-plated TwistPin contacts for best performance. Use

with #26 AWG or smaller wire. Specify nickel-plated shells or
cadmium plated shells for best availability.

Now Available with #24 AWG Contact — 24 AWG wire offers
increased mechanical strength and lower voltage drop. Glenair
Micro-D solder cup connectors are now compatible with 24
AWG stranded or solid wire. Specify “N” for 24 AWG pin contacts
or“T"for 24 AWG socket contacts

How To Order Solder Cup Rear Panel Mount Connector

Sample Part Number GRPM 2 |L-|{15| S| S [R3| N
Series GRPM Glenair Rear Panel Micro
Aluminum Shell Stainless Steel Shell
Shell Material 1-Cadmium 2 - Nickel 3 - Passivated
and Finish 4 - Black Anodize
5-Gold 6 -Chem Film
L - LCP or PPS
Insulator Material LCP - 30% Glass-filled liquid crystal polymer
PPS - 40% Glass-filled polyphenylene sulfide
Contact Layout 9,15, 21, 25,31,37,51-2,51,69, 75,100, 130 (See Table )
Contact Tybe Standard Sizes Size #24 Solder Cup
L P-Pin S-Socket N-Pin T-Socket
Termination Type S - Solder Cup
Rear Panel Mount B - No hardware R1-.032 panel R2 -.047 panel
Hardware Option R3-.062 panel R4 -.093 panel R5 -.125 panel R6 -.080 panel
C - Conductive N - Non Conductive (Nitrile)
Materials and Finishes Performance Specifications
- i - | . Current Rating 3 AMP
Connector Shell uminum Aoy 6061 o Stainless Ste-e 300 ?erleS, DWV 600 VAC Sea level
passivated. See Ordering Info for Plating Options
Insulation Resistance 5000 Megohms Minimum
Liquid Crystal Polymer (LCP) or Contact Resistance 8 Milliohms Maximum
Insulator N - -
Polyphenylene Sulffide (PPS) Low Level Contact Resist. 32 Milliohms Maximum
Interfacial Seal Fluorosilicone Rubber, Blue Magnetic Permeability 2 g Maximum
Pin Contact Beryllium Copper Gold over Nickel Plating Operating Temperature -55°C.to +150° C.
Socket Contact Copper Alloy Gold Over Nickel Plating Shock, Vibration 50 g., 20g.
Hardware 300 Series Stainless Steel Mating Force (10 Ounces) X (# of Contacts)
Encapsulant Epoxy Resin Hysol EE4215
Notes:

1. Assembly to be identified with Glenair’s name, part number, date code, and pin 1 identification
2. Performance data per MIL-DTL-83513
3. Interface dimensions per MIL-DTL-83513

© 2013 Glenair, Inc. High Performance Micro-D Connectors and Cables U.S. CAGE Code 06324 Printed in U.S.A.
GLENAIR, INC. - 1211 AIR WAY » GLENDALE, CA 91201-2497 - 818-247-6000 < FAX 818-500-9912

www.glenair.com B-2 E-Mail: sales@glenair.com




Micro-D GRPM

Micro-D Harness

Solder Cup Terminated Rear Panel Mount Connectors r
with Wide Flange ®
L | | 110 Max. Size 9-37
@ @ And 51-100 Outer Rows
.200 Max Size 51-100 Inner Rows
I ' C Max |
) A _
Pin1 — — Skt 1
B !
T E Max [ [ > i
D
A B C Max D E Max F G H Max J Max K Ref L Max
layout| in. | mm.| in. | mm.| . in. | mm.| . in. |mm.| in. | mm.
+005| +13 |+003| 08 | "™ | ™™ |+o005 +13 | "™ | ™™ |£003| .08 [+.005] +.13| "™ |MM-| M| MmN pmm.oin.mm

9P | 960 |24.38| .565 |14.35| .334 | 8.48 | 480 |12.19| .184 | 4.67 | .183 | 4.65 | .529 |13.44| .790 |20.07| .310 | 7.87 | .210 | 5.33 | .416 |10.57
9S | 960 |24.38| .565 |14.35| .400 |10.16| .480 |12.19| .250 | 6.35 | .195 | 4.95 | .541 |13.74| .790 |20.07| .310 | 7.87 | .210 | 5.33 | .429 |10.90
15P |1.110|28.19| .715 |18.16| .484 |12.29| 480 |12.19| .184 | 4.67 | .183 | 4.65 | .529 |13.44| 940 (23.88| .310 | 7.87 | .210 | 533 | .416 |10.57
155 |1.110]28.19| .715 |18.16| .550 |13.97 | .480 |12.19| .250 | 6.35 | .195 | 4.95 | .541 |13.74| .940 |23.88| .310 | 7.87 | .210 | 5.33 | 429 |10.90
21P |1.260|32.00| .865 |21.97 | .634 |16.10| .480 [12.19| .184 | 4.67 | .183 | 4.65 | .529 |13.44|1.090|27.69| .310 | 7.87 | .210 | 5.33 | 416 |10.57
21S |1.260|32.00| .865 |21.97| .700 |17.78| .480 [12.19| .250 | 6.35 | .195 | 495 | .541 |13.74|1.090|27.69| .310 | 7.87 | .210 | 5.33 | .429 |10.90
25P |1.360|34.54| .965 |24.51| .734 |18.64 | 480 [12.19| .184 | 4.67 | .183 | 4.65 | .529 |13.44|1.190|30.23| .310 | 7.87 | .210 | 5.33 | 416 |10.57
25S |1.360|34.54|0.965|24.51| .800 {20.32| .480 [12.19] .250 | 6.35 | .195 | 495 | .541 |13.74|1.190|30.23| .310 | 7.87 | .210 | 5.33 | .429 |10.90
31P |1.510|38.35|1.115|28.32 | .884 |22.45| 480 [12.19| .184 | 4.67 | .183 | 4.65 | .529 |13.44|1.340|34.04| .310 | 7.87 | .210 | 5.33 | 416 |10.57
31S |1.510|38.35|1.115|28.32| .950 |24.13| .480 [12.19| .250 | 6.35 | .195 | 495 | .541 |13.74|1.340|34.04| .310 | 7.87 | .210 | 5.33 | .429 |10.90
37P |1.660|42.16|1.265|32.13|1.034|26.26 | .480 [12.19| .184 | 4.67 | .183 | 4.65 | .529 |13.44|1.490|37.85| .310 | 7.87 | .210 | 5.33 | 416 |10.57
37S 1.660|42.16|1.265|32.13|1.100|27.94| .480 [12.19| .250 | 6.35 | .195 | 495 | .541 |13.74|1.490|37.85| .310 | 7.87 | .210 | 5.33 | .429 |10.90
51-2P|2.010|51.05|1.615|41.02|1.384 (35.15| .480 |12.19|0.184| 4.67 | .183 | 4.65 | .529 |13.44|1.840|46.74| .310 | 7.87 | .210 | 533 |0.416|10.57
51-25/2.010(51.05|1.615|41.02|1.450|36.83 | 480 |12.19]|0.250| 6.35 | .195 | 4.95 | .541 |13.74|1.840|46.74| 310 | 7.87 | .210 | 5.33 |0.429/10.90
51P |1.660|42.16|1.215|30.86| .984 |24.99 | .525 |13.34| .224 | 5.69 | .183 | 4.65 | .529 |13.44|1.440|36.58| .351 | 8.92 | .210 | 5.33 | 416 |10.57
51S |1.660|42.16|1.215|30.86|1.050(26.67 | .525 [13.34| .293 | 7.44 | .195 | 4.95 | .541 |13.74|1.440|36.58| .351 | 8.92 | .210 | 5.33 | .429 |10.90
69P | 1.960|49.78|1.515|38.48|1.284|32.61| .525 |13.34| .224 | 5.69 | .183 | 4.65 | .529 |13.44|1.740|44.20| .351 | 8.92 | .210 | 533 | .416 |10.57
69S |1.960|49.78|1.515|38.48|1.350(34.29| .525 [13.34| .293 | 7.44 | .195 | 4.95 | .541 |13.74|1.740|44.20| 351 | 8.92 | .210 | 5.33 | 429 |10.90
75P |2.150|54.61|1.705|43.31|1.384|35.15| .525 [13.34| .224 | 5.69 | .183 | 4.65 | .529 |13.44|2.085|52.96| .351 | 8.92 | .280 | 7.11 | 416 |10.57
755 |2.150|54.61|1.705|43.31|1.450|36.83| .525 |13.34| .293 | 7.44 | .195 | 495 | 541 |13.74|2.085|52.96| .351 | 8.92 | .280 | 7.11 | .429 |10.90
100P | 2.385|60.58|1.800(45.72|1.384|35.15|0.600| 15.24|0.270| 6.86 | .183 | 4.65 | .529 |13.44|2.230|56.64| .394 |10.01| .300 | 7.65 | .416 |10.57
1005|2.385|60.58|1.800|45.72|1.451|36.86|0.600|15.24|0.333 | 8.46 | .195 | 4.95 | .541 |13.74|2.230|56.64| .394 |10.01| .300 | 7.65 | .429 |10.90
130P|2.735|69.47|2.150|54.61|1.735|44.07 | .600 | 15.24| .270 | 6.86 | .183 | 4.65 | .529 |13.44|2.425|61.59| .394 |10.01 | .340 | 8.64 | .416 |10.57
1305|2.735|69.47|2.150|54.61|1.795|45.60| .600 |15.24| 333 | 8.46 | .195 | 4.95 | .541 |13.74|2.425|61.59| .394 |10.01| .340 | 8.64 | .429 |10.90
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Micro-D GRPM

r Insulated-Wire Rear Panel Mount Connector
® with Wide Flange

ssauley q-0DI

Micro-D Pre-Wired Pigtails-These connectors feature gold-plated
TwistPin contacts and mil spec crimp termination. Specify nickel-
plated shells or cadmium plated shells for best availability. 100%
tested and backpotted, ready for use.

Choose the Wire Type and Size To Fit Your Application-If on-hand
availability is most important, choose #26 AWG Type K mil spec
fluoropolymer wire or M22759/33 Type J for space applications.

How To Order Insulated Wire Rear Panel Mount Connector

Sample Part Number GRPM 2 | L|(-15 P |-6| K| 7 |18 |R3| N
Series GRPM Glenair Rear Panel Micro
Aluminum Shell Stainless Steel Shell
Shell Material 1-Cadmium 2 - Nickel 3 - Passivated
and Finish 4 - Black Anodize
5-Gold 6-Chem Film
L - LCP or PPS
Insulator Material LCP - 30% Glass-Filled Liquid Crystal Polymer
PPS - 40% Glass-Filled Polyphenylene Sulfide
Contact Layout 9,15, 21, 25,31,37,51-2,51,69, 75, 100, 130 (See Table )
Contact Type P-Pin S-Socket
Wire Gage 4-4#24 6-#26 8-#28 0-#30 (ETFE)Wire Only
K - M22759/11 - 600 VRMS Fluoropolymer (TFE)
Stranded Wire Type J - M22759/33 - 600 VRMS Modified Cross-Linked Tefzel®
E - NEMA HP3-EB - 600 VRMS (M16878/4)
Stranded Wire Color 1-White  2-Yellow 5-FullColor  7-10 Color Repeat
Stranded Wire Length 18- 18 inches
Rear Panel Mount B - No Hardware R1-.032 panel R2 -.047 panel
Hardware Option R3 -.062 panel R4 - .093 panel R5 -.125 panel R6 -.080 panel
O-Ring C - Conductive N - Non Conductive (Nitrile)
Materials and Finishes Performance Specifications
lumi i inl | . Current Rating 3 AMP
Connector shell | Aluminum Alloy 6061 or Stainless Steel, 300 Series, DWV 600 VAC Sea level
passivated. See Ordering Info for Plating Options
Insulation Resistance 5000 Megohms Minimum
Liquid Crystal Polymer (LCP) or Polyphenylene Contact Resistance 8 Milliohms Maximum
Insulator - — -
Sulffide (PPS) Low Level Contact Resist. 32 Milliohms Maximum
Interfacial Seal Fluorosilicone Rubber, Blue Magnetic Permeability 2 g Maximum
Pin Contact Beryllium Copper Gold over Nickel Plating Operating Temperature -55°C.to +150° C.
Socket Contact Copper Alloy Gold Over Nickel Plating Shock, Vibration 50 g., 20g.
Hardware 300 Series Stainless Steel Mating Force (10 Ounces) X (# of Contacts)
Encapsulant Epoxy Resin Hysol EE4215
Notes:

1. Assembly to be identified with Glenair’s name, part number, date code, and pin 1 identification
2. Performance data per MIL-DTL-83513
3. Interface dimensions per MIL-DTL-83513
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Micro-D Harness

Micro-D GRPM .
Insulated-Wire Rear Panel Mount Connector
with Wide Flange l ena”:@

Table I: Dimensions

H
- K

. 1
G .0215
| ]  MIN

& 5

F | C MAX |
A

PIN1T — I SKTA1 ,‘ FX\QROE/!I)E(')\:)GTH
B . .

1 / \ E MAX
D ST | ’
((©000000000009)) =1

‘ K@ ©00000000000) @ == ‘
= A B C Max D E Max F G H Max J Max K Ref
% in. | mm. in. mm. in mm in. mm. in mm in. mm. in. mm. in mm in mm in mm
= |£.005| £.13 | +.003 | +.08 ’ " £.005| £13 ’ ©|+£.003 | +.08 | £.005| +.13
9P | 960 | 24.38 | 565 | 1435 | 334 | 848 | 480 |12.19| .184 | 467 | .183 | 4.65 | .529 | 13.44| .790 | 20.07 | 310 | 7.87 | .210 | 533

9S | 960 | 24.38 | 565 | 14.35| 400 | 10.16| 480 |12.19| .250 | 6.35 | .195 | 4.95 | .541 | 13.74| .790 | 20.07 | 310 | 7.87 | .210 | 533
15P [1.110| 28.19| .715 | 18.16 | 484 | 12.29 | 480 | 12.19| .184 | 467 | .183 | 465 | .529 | 13.44| 940 | 23.88| 310 | 7.87 | .210 | 533
155 |1.110| 28.19| .715 | 18.16 | .550 | 13.97 | 480 |12.19| .250 | 6.35 | .195 | 4.95 | 541 |13.74| .940 | 23.88 | .310 | 7.87 | .210 | 5.33
21P |1.260| 32.00 | .865 |21.97| .634 | 16.10 | 480 | 12.19| .184 | 4.67 | .183 | 4.65 | .529 | 13.44|1.090|27.69 | 310 | 7.87 | .210 | 533
21S |1.260| 32.00 | .865 | 21.97 | .700 | 17.78 | 480 | 12.19| 250 | 6.35 | .195 | 495 | 541 | 13.74|1.090 | 27.69 | .310 | 7.87 | .210 | 533
25P |1.360| 34.54 | 965 |24.51| .734 | 18.64 | 480 | 12.19| .184 | 4.67 | .183 | 4.65 | .529 | 13.44|1.190|30.23 | 310 | 7.87 | .210 | 533
25S |1.360| 34.54| .965 | 24.51 | .800 | 20.32 | .480 | 12.19| 250 | 6.35 | .195 | 495 | 541 | 13.74|1.190 | 30.23 | .310 | 7.87 | .210 | 533
31P |1.510| 38.35| 1.115 | 28.32 | .884 | 22.45| 480 | 12.19| .184 | 4.67 | .183 | 4.65 | .529 | 13.44 | 1.340| 34.04| 310 | 7.87 | .210 | 533
31S |1.510| 38.35| 1.115| 28.32 | .950 | 24.13 | 480 | 12.19| 250 | 6.35 | .195 | 495 | 541 | 13.74| 1.340 | 34.04| 310 | 7.87 | .210 | 533
37P |1.660| 42.16 | 1.265 | 32.13 | 1.034 | 26.26 | 480 | 12.19| .184 | 4.67 | .183 | 4.65 | .529 | 13.44 | 1.490|37.85| 310 | 7.87 | .210 | 533
37S |1.660| 42.16 | 1.265 | 32.13 | 1.100 | 27.94 | 480 | 12.19| 250 | 6.35 | .195 | 495 | 541 | 13.74|1.490 | 37.85| 310 | 7.87 | .210 | 533

51-2P| 1.66 | 42.16 | 1.215| 30.86 | .984 | 24.99 | 525 | 1334 | 224 | 569 | .183 | 465 | 529 | 3.44 | 1.440 | 36.58 | .351 | 892 | .210 | 5.33
51-2S| 1.66 | 42.16 | 1.215 | 30.86 | 1.05 | 26.67 | .525 | 13.34| 293 | 7.44 | .195 | 495 | 541 | 13.74| 1.440 | 36.58 | .351 | 892 | .210 | 5.33
51P | 1.660| 42.16 | 1.215 | 30.86 | .984 | 24.99 | .525 | 13.34 | 224 | 5.69 | .183 | 4.65 | .529 | 13.44 | 1.440| 36.58 | 351 | 8.92 | .210 | 533
51S |1.660| 42.16 | 1.215| 30.86 | 1.050 | 26.67 | .525 | 13.34| 293 | 7.44 | .195 | 495 | 541 | 13.74| 1.440 | 36.58 | .351 | 8.92 | .210 | 533
69P | 1.960| 49.78 | 1.515 | 38.48 | 1.284 | 32.61 | .525 | 13.34 | 224 | 5.69 | .183 | 4.65 | .529 | 13.44 | 1.740| 44.20 | 351 | 892 | .210 | 533
69S |1.960| 49.78 | 1.515 | 38.48 | 1.350 | 34.29 | 525 | 13.34| 293 | 7.44 | 195 | 495 | 541 | 13.74|1.740 | 44.20 | .351 | 8.92 | .210 | 533
75P |2.150| 54.61 | 1.705 | 43.31 | 1.384 | 35.15 | .525 | 13.34 | 224 | 5.69 | .183 | 4.65 | .529 | 13.44 | 2.085|52.96 | .351 | 8.92 | .280 | 7.11
75S |2.150| 54.61 | 1.705 | 43.31 | 1.450 | 36.83 | .525 | 13.34| 293 | 7.44 | .195 | 495 | 541 | 13.74|2.085|52.96 | .351 | 8.92 | .280 | 7.11
100P |2.385| 60.58 | 1.800 | 45.72 | 1.384 | 35.15 | .600 | 15.24 | .270 | 6.86 | .183 | 4.65 | .529 | 13.44|2.230 | 56.64 | .394 | 10.01 | .300 | 7.65
100S [2.385| 60.58 | 1.800 | 45.72 | 1.451 | 36.86 | .600 |15.24 | .333 | 8.46 | .195 | 495 | .541 [ 13.74|2.230 | 56.64 | .394 | 10.01 | .300 | 7.65
130P |2.735| 69.47 | 2.150 | 54.61 | 1.735 | 44.07 | .600 | 15.24 | .270 | 6.86 | .183 | 4.65 | .529 | 13.44|2.425 6159 | .394 | 10.01 | .340 | 8.64
1305 (2.735| 69.47 | 2.150 | 54.61 | 1.795 | 45.60 | .600 | 15.24 | .333 | 8.46 | .195 | 4.95 | .541 | 13.74| 2425|6159 | .394 | 10.01 | .340 | 8.64
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Micro-D GRPM

r Uninsulated Wire Rear Panel Mount Connector
® with Wide Flange

High Performance - These connectors meet the demanding
requirements of MIL-DTL-83513.

Solder-Dipped - Terminals are coated with Sn60/Pb40
tin-lead solder for best solderability. Optional gold-plated
terminals are available for RoHS compliance

How To Order Uninsulated Wire Rear Panel Mount Connector

Sample Part Number GRPM 2 |L-(15|(P-| 4 | C |4 .250 R3 | N
Series GRPM Glenair Rear Panel Micro
Aluminum Shell Stainless Steel Shell
Shell Material 1-Cadmium 2 - Nickel 3 - Passivated
and Finish 4 - Black Anodize
5-Gold 6-Chem Film
L - LCP or PPS
Insulator Material LCP - 30% Glass-Filled Liquid Crystal Polymer
PPS - 40% Glass-Filled Polyphenylene Sulfide
Contact Layout 9,15, 21, 25,31,37,51-2,51,69, 75,100, 130 (See Table )
Contact Type P-Pin S-Socket
Wire Gage 4-1#24(020) 5-#25(018) 6-#26(.016)
Wire Type C-Solid Copper
Termination Finish 3 - Solder Dipped 4 - Gold
Wire Length .125, .250,.375,.500,.750, 1.000
GEET LR BTG TE = B - No hardware R1-.032 panel R2 -.047 panel
Option R3 -.062 panel R4 -.093 panel R5 -.125 panel R6 -.080 panel
O-Ring C-Conductive N - Non Conductive (Nitrile)
Materials and Finishes Performance Specifications
Aluminum Alloy 6061 or Stainless Steel, 300 Series, Current Rating 3 AMP
Connector Shell . . . .
passivated. See Ordering Info for Plating Options DWV 600 VAC Sea level
Insulator Liquid Crystal Polymer (LCP) or Polyphenylene Insulation Resistance 5000 Megohms Minimum
. Sulfﬁde. (.PPS) Contact Resistance 8 Milliohms Maximum
In.terfaaal Seal FIuorc.>5|I|cone Rubber, Blue - - Low Level Contact Resist. 32 Milliohms Maximum
Pin Contact Beryllium Copper Gold ove.r Nickel I.-’Iatlng Magnetic Permeability 2 4 Maximum
Socket Contact Copper.AIon Fold Over Nickel Plating Operating Temperature 55°C. 10 +150° C.
Hardware 300 Serles.StalnIess Steel Shock, Vibration 50, 20g.
e e i 00/ el ) EE S Mating Force (10 Ounces) X (# of Contacts)
Notes:

1. Assembly to be identified with Glenair’s name, part number, date code, and pin 1 identification
2. Performance data per MIL-DTL-83513
3. Interface dimensions per MIL-DTL-83513
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Micro-D Harness

Micro-D GRPM .
Uninsulated Wire Rear Panel Mount Connector
with Wide Flange l ena”:@

Table I: Dimensions
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A B C Max D E Max F G H Max J Max K Ref

Layout | in. mm. in. mm. . in. | mm. | . in. mm. in. mm.
+.005| +.13 | +.003 | +.08 ’ " £.005| £.13 ’ ©|£.003 | £.08 |+.005| +.13

9P | 960 |24.38|0.565|14.35| 334 | 848 | 480 | 12.19| .184 | 467 | .183 | 465 | 529 |13.44| .790 |20.07 | 310 | 7.87 | .210 | 533
95 |0.960 | 24.38 | 0.565 | 14.35 | 400 |10.16 | 480 |12.19| .250 | 6.35 | .195 | 495 | 541 |13.74| .790 |20.07 | 310 | 7.87 | .210 | 533
15P | 1.110 | 28.19| 0.715 | 18.16 | 484 |12.29| 480 |12.19| .184 | 467 | .183 | 4.65 | .529 | 13.44| .940 |23.88 | 310 | 7.87 | .210 | 533
155 | 1.110 | 28.19| 0.715 | 18.16 | .550 | 13.97 | 480 |12.19| .250 | 6.35 | .195 | 4.95 | .541 |13.74| 940 |23.88| 310 | 7.87 | .210 | 533
21P | 1.260 | 32.00 | 0.865 | 21.97 | 634 | 16.10 | 480 [12.19| .184 | 467 | .183 | 465 | 529 |13.44|1.090 |27.69 | 310 | 7.87 | .210 | 533
21S | 1.260 | 32.00 | 0.865 | 21.97 | .700 |17.78 | 480 |12.19 | 250 | 6.35 | .195 | 4.95 | 541 |13.74|1.090 |27.69 | 310 | 7.87 | .210 | 533
25P | 1.360 | 34.54 | 0.965 | 24.51 | .734 | 18.64 | 480 [12.19| .184 | 467 | .183 | 465 | 529 |13.44|1.190 |30.23 | 310 | 7.87 | .210 | 5.33
255 | 1.360 | 34.54 | 0.965 | 24.51 | .800 |20.32| 480 |12.19| .250 | 6.35 | .195 | 4.95 | 541 |13.74|1.190|30.23 | .310 | 7.87 | .210 | 533
31P | 1510 | 38.35 | 1.115 2832 | .884 | 2245 | 480 [12.19| .184 | 467 | .183 | 465 | 529 |13.44|1.340 |34.04 | 310 | 7.87 | .210 | 5.33
31S | 1.51038.35|1.115 2832 | 950 |24.13| 480 |12.19| 250 | 6.35 | .195 | 4.95 | 541 |13.74|1.340|34.04| 310 | 7.87 | .210 | 533
37P | 1.660 | 42.16 | 1.265 | 32.13 | 1.034 | 26.26 | 480 [12.19| .184 | 4.67 | .183 | 4.65 | 529 |13.44|1.490 |37.85| 310 | 7.87 | .210 | 5.33
375 | 1.660 | 42.16 | 1.265 | 32.13 | 1.100 | 27.94 | 480 | 12.19| .250 | 6.35 | .195 | 495 | 541 |13.74|1.490 |37.85| 310 | 7.87 | .210 | 5.33
51-2P| 2.010 | 51.05 | 1.615 | 41.02 | 1.384 | 35.15 | 480 | 12.19| .184 | 4.67 | .183 | 465 | .529 |13.44|1.840 |46.74 | 310 | 7.87 | .210 | 5.33
51-25|2.010 | 51.05 | 1.615 | 41.02 | 1.450 | 36.83 | 480 |12.19| .250 | 6.35 | .195 | 4.95 | 541 |13.74|1.840 |46.74 | 310 | 7.87 | .210 | 533
51P | 1.660 | 42.16 | 1.215 | 30.86 | 0.984 | 24.99 | .525 |13.34 | 224 | 569 | .183 | 4.65 | 529 |13.44|1.440 |36.58 | 351 | 892 | .210 | 5.33
515 | 1.660 | 42.16 | 1.215 | 30.86 | 1.050 | 26.67 | .525 | 13.34| 293 | 7.44 | .195 | 495 | 541 |13.74 | 1.440 |36.58 | .351 | 8.92 | 210 | 5.33
69P | 1.960 | 49.78 | 1.515 | 38.48 | 1.284 | 32,61 | 525 | 13.34 | 224 | 5.69 | .183 | 465 | 529 |13.44|1.740 |44.20 | 351 | 892 | .210 | 5.33
69S | 1.960 | 49.78 | 1.515 | 38.48 | 1.350 | 34.29 | .525 | 13.34| 293 | 744 | 195 | 495 | 541 |13.74|1.740|44.20 | 351 | 8.92 | .210 | 533
75P | 2.150 | 54.61 | 1.705 | 43.31 | 1.384 | 35.15| .525 | 13.34| 224 | 569 | .183 | 4.65 | 529 | 13.44|2.085|52.96| .351 | 892 | 280 | 7.11
75S | 2.150 | 54.61 | 1.705 | 43.31 | 1450 | 36.83 | .525 | 13.34| 293 | 744 | 195 | 495 | 541 |13.74|2.085|52.96 | .351 | 8.92 | .280 | 7.11
100P | 2.385 | 60.58 | 1.800 | 45.72 | 1.384 | 35.15| .600 | 15.24 | .270 | 6.86 | .183 | 4.65 | .529 | 13.44|2.230 |56.64 | .394 | 10.01 | .300 | 7.65
100S | 2.385 | 60.58 | 1.800 | 45.72 | 1451 | 36.86 | .600 | 15.24 | .333 | 846 | .195 | 495 | 541 | 13.74|2.230 | 56.64 | .394 | 10.01 | .300 | 7.65
130P | 2.735 | 69.47 | 2.150 | 54.61 | 1.735 | 44.07 | .600 | 15.24 | 270 | 6.86 | .183 | 4.65 | .529 | 13.44|2425|61.59 | 394 | 10.01| .340 | 8.64
130S|2.735|69.47 | 2.150 | 54.61 | 1.795 | 45.60 | .600 | 15.24 | .333 | 846 | .195 | 495 | 541 | 13.74|2.425|61.59| .394 | 10.01 | .340 | 8.64
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Micro-D MWDM

Solder Cup Metal Shell Connectors

ssauley @-oDI

Micro-D Solder Cup Termination-These connectors feature
gold-plated TwistPin contacts for best performance. Use
with #26 AWG or smaller wire. Specify nickel-plated shells or
cadmium plated shells for best availability.

Now Available with #24 AWG Contacts—AWG 24 wire offers
increased mechanical strength and lower voltage drop. Glenair
Micro-D solder cup connectors are now compatible with 24
AWG stranded or solid wire. Specify “N” for 24 AWG pin contacts,
or“T"for 24 AWG socket contacts.

How To Order Solder Cup Connectors

Sample Part Number MWDM 2 | L- | 37 S S B

Series MWDM Glenair Micro-D

Aluminum Shell Stainless Steel Shell
S ETEELEL AT TH L 1 - Cadmium 2 - Nickel 4 - Black Anodize 3 - Passivated
5-Gold 6-Chem Film

L - LCP or PPS
Insulator Material LCP - 30% Glass-Filled Liquid Crystal Polymer
PPS - 40% Glass Filled Polyphenylene Sulfide

Contact Layout 9,15, 21, 25,31, 37,51,51-2,67,69, 75, 100, 130 (See Table Il)

Size #26 Solder Cup Contacts (Standard) Size #24 Solder Cup Contacts
Contact Type P - Pin N - Pin
S - Socket T - Socket

Termination Type S - Solder Cup

Hardware B,P,M,M1,S,S1,L, K F, R, H (SeeTable I)

Table I: Mounting Hardware
M1 S S1 L K F R H

“

o\

Thru-Hole Jackpost Hex Head Hex Head | SlotHead | SlotHead Hex Head | SlotHead | Float Mount | Float Mount| Threaded

Jackscrew | Jackscrew, | Jackscrew | Jackscrew, | Jackscrew | Jackscrew For Front For Rear Insert
Extended Extended Non- Non- Panel Panel
Removable | Removable | Mounting | Mounting
Extended
© 2013 Glenair, Inc. High Performance Micro-D Connectors and Cables U.S. CAGE Code 06324 Printed in U.S.A.
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Micro-D MWDM

Solder Cup Metal Shell Connectors

Elenm’n

Table ll: Dimensions
A 10 (2.79)

3 i o

e e— Ll | Sy

o PG ' 3l

ot — ! 093+ 005
9-69 CONTACTS: .096/.088 (2.43/2.23) DIA. o 7H7 - (2.36 £0.13) 200 ‘(5.08)
75-130 CONTACTS: .151/.145 (3.81/3.68) DIA. MAX
A Max. B C Max. D Max. E Max. F G Max. H Max. J Max.
Layout In. | mm. In. | mm. In. |mm.| In. |mm.| In. | mm In. | mm. In. |[mm.| In. | mm.| In. | mm.
+.003 | £0.08 +.003 | £0.08

9P 785 | 19.94 | 565 | 1435 | 333 | 846 | .184 | 467 | 308 | 7.82 | .183 | 465 | 416 | 10.57 | 400 | 10.16 | .270 | 6.86
9s .785 | 19.94 | 565 | 1435 | 400 | 10.16 | .250 | 635 | .308 | 7.82 | .195 | 4.95 429 | 1090 | 400 | 10.16 | .270 | 6.86
15P 935 | 23.75 | .715 | 18.16 | 483 | 12.27 | .184 | 467 | 308 | 7.82 | .183 | 4.65 | 416 | 1057 | 550 | 13.97 | .270 | 6.86
158 935 | 23.75| .715 | 18.16 | .551 | 1400 | .250 | 635 | .308 | 7.82 | .195 | 495 | 429 | 1090 | .550 | 13.97 | .270 | 6.86
21P 1.085 | 27.56 | .865 | 21.97 | 633 | 16.08 | .184 | 467 | 308 | 7.82 | .183 | 4.65 | 416 | 1057 | .700 | 17.78 | .270 | 6.86
21S 1.085 | 27.56 | .865 | 21.97 | .701 | 17.81 | .250 | 635 | .308 | 7.82 | .195 | 495 | 429 | 1090 | .700 | 17.78 | .270 | 6.86
25P 1.185 | 30.01 | .965 | 24.51 | .733 | 1862 | .184 | 467 | 308 | 7.82 | .183 | 4.65 | 416 | 10.57 | .800 | 20.32 | .270 | 6.86
25S 1.185 | 30.01 | .965 | 24.51 | .801 | 20.35| .250 | 635 | .308 | 7.82 | .195 | 4.95 429 | 1090 | .800 | 20.32 | .270 | 6.86
31P 1.335 | 3391 | 1.115 | 2832 | .883 | 2243 | .184 | 467 | 308 | 7.82 | .183 | 4.65 | 416 | 1057 | 950 | 24.13 | .270 | 6.86
31S 1.335 | 3391 | 1.115 | 2832 | 951 | 24.16 | .250 | 635 | 308 | 7.82 | .195 | 495 | 429 | 1090 | 950 | 24.13 | .270 | 6.86
37P 1.485 | 37.72 | 1.265 | 32.13 | 1.033 | 26.24 | .184 | 467 | 308 | 7.82 | .183 | 4.65 | 416 | 10.57 | 1.100 | 27.94 | .270 | 6.86
37s 1.485 | 37.72 | 1.265 | 32.13 | 1.101 | 27.96 | .250 | 6.35 308 | 7.82 | .195 | 495 | 429 | 1090 | 1.100 | 27.94 | .270 | 6.86
51P 1.435 | 3645 | 1.215 | 30.86 | .983 | 2497 | .228 | 5.79 | .351 892 | .183 | 465 | 416 | 10.57 | 1.050 | 26.67 | .310 | 7.87
51S 1.435 | 3645 | 1.215 | 30.86 | 1.051 | 26.70 | .296 | 7.52 | .351 892 | .195 | 495 | 429 | 1090 | 1.050 | 26.67 | .310 | 7.87
51-2P 1.835 | 46.61 | 1.615 | 41.02 | 1.384 | 35.15 | .184 | 467 | 310 | 7.87 | .183 | 465 | 416 | 10.57 | 1.450 | 36.83 | .270 | 6.86
51-2S 1.835 | 46.61 | 1.615 | 41.02 | 1.450 | 36.83 | .250 | 6.35 | .310 | 7.87 | .195 | 495 | 429 | 10.90 | 1.450 | 36.83 | .270 | 6.86
67P 2.235 | 56.77 | 2.015 | 51.18 | 1.784 | 45.31 | .184 | 467 | 310 | 7.87 | .183 | 4.65 | 416 | 10.57 | 1.850 | 36.83 | .270 | 6.86
67S 2.235 | 56.77 | 2015 | 51.18 | 1.850 | 46.99 | .250 | 635 | .310 | 7.87 | .195 | 4.95 429 | 1090 | 1.850 | 36.83 | .270 | 6.86
69P 1.735 | 44.07 | 1.515 | 38.48 | 1.284 | 32.61 | .228 | 579 | .351 8.92 | .183 | 4.65 416 | 10.57 | 1.350 | 34.29 | .310 | 7.87
69S 1.735 | 44.07 | 1.515 | 38.48 | 1.350 | 34.29 | .296 | 7.52 | .351 892 | .195 | 495 | 429 | 1090 | 1.350 | 34.29 | .310 | 7.87
75P 2.080 | 52.8 | 1.705 | 433 | 1.384 | 35.2 228 5.79 351 8.91 .183 4.6 416 | 10.57 | 1.440 | 36.58 | .310 7.87
75S 2.080 | 52.8 | 1.705 | 433 | 1450 | 36.8 .296 7.52 351 8.91 .195 5.0 429 | 10.90 | 1.440 | 36.58 | .310 7.87
100P 2.170 | 55.12 | 1.800 | 45.72 | 1.383 | 35.13 | .270 | 6.86 | .394 | 10.01 | .183 | 4.65 | 416 | 10.57 | 1.442 | 36.63 | .360 | 9.14
100S 2.170 | 55.12 | 1.800 | 45.72 | 1.451 | 36.86 | .333 | 8.46 | .394 | 10.01 | .195 | 4.95 429 | 1090 | 1.442 | 36.63 | .360 | 9.14
130P 2.520 | 64.00 | 2.160 | 54.86 | 1.735 | 44.07 | .270 | 6.86 | .394 | 10.01 | .183 | 4.65 416 | 10.57 | 1.780 | 45.21 | .360 | 9.14
130S 2.520 | 64.00 | 2.160 | 54.86 | 1.795 | 45.60 | .333 | 846 | .394 | 10.01 | .195 | 4.95 429 | 1090 | 1.780 | 45.21 | .360 | 9.14

Current Rating

Performance Specifications

3 AMP

DwWv

600 VAC Sea level

Materials and Finishes

Connector Shell

Aluminum Alloy 6061 or Stainless Steel, 300 Series,
passivated. See Ordering Info for Plating Options

Insulation Resistance

5000 Megohms Minimum

Contact Resistance

8 Milliohms Maximum

Insulator

Liquid Crystal Polymer (LCP)/
Polyphenylene Sulfide(PPS)

Low Level Contact Resist.

32 Milliohms Maximum

Interfacial Seal

Fluorosilicone Rubber, Blue

Magnetic Permeability

2 u Maximum

Pin Contact

Beryllium Copper Gold over Nickel Plating

Operating Temperature

-55°C.to +150° C.

Socket Contact

Copper Alloy Gold Over Nickel Plating

Shock, Vibration

5049, 20g.

Hardware

300 Series Stainless Steel

Mating Force

(10 Ounces) X (# of Contacts)

Encapsulant

Epoxy Resin Hysol EE4215
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Micro-D MWDM

Insulated Wire Metal Shell Connectors

Micro-D Insulated Wire Pigtails-These connectors feature
gold-plated TwistPin contacts and mil spec crimp termination.
Specify nickel-plated shells or cadmium plated shells for best
availability. 100% tested and backpotted, ready for use.

Choose the Wire Type and Size To Fit Your Application-If
on-hand availability is most important, choose #26 AWG Type
K mil spec Teflon® wire. Select M22759/33 Type J for space
applications.

Sample Part Number MwDM 2 L- | 25 | S- 4 K 7- 18 B

Series MWDM Glenair Micro-D

Aluminum Shell Stainless Steel Shell
1-Cadmium 2 - Nickel 3 - Passivated

4 - Black Anodize

5-Gold 6-Chem Film

L - LCP or PPS
Insulator Material LCP - 30% Glass-Filled Liquid Crystal Polymer
PPS - 40% Glass filled polyphenylene sulfide

Shell Material and Finish

Contact Layout 9,15, 21, 25,31, 37,51, 51-2, 67, 69, 75, 100, 130 (See Table II)

Contact Type P-Pin S-Socket

Wire Gage (AWG) 4-#24 6-#26 8-#28 0-#30 (J wire type only)

K -M22759/11 J-M22759/33 E - NEMA HP3-EB
Wire Type 600 VRMS Teflon® (TFE) 600 VRMS Modified Cross- 600 VRMS Type EM16878/4 (TFE)
Linked Tefzel® (ETFE)

1-White 2-Yellow
Wire Color 5 — Color-Coded Stripes Per MIL-STD-681 (up to 51 colors)
7 - Ten Color Repeating

Wire Length Inches 18 - Wire Length In Inches. “18" Specifies 18 Inches.

Hardware B,P,M,M1,S,S1,L, K, F,R,H (SeeTable )

Table I: Mounting Hardware
M1 S S1 L

ALY

b

% 44

@

Thru-Hole | Jackpost | HexHead | Hex Head | SlotHead | SlotHead | HexHead | Slot Head | Float Mount | Float Mount | Threaded

Jackscrew | Jackscrew, | Jackscrew | Jackscrew, | Jackscrew | Jackscrew | For Front For Rear Insert
Extended Extended Non- Non- Panel Panel
Removable | Removable . .
Extended Mounting | Mounting
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Micro-D MWDM 0
Insulated Wire Metal Shell Connectors enazr
®

Table Il: Dimensions

g F WIRE LENGTH
c T I 1.0/-0.0 (+.254/-0.0) ﬁ
é 5 C)oooooooooooo C) Gil | i 3
) 000000000000 "
A o ) | - :
W I
9-69 CONTACTS: .096/.088 (2.43/2.23) DIA. (-20%2 * 60‘1)2)
75-130 CONTACTS: .151/.145 (3.81/3.68) DIA. H D
A Max. B C Max. D Max. E Max. F G Max. H Max. J Max.
Layout In mm In. | mm. In mm In mm In mm In. mm. In mm In mm In mm
‘ " |+.003 | +0.08 : : : : ‘ " |+.003|+0.08 : : : : : :
oP 785 | 19.94 | 565 | 1435 | 333 | 846 | .184 | 467 | .308 | 7.82 | .183 | 4.65 | 416 | 10.57 | 400 | 10.16 | 270 | 6.86
os 785 | 19.94 | 565 | 1435 | .400 | 10.16 | .250 | 6.35 | .308 | 7.82 | .195 | 4.95 | 429 | 10.90 | 400 | 10.16 | 270 | 6.86

15P 935 (2375 | 715 | 18.16 | 483 | 1227 | .184 | 467 | 308 | 782 | .183 | 4.65 | 416 | 1057 | .550 | 13.97 | .270 | 6.86
15S 935 | 2375 | .715 | 1816 | 551 | 14.00 | .250 | 635 | 308 | 7.82 | .195 | 495 | 429 | 10.90 | .550 | 13.97 | .270 | 6.86
21P 1.085 | 27.56 | .865 | 2197 | 633 | 16.08 | .184 | 467 | 308 | 7.82 | .183 | 4.65 | 416 | 1057 | .700 | 17.78 | .270 | 6.86
218 1.085 | 2756 | .865 | 2197 | .701 | 17.81 | .250 | 635 | 308 | 7.82 | .195 | 495 | 429 | 1090 | .700 | 17.78 | .270 | 6.86
25P 1.185 | 30.01 | .965 | 24.51 | .733 | 18.62 | .184 | 467 | 308 | 7.82 | .183 | 4.65 | 416 | 10.57 | .800 | 2032 | .270 | 6.86
25S 1.185 | 30.01 | .965 | 24.51 | .801 | 20.35| .250 | 635 | 308 | 7.82 | .195 | 495 | 429 | 1090 | .800 | 2032 | .270 | 6.86
31P 1.335| 3391 | 1.115 | 2832 | .883 | 2243 | .184 | 467 | 308 | 7.82 | .183 | 465 | 416 | 10.57 | .950 | 24.13 | 270 | 6.86
31S 1335|3391 | 1.115| 2832 | 951 | 2416 | .250 | 6.35 | 308 | 7.82 | .195 | 495 | 429 | 1090 | .950 | 24.13 | .270 | 6.86
37P 1485 | 37.72 | 1.265 | 32.13 | 1.033 | 26.24 | .184 | 467 | 308 | 7.82 | .183 | 4.65 | 416 | 10.57 | 1.100 | 27.94 | .270 | 6.86
37s 1.485| 37.72 | 1.265 | 32.13 | 1.101 | 27.96 | .250 | 6.35 | 308 | 7.82 | .195 | 4.95 | 429 | 1090 | 1.100 | 27.94 | .270 | 6.86
51P 1435 | 36.45 | 1.215| 30.86 | .983 | 24.97 | 228 | 579 | 351 | 892 | .183 | 4.65 | 416 | 10.57 | 1.050 | 26.67 | .310 | 7.87
51S 1435 | 36.45 | 1.215| 30.86 | 1.051 | 26.70 | .296 | 7.52 | 351 | 892 | .195 | 495 | 429 | 1090 | 1.050 | 26.67 | .310 | 7.87
51-2P | 1.835| 46.61 | 1.615| 41.02 | 1.384 | 35.15| .184 | 467 | 310 | 787 | .183 | 4.65 | 416 | 10.57 | 1.450 | 36.83 | .270 | 6.86
51-2S 1.835| 46.61 | 1.615| 41.02 | 1.450 | 36.83 | .250 | 6.35 | 310 | 7.87 | .195 | 495 | 429 | 1090 | 1.450 | 36.83 | .270 | 6.86
67P 2.235 | 56.77 | 2.015 | 51.18 | 1.784 | 4531 | .184 | 467 | 310 | 7.87 | .183 | 465 | 416 | 10.57 | 1.850 | 36.83 | .270 | 6.86
67S 2.235| 56.77 | 2.015 | 51.18 | 1.850 | 46.99 | .250 | 6.35 | .310 | 7.87 | .195 | 495 | 429 | 10.90 | 1.850 | 36.83 | .270 | 6.86
69P 1.735 | 44.07 | 1515 | 38.48 | 1.284 | 32.61 | .228 | 579 | 351 | 892 | .183 | 4.65 | 416 | 1057 | 1.350 | 3429 | 310 | 7.87
69S 1.735 | 44.07 | 1.515 | 3848 | 1.350 | 34.29 | .296 | 7.52 | 351 | 892 | .195 | 495 | 429 | 1090 | 1.350 | 34.29 | 310 | 7.87
75P 2.080 | 52.8 | 1.705 | 433 | 1.384 | 352 | .228 | 579 | 0351 | 892 | .183 | 465 | 416 | 106 | 1.440 | 36.6 | .310 | 7.87
75S 2080 | 52.8 | 1.705| 433 | 1450 | 36.8 | .296 | 7.52 | 0351 | 892 | .195 | 495 | 429 | 109 | 1.440 | 36.6 | .310 | 7.87
100P 2.170 | 55.12 | 1.800 | 45.72 | 1.383 | 35.13 | .270 | 6.86 | .394 | 10.01 | .183 | 4.65 | 416 | 10.57 | 1.442 | 36.63 | .360 | 9.14
100S 2.170 | 55.12 | 1.800 | 45.72 | 1451 | 36.86 | .333 | 846 | 394 | 10.01 | .195 | 495 | 429 | 10.90 | 1.442 | 36.63 | .360 | 9.14
130P 2.520 | 64.00 | 2.150 | 54.61 | 1.735 | 44.07 | 270 | 6.86 | .394 | 10.01 | .183 | 4.65 | 416 | 10.57 | 1.780 | 45.21 | 360 | 9.14
1308 2.520 | 64.00 | 2.150 | 54.61 | 1.795 | 45.60 | 333 | 846 | .394 | 10.01 | .195 | 495 | 429 | 10.90 | 1.780 | 45.21 | 360 | 9.14

Performance Specifications Materials and Finishes

Current Rating 3 AMP Aluminum Alloy 6061 or Stainless Steel, 300 Series,
Connector Shell . . . .
DWV 600 VAC Sea level passivated. See Ordering Info for Plating Options
Insulation Resistance 5000 Megohms Minimum Liquid Crystal Polymer (LCP)/
- — - Insulator
Contact Resistance 8 Milliohms Maximum Polyphenyl Sulfide(PPS)
Low Level Contact Resist. 32 Milliohms Maximum Interfacial Seal | Fluorosilicone Rubber, Blue
Magnetic Permeability 2 g Maximum Pin Contact Beryllium Copper Gold over Nickel Plating
Operating Temperature -55°C.to +150° C. Socket Contact | Copper Alloy Gold Over Nickel Plating
Shock, Vibration 50g., 20g. Hardware 300 Series Stainless Steel
Mating Force (10 Ounces) X (# of Contacts) Encapsulant Epoxy Resin Hysol EE4215
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Back-To-Back Metal Shell
Unshielded Cable Assembly
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Save Time and Money With Back-To-Back Cables- these Micro-D
connectors feature crimp wire terminations and epoxy encapsulation.
The installed cost is lower than terminating solder cup connectors.

100% Certified- All back-to-back assemblies are 100% checked for
continuity, resistance, voltage and insulation resistance.

Hardware Note- If jackposts are required on one end and jackscrews

on the other, use hardware designator “B” (no Hardware installed), and
order hardware kits separately.

How To Order Back-to-Back Cable Assembly

Sample Part Number MwWDM 2 L- | 25 | GS- | 4 K |7- |18 | B
MWDM Glenair Micro-D
Aluminum Shell Stainless Steel Shell
Shell Material 1-Cadmium 2 - Nickel 3 - Passivated
and Finish 4 - Black Anodize
5-Gold 6-Chem Film
L-LCP or PPS
Insulator Material LCP - 30% Glass-Filled Liquid Crystal Polymer

PPS - 40% Glass Filled Polyphenylene Sulfide

Contact Layout 9,15, 21, 25, 31, 37,51, 51-2,67,69, 75, 100, 130

GP - Pin (Plug) Connector Both Ends
Connector Type GS - Socket (Receptacle) Connector Both Ends
CS - Pin Connector to Socket Connector

Wire Gage (AWG) 4-4#24 6-4#26 8-#28 0-#30(Jwiretype only)
K -M22759/11 E - NEMA HP3-EB
J-M22759/33
600 VRMS 600 VRMS Type E M16878/4 (TFE
Wire Type Fluoropolymer (TFE) 600 VRMS Modified Cross- P 4 (TFE)
Linked Tefzel® (ETFE)

1-White 2 -Yellow
Wire Color 5 — Color-Coded Stripes Per MIL-STD-681 (up to 51 colors)
7 - Ten Color Repeating

Wire Length Inches 18 - Wire Length In Inches. “18" Specifies 18 Inches. (2” Min. for 2 row, 3” Min. for 3 row, 4" Min. for 4 row)

Hardware B,P,M,M1,S,S1, LK F,R H

Table I: Mounting Hardware
M1 S S1 L K F R H

g &2 €g €,

Thru-Hole | Jackpost | HexHead | Hex Head | SlotHead | SlotHead | HexHead | Slot Head | Float Mount | Float Mount | Threaded

Jackscrew | Jackscrew, | Jackscrew | Jackscrew, | Jackscrew | Jackscrew | For Front For Rear Insert
Extended Extended Non- Non- Panel Panel
Removable | Removable - -
Extended Mounting | Mounting
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Micro-D MWDM .
Back-To-Back Metal Shell
Unshielded Cable Assembly le nazn

Tablel mensions
A WIRE LENGTH
B F ‘-— +1.0/-0.0 —]
c i ‘ (+25.4/-0.0)
b G i i
E D f} OoooooOooooo()ooooooooooo @) l | |
pot —— ! 093+ 005 |
- I (2.36 £ 0.13)
9-69 CONTACTS: .096/.088 (2.43/2.23) DIA. H
75-130 CONTACTS: .151/.145 (3.81/3.68) DIA.
A Max. B C Max. D Max. E Max. F G Max. H Max. J Max.
Layout In mm In. | mm. In In In In. mm. | In mm In mm
. |+ 003 | +0.08 .| mm. . mm. clmme| L oslso0s| N | mm. . . . .
9P 785 [ 1994 | 565 | 1435 | 333 | 846 | .184 | 467 | 308 | 782 | .183 | 465 | 416 | 10.57 | 400 | 10.16 | .270 | 6.86
9s 785 | 19.94 | 565 | 1435 | .400 | 10.16 | .250 | 6.35 | .308 | 7.82 | .195 | 4.95 | .429 | 10.90 | .400 | 10.16 | .270 | 6.86

15P 935 | 2375 | 715 | 18.16 | 483 | 1227 | .184 | 467 | 308 | 782 | .183 | 465 | 416 | 1057 | .550 | 13.97 | 270 | 6.86
15S 935 | 23.75| .715 | 18.16 | 551 | 1400 | .250 | 635 | 308 | 7.82 | .195 | 495 | 429 | 1090 | .550 | 13.97 | .270 | 6.86
21P 1.085 | 2756 | .865 | 2197 | 633 | 16.08 | .184 | 467 | 308 | 782 | .183 | 4.65 | 416 | 1057 | .700 | 17.78 | .270 | 6.86
21S 1.085 | 27.56 | .865 | 2197 | .701 | 17.81 | 250 | 635 | 308 | 7.82 | .195 | 495 | 429 | 1090 | .700 | 17.78 | .270 | 6.86
25P 1.185 | 30.01 | .965 | 2451 | .733 | 18.62 | .184 | 467 | 308 | 7.82 | .183 | 465 | 416 | 1057 | .800 | 2032 | .270 | 6.86
25S 1.185 | 30.01 | .965 | 24.51 | .801 | 2035 | .250 | 635 | 308 | 7.82 | .195 | 495 | 429 | 1090 | .800 | 2032 | .270 | 6.86
31P 1.335| 3391 | 1.115 | 2832 | 883 | 2243 | .184 | 467 | 308 | 7.82 | .183 | 465 | 416 | 1057 | 950 | 24.13 | 270 | 6.86
31S 1.335| 3391 | 1.115 | 2832 | 951 | 2416 | .250 | 635 | 308 | 7.82 | .195 | 495 | 429 | 1090 | .950 | 24.13 | .270 | 6.86
37P 1485 | 37.72 | 1.265 | 32.13 | 1.033 | 26.24 | .184 | 467 | 308 | 7.82 | .183 | 465 | .416 | 10.57 | 1.100 | 27.94 | 270 | 6.86
37s 1485 | 37.72 | 1.265 | 32.13 | 1.101 | 27.96 | .250 | 635 | 308 | 7.82 | .195 | 495 | 429 | 10.90 | 1.100 | 27.94 | .270 | 6.86
51P 1435 | 36.45 | 1.215| 30.86 | .983 | 24.97 | 228 | 579 | 351 | 892 | 183 | 4.65 | 416 | 10.57 | 1.050 | 26.67 | .310 | 7.87
518 1435 | 3645 | 1.215 | 30.86 | 1.051 | 26.70 | .296 | 7.52 | 351 | 892 | .195 | 495 | 429 | 10.90 | 1.050 | 26.67 | .310 | 7.87
51-2P | 1.835 | 46.61 | 1.615 | 41.02 | 1.384 | 35.15| .184 | 467 | 310 | 7.87 | .183 | 465 | 416 | 10.57 | 1.450 | 36.83 | .270 | 6.86
51-2S 1.835 | 46.61 | 1.615 | 41.02 | 1450 | 36.83 | .250 | 635 | 310 | 7.87 | .195 | 495 | 429 | 10.90 | 1450 | 36.83 | .270 | 6.86
67P 2235 | 56.77 | 2.015 | 51.18 | 1.784 | 4531 | .184 | 467 | 310 | 7.87 | .183 | 465 | 416 | 10.57 | 1.850 | 36.83 | .270 | 6.86
67S 2.235 | 56.77 | 2.015 | 51.18 | 1.850 | 46.99 | .250 | 635 | 310 | 7.87 | .195 | 495 | 429 | 10.90 | 1.850 | 36.83 | .270 | 6.86
69P 1.735| 44.07 | 1515 | 38.48 | 1.284 | 32.61 | .228 | 579 | 351 | 892 | .183 | 4.65 | 416 | 1057 | 1.350 | 3429 | 310 | 7.87
69S 1.735 | 4407 | 1.515 | 3848 | 1.350 | 3429 | .296 | 7.52 | 351 | 892 | .195 | 495 | 429 | 1090 | 1.350 | 34.29 | .310 | 7.87
75P 2.080 | 528 | 1.705 | 433 | 1.384 | 352 | .228 5.8 351 8.9 183 | 465 | 416 | 106 | 1.440 | 366 | .310 | 7.87
75S 2.080 | 528 | 1.705 | 433 | 1450 | 36.8 | .296 75 351 8.9 195 | 495 | 429 | 109 | 1.440 | 366 | .310 | 7.87
100P 2.170 | 55.12 | 1.800 | 45.72 | 1.383 | 35.13 | .270 | 6.86 | .394 | 10.01 | .183 | 465 | 416 | 10.57 | 1.442 | 36.63 | .360 | 9.14
1008 2.170 | 55.12 | 1.800 | 45.72 | 1451 | 36.86 | .333 | 846 | .394 | 10.01 | .195 | 495 | 429 | 10.90 | 1.442 | 36.63 | .360 | 9.14
130P 2.520 | 64.00 | 2.160 | 54.86 | 1.735 | 44.07 | .270 | 6.86 | .394 | 10.01 | .183 | 465 | 416 | 10.57 | 1.780 | 45.21 | 360 | 9.14
1308 2.520 | 64.00 | 2.160 | 54.86 | 1.795 | 45.60 | .333 | 846 | .394 | 10.01 | .195 | 495 | 429 | 10.90 | 1.780 | 45.21 | .360 | 9.14

Performance Specifications Materials and Finishes

Current Rating 3 AMP Connector Shell Aluminum Alloy 6061 or Stainless Steel, 300 Series,
DWV 600 VAC Sea level passivated. See Ordering Info for Plating Options
Insulation Resistance 5000 Megohms Minimum Liquid Crystal Polymer (LCP)/
Contact Resistance 8 Milliohms Maximum Insulator Polypheny! Sulfide(PPS)
Low Level Contact Resist. 32 Milliohms Maximum Interfacial Seal | Fluorosilicone Rubber, Blue
Magnetic Permeability 2 g Maximum Pin Contact Beryllium Copper Gold over Nickel Plating
Operating Temperature -55°C.to +150° C. Socket Contact | Copper Alloy Gold Over Nickel Plating
Shock, Vibration 50g., 20g. Hardware 300 Series Stainless Steel
Mating Force (10 Ounces) X (# of Contacts) Encapsulant Epoxy Resin Hysol EE4215
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MWDM Micro-D

r Shielded Cable Assembly
®

Single-Ended or Double-Ended-These easy-to-order cable
assemblies eliminate the need for expensive assembly labor. 100%
tested and ready for use.

Now With Twisted Pairs—No need to create a procurement
specification for Micro-D cables with twisted pairs. Glenair 177-740
cables are furnished with a full complement of white/blue twisted
pair wires.

Integral Shield Termination-The connector shell has a platform
to accept Band-It shield termination bands. The cable shield braid is
attached directly to the connector.

Save Labor, Reduce Weight and Improve EMI Shielding
with Glenair’s Micro-D Shielded Cable Assemblies

Aerospace electronics systems require higher and higher levels of protection from radiated emissions. Glenair’s
fully shielded Micro-D cable assemblies meet this need. The cable shield is attached directly onto the one-

piece connector shell and secured with a stainless steel Band-Master™ ATS clamp. These pre-wired, 100% tested
assemblies meet the requirements of MIL-DTL-83513. An optional ground spring on the pin connector assures low
shell-to-shell resistance. Available with a variety of wire types and shields, Micro-D shielded assemblies can be
ordered in any length, either single-ended or “back-to-back”.

Ground Spring and EMI Shielding Effectiveness

A gold-plated stainless steel ground spring on the pin connector mating
face offers substantial improvement in EMI protection. The graphs
compare identical connectors tested with and without ground springs.

EMI Performance with Ground Spring EMI Performance without Ground Spring
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MWDM Micro-D

Shielded Cable Assembly
177-710 (Untwisted Wire) and 177-740 (Twisted Wire Pairs)
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How To Order Shielded Micro-D Cable Assemblies
Sample Part Number 177-710 | -2 |-25| P 4 K 1 -18 M | A G

Series 177-710 - Untwisted Wire  177-740 - Twisted Pair Wire

Shell Material Aluminum Shell
and Finish 1-Cadmium 2 - Electroless Nickel 5-Gold

Contact Layout 9,15, 21, 25, 31, 37,51, 51-2, 67,69, 75, 100, 130
P - Pin (Single End Plug)

S — Socket (Single End Receptacle)

Contact Type GP - Double End Cable, Pin Connectors Both Ends
GS - Double End Cable, Socket connectors Both Ends
CS - Double End Cable, Pin and Socket

Wire Gage (AWG) 4-#24 6-#26 8-#28 0-#30(Jwiretype only)
K - Fluoropolymer Wire Per MIL-W-22759/11 (Not available in #30 gage)
J - Cross-Linked Tefzel® Wire Per MIL-W-22759/33

1 - White (177-710 only) or White/Blue Twisted Pairs (177-740 Only)

5 — Color-Coded Per MIL-STD-681 (177-710 only)(#24 and #26 gage only)
White/Blue Twisted Pairs (177-740 only)

7 - Ten Color Repeating (177-710 only)

Wire Type

Wire Color

Overall Length (In.) Example “18"= 18 inches 6 Inch (152 mm.) Minimum

B - No Mounting Hardware Installed

F - Float Mount, for Front Panel

L — Male Jackscrew, Allen Head, Non-Removable
Mounting Hardware M - Male Jackscrew, Allen Head, Low Profile Mounting
P - Female Jackpost

R - Float Mount, for Rear Panel Mounting

S — Male Jackscrew, Slot Head, Low Profile

N - No Shield, No Jacket

A - Braided Shield Installed (Nickel over Copper)

C - Braided Shield Installed (Nickel over Copper) With E-CTFE Halar “Expando” Jacket (+150° C.)

D - No Shield, With E-CTFE Halar “Expando” Jacket Installed (+150° C.)

Shield and Jacket S — 100% Braided AmberStrand® Shield Installed

Option T - 100% Braided AmberStrand” Shield Installed with E-CTFE Halar “Expando” Jacket (+150° C.)

V - 75% Braided AmberStrand’ Shield Installed

Z - 75% Braided AmberStrand’ Shield Installed with E-CTFE Halar “Expando” Jacket (+150° C.)

W - ArmorLite™ Braided Microfiliment Stainless Steel Shield Installed

X - ArmorLite™ Braided Microfiliment Stainless Steel Shield Installed with E-CTFE Halar “Expando” Jacket (+150° C)

TG Reed it s N - No Ground Spring G - Ground Spring Installed (Pin Connectors Only)

*Ground spring cannot be used with cadmium plating

Table I: Mounting Hardware
M S L F R

~ g

s

&
Thru-Hole, Female Jackpost Hex Head Slot Head Hex Head Jackscrew |  Float Mount for Float Mount
No Mounting Jackscrew Jackscrew Non- Removable Front Panel for Rear Panel
Hardware Mounting Mounting
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. MWDM Micro-D
l Shielded Cable Assembly
enazn 177-710 (Untwisted Wire) and 177-740 (Twisted Wire Pairs)

Performance Specifications

Materials and Finishes

Current Ratin 3 AMP Plating Code 1: Cadmium With Yellow Chromate
N N N c N Conpsconsel Plating Code 2: Electroless Nickel, Plating Code 5: Gold
Dielectric Withstanding Voltage | 600 VAC Sea Level
Insulator Liquid Crystal Polymer (LCP)/Polyphenylene Sulfide (PPS)
Voltage 150 VAC 70,000 Feet
- " . Interfacial Seal Fluorosilicone Rubber, Blue
Insulation Resistance 5000 Megohms Minimum
Pin Contact Copper Alloy With 50 Microinches Gold over Nickel Platin:
Contact Resistance 8 Milliohms Maximum PP 4 9

. ™ . Socket Contact Copper Alloy With 50 Microinches Gold Over Nickel Platin
Low Level Contact Resistance 32 Milliohms Maximum [ Y 2

Magnetic Permeability 2 u Maximum #36 AWG Nickel-Coated Copper per ASTM B355 Class 4 OFHC 100%

" S S AmberStrand® EMI/RFI Conductive Composite Thermoplastic Braided
Operating Temperature -55°C.t0 +150°C. Shield Braid Shielding 75% AmberStrand© Conductive Composite Thermoplastic
Shock 50g. EMI/RFI Shielding Blended with 25% NiCu EMI/RFI Braided Shielding
Vibration 20 g ArmorLite™ Lightweight Stainless Steel EMI/RFI Shielding
Outgassing Meets NASA Outgassing Requirements Type K: per MIL-W-22759/11. Silver-Plated Copper Conductor, Extruded

- Wire TFE fluoropolymer Insulation Type J: per MIL-W-22759/33. Silver-Plated
Matmg Force (10 Ounces) X (# of Contacts) Copper Conductor, Extruded Crosslinked Tefzel® Insulation
EMI Shielding Effectiveness 50 dB Attenuation, 100 MHz to 1000 MHz Hardware 300 Series Stainless Steel
For additional performance requirements, please refer to MIL-DTL-83513 et Type B: PET Expando Braided Jacket, +125° C. Type C: E-CTFE (Ethylene-
& 093 + .005 acke Chlorotriflourethylene) Halar Expando Braided Jacket, +150° C.
T E (2.36 +£0.13) Encapsulant Epoxy Resin Hysol EE4215
.645 T | | A
(16.4) B
l C
[ ] * J Z \ ( j R T
) H
J/m\t JJJJQVlre Length |f IWD ;} @) O ( @) (*) (T)
i} 1 = ©)
9-69 CONTACTS .096/.088 (2.43/2.23) DIA )
75-130 CONTACTS .151/.145 (3.81/3.68)DIA
Table Il: Dimensions
A Max. B C Max. D Max. E Max. F (G) (H) J) (K)
Layout In. mm. In. mm.
In. | mm. +.003 | +0.08 In. [ mm.| In. | mm.| In. | mm. +003 | +008 In. {mm.| In. | mm.| In. [mm.| In. | mm.

9P .785 | 19.94 | 565 | 14.35| 333 | 846 | .184 | 467 | .310 | 7.87 | .183 | 465 | 340 | 864 | .214 | 544 | 450 | 1143 | .324 | 8.23
9s .785 | 19.94 | 565 | 14.35| 400 | 10.16 | .250 | 6.35 | 310 | 7.87 | .195 | 495 | 340 | 8.64 | .214 | 544 | 450 |[11.43| 324 | 8.23
15P | 935 | 23.7 | .715 | 18.16 | 483 | 12.27 | .184 | 467 | 310 | 7.87 | .183 | 4.65 | 490 | 12.45| 214 | 544 | 600 |15.24 | 324 | 8.23
155 | 935 | 23.7 | .715 | 18.16 | .551 | 14.00 | .250 | 6.35 | 310 | 7.87 | .195 | 495 | 490 |12.45| 214 | 544 | .600 |15.24| 324 | 8.23
21P |1.085|27.56 | .865 | 21.97 | .633 | 16.08 | .184 | 467 | .310 | 7.87 | .183 | 4.65 | .640 | 16.26| .214 | 544 | .750 |19.05| .324 | 8.23
21S [1.085|27.56 | .865 | 21.97 | .701 | 17.81| .250 | 6.35 | .310 | 7.87 | .195 | 4.95 | 640 | 16.26| .214 | 544 | .750 |19.05| .324 | 8.23
25P |1.185|30.10 | .965 | 24.51 | .733 | 18.62 | .184 | 467 | .310 | 7.87 | .183 | 4.65 | .740 | 18.80| .214 | 544 | .850 |21.59| .324 | 8.23
25S [1.185|30.10 | .965 | 24.51 | .801 | 20.35| .250 | 6.35 | .310 | 7.87 | .195 | 4.95 | .740 | 18.80| .214 | 544 | .850 |21.59]| .324 | 8.23
31P |1.335|33.91 |1.115|28.32 | .883 | 2243 | .184 | 467 | .310 | 7.87 | .183 | 4.65 | .890 | 22.61| .214 | 544 |1.000|25.40 | .324 | 8.23
31S [1.335|3391 [1.115]28.32| 951 | 24.16 | .250 | 6.35 | .310 | 7.87 | .195 | 4.95 | .890 |22.61| .214 | 544 |1.000|25.40| .324 | 8.23
37P |1.485|37.72 |1.265|32.13 | 1.033 | 26.24 | .184 | 467 | .310 | 7.87 | .183 | 4.65 |1.040|26.42| .214 | 544 |1.150|29.21 | .324 | 8.23
37S [1.485|37.72 (1.265|32.131.101 | 2797 | .250 | 6.35 | .310 | 7.87 | .195 | 4.95 |1.040|26.42| 214 | 544 |1.150|29.21| .324 | 8.23
51P |1.435|36.45 |1.215|30.86 | .983 | 2497 | .228 | 5.79 | .351 | 892 | .183 | 4.65 | .990 | 25.15| .257 | 6.53 | 1.100|27.94 | .367 | 9.32
51S [1.435)|36.45[1.215]30.86|1.051|26.70 | .296 | 7.52 | .351 | 892 | .195 | 4.95 | .990 | 25.15| .257 | 6.53 |1.100|27.94| 367 | 9.32
51-2P | 1.835| 46.61 | 1.615|41.02 | 1.384|35.15 | .184 | 4.67 | .310 | 7.87 | .183 | 4.65 |1.390|35.31| .214 | 544 |1.46037.08| .324 | 8.23
51-2S | 1.835| 46.61 | 1.615|41.02 | 1.450 | 36.83 | .250 | 6.35 | 310 | 7.87 | .195 | 495 |1.390|35.31| .214 | 544 |1.460|37.08| .324 | 8.23
67P |2.235]|56.77 |2.015|51.18 | 1.784 | 45.31 | .184 | 4.67 | .310 | 7.87 | .183 | 4.65 |1.790|45.47 | 214 | 544 |1.900|48.26 | .324 | 8.23
67S |2.235|56.77 |2.015|51.18 | 1.850 | 46.99 | .250 | 6.35 | .310 | 7.87 | .195 | 4.95 |1.790|4547| 214 | 544 |1.900|48.26 | .324 | 8.23
69P |1.735| 44.07 | 1.515| 38.48 | 1.284 | 32.61 | .228 | 5.79 | .351 | 8.92 | .183 | 4.65 |1.290|32.77 | .257 | 6.53 | 1.400|35.56| .367 | 9.32
69S |1.735|44.07 |1.515|38.48 | 1.350 | 34.29 | .296 | 7.52 | .351 | 892 | .195 | 4.95 |1.290|32.77| .257 | 6.53 | 1.400|35.56 | .367 | 9.32
75P |2.080| 52.8 |1.705| 43.3 |1.384|35.15| .224 | 568 | .351 | 891 | .183 | 465 | 416 | 106 |1.440| 36.6 | .310 | 7.87 | 367 | 9.32
75S |2.080| 52.8 |1.705| 433 |1.450|36.83 | .293 | 744 | 351 | 891 | .195 | 495 | 429 | 109 |1.440| 36.6 | .310 | 7.87 | 367 | 9.32
100P |2.160 | 54.86 | 1.800 | 45.72 | 1.383 | 35.13 | .270 | 6.86 | .394 | 10.01 | .183 | 4.65 |1.385|35.18 | .307 | 7.80 |1.495|38.00 | 417 | 10.59
100S |2.160 | 54.86 | 1.800 | 45.72 | 1.451 | 36.86 | .333 | 846 | .394 | 10.01 | .195 | 4.95 |1.385|35.18| .307 | 7.80 |1.495|38.00| 417 | 10.59
130P |2.520| 64.00 | 2.160 | 54.86 | 1.735| 45.59 | .270 | 6.86 | .394 | 10.00 | .183 | 4.65 |1.712|43.48 | .307 | 7.80 |1.822|46.28 | 417 | 10.59
130S |2.520 | 64.00 | 2.160 | 54.86 | 1.795 | 45.59 | .333 | 846 | .394 | 10.00 | .195 | 4.95 |1.712|43.48| 307 | 7.80 |1.822]46.28| 417 | 10.59
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MWDM Micro-D .
Shielded Cable Assembly [
177-710 (Untwisted Wire) and 177-740 (Twisted Wire Pairs) enazn

177-740 9 THRU 51 CONTACT TWISTED PAIR WIRING DIAGRAM
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17 BLU P E— - ] 2 BLU

— 15— c— ] 0§ o 16— e 1]
] wHr '8 HT it Wi 21 i
5] By 191 Bl ) E— — 27 LU
19 By 2 BLU ) e et 11} i B
S — e—1 101 WHT 101 WHT 10 WHT
s ] il |
2] Bl 1 — ] 30 ] BLU
13 BLU 21 Contacts ;g ki 1 g
o ——s—Wir — ] i e ]
141 BLU ) m— c— 3 —c— ]
S — c— 1] I oy i ——g—mr s | ——g—u
) ——r i WHT 30 BLU 33 | BLU
| ) S— . r—g— il -5 — c— ]

15 Contacts i o c— i Br——g—ur
Ar—g i 31 Contacts 1% m— c—- 1]
) — — 1 — ) —

8] bl 1 WHT 56 W
191 WHT 27 1 BLU

o — — 1 - — a0 37 Contacts

2 o WHT 28 1 BLU

S ——i C§ —— ]

;] B 4 i [ 4] WHT
221 | E— a1 ]

. WHT 30 19 A BLU
B8 4 B i——]
11 1 WHT 311 20 1
A o 5 By S—g——u

1 B 31 BLU 211 BLU
12 :Z:

2 — v 31 By 2] B
13 WHT 31 WHT ] WHT
il BLU P B — 1)
25 Contacts B — c— 1] s — 1]
35 1 BLU 2] BLU
o i 25 By
ol WHT 8] WHT
i i
;13§ ] BLU 22 | a— {1
5 — c— ] 10 il
391 BLU 281
7 — 1] 1 c— 11
40 BLU 291 BLU
2] o iP5 — -
41 BLU 30 1 BLU
61 WHT (5 — c— 1
42 1 BLU 31 1 U
1§ o 1S —— ]
43 1 BLU 32 1 BLU
8] o gl
44 1 BLU 33 1 BLU
. — e 1] r—g—
2] oy 15 o c— 1]
46 BLU 35 1 BLU
211 WHT 36 WHT
a7 BLU 37 BLU
2] oy Br—g—
48 BLU 39 1 BLU
o il oy —c— | ]
49 4 BLU 41 1 BLU
24 -:8:WHT 421 WHT
50 1 BLU 43 BLU
2 il o —— | ]
< I G— ) i) Bl
26 WHT £ \E;VLI_lIJT
48 1
51 Contacts ) E—— ]
. 50 - WHT
2 Row special 511 BLU
18 +————WHT
51 Contacts
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. MWDM Micro-D
[ Shielded Cable Assembly
enazn 177-710 (Untwisted Wire) and 177-740 (Twisted Wire Pairs)

177-740 67 THRU 130 CONTACT TWISTED PAIR WIRING DIAGRAM

i B 5 B ] B 5 il i AR e c—
%] WHT 3] WHT 3 WHT 3 WHT 3 WHT | 69 1 WHT
i — 1 3 — — 1 P —— P — a1 i3 — | BLU
3 WHT 3 WHT 3 WHT 3 WHT 34 WHT | 70 ':2:WHT
P — a— 1] P — — 1) S E— a—- 1) 4 — c—: 8 c—- 1 ) 1 BLU
4+ WHT 4+ WHT 4+ WHT 4 WHT 41 WHT | 71 WHT
Y — | - —— ] i —— Y — P N — | I BLU
5 WHT 5 WHT 5 WHT 5 WHT 51 WHT |72 -:2:WHT
3 I— —: 1 - I— 1 S I— — i — —: 1 Pl m— — BLU
61 WHT 5 WHT 61 WHT 61 WHT 6 WHT |73 -:g:wm
4! BLU . E— G— 5. BLU 3. BLU 3. BLU 106+ BLU
71 WHT 74 WHT 71 WHT 7 WHT 7 WHT | 74 ——§———WHT
PV E— e—- PV — — i} P4 — a— P — a—- Y S — e— BLU
8 WHT 8 WHT 8 WHT 8 WHT 81 WHT |75 ':g:WHT
81 BLU o I S ) a4 BLU g BLU P BLU  |108 BLU
91 WHT 94 WHT 91 WHT 91 WHT 9 WHT | 76 -:2:WHT
431 BLU P — 351 BLU 351 BLY 0 BLU  [109 BLU
01 WHT 01 WHT 10 1 WHT 10 1 WHT 0 WHT 77 ':g:WHT
i — ¢ — c—: 1 15— — 1) (15— 1% e . ' Y BLU
11 WHT 14 WHT 11 WHT 11 WHT T WHT | 78 -:8:WHT
. — — 15— 1 A I— c— 1 A — c— e /P10 BLU
5 WHT 2 WHT 2 WHT 2 WHT o ———Qq——WHT | 79— MiT
73— c—. 1 73— — 1 7 —— 7S —c— 1 2 BLU |12 BLU
31 WHT 3 WHT 31 WHT 131 WHT 3 WHT | 80 ':XZWHT
41 BLU ) I 1 o BLU 391 BLU hr BLU 1131 BLY
4 WHT 4+ WHT 4 WHT 4 WHT 4 WHT | 81 -:8:WHT
i I——- V] i — c—- 1 3 ——- 1 . I— —- v 5 m— - (Y BLU
5 WHT 15 1 WHT 51 WHT 51 WHT 5 WHT | 82 -:ZIWHT
491 BLU 39- BLY 411 BLU ne BLU 48 BLU  |115 BLY
5 — 1] 8] Al o — - — 1] or——¢— M | Br——g—
501 BLU i —- ) 01 BLY 0 BLU 49 BLU 116 BLY
U 7] il /6 — c— ] [ — c— ] (6 e a1 )5 — c— 1]
51 BLU 1 ——- 41 BLU 431 BLU 50 BLU  [417 BLU
18 1 WHT 8- WHT 8 WHT 8 WHT 181 WHT | 851 WHT
Br—% &y i —a—- 3 —c— ) 3 — c— 1) 5 m— e () E— — 1))
19 4 WHT 9 WHT 91 WHT 9 WHT 19 4 WHT | 86 -:2:WHT
53 BLU i I - ) 45 BLU 45 BLU 55 BLU 119 BLU
26 -—?—WHT 20 -—?—WHT 20 -—?—WHT 20 -—?—WHT 20 -—?—WHT 87 -:8:WHT
54 BLU 14 & BLU 16 BLU 16 BLU 53 BLU  |1201 BLU
21 1 WHT 214 WHT 21 1 WHT 214 WHT 21 1 WHT | g8 -:2:WHT
55 1 BLU 15 BLU 471 BLU 47 BLU 541 BLU  [1214 BLU
22 4 WHT 224 WHT 22 1 WHT 221 WHT 22 1 WHT | 89 WHT
73— — ] 7 — — ) 3 — — - E— —- 3 — . {  E— — 1))
23 4 WHT 23 1 WHT 23 1 WHT 23 4 WHT 23 1 WHT | 90 1 WHT
ol BLU o I G 1 % BLU i BLU 1 U — c—
2 WHT 481 WHT 4 1 WHT 2 1 WHT 24 WHT |97 4 WHT
S - ] i c— 1} G ] 7 G ] =3 — - VU BLU
25 - WHT 50 - WHT 5 WHT 25 - WHT 25 4 WHT | 921 WHT
&1 BLU 21 BLU 21 BLU 21 BLU ] N 7 e —
26 WHT 52 WHT 52 WHT 26 1 WHT 26 —?—WHT 93 .—?_WHT
o5 — — 1] o I — 1 o I— G IS — —- 1] e BLU oo BLU
1 — c— 1] 5 il Mr——g—— 7 7% m— c— ar——g—— i |9 Al
! BLU i I - 1 2 ] BLU %1 BLU 60 BLU 127.:2: LU
8 WHT 56 1 WHT 56 1 WHT 53 1 WHT 28 1 WHT |95 WHT
3 BLU F I G- 1 Ay BLU 2 BLU & BLU |23 ] BLU
9 WHT 58 WHT 58 WHT 54 WHT 29 1 WHT | 96 WHT
) — c— 1} 1 —— ) 3 I — 7 I —- 1 3 I — Y E— a—
0 WHT 60 - WHT 60 WHT 55 WHT 30 WHT |97 WHT
4 BLU 61 1 BLU 61 BLU 79 BLU 63 BLU 130 BLU
1 WHT 62 WHT 62 WHT 56 WHT 31 WHT |33 WHT
45— a— | ) E— — 7 — 1 — — 4 — V) — o— ]
o) WHT 64 WHT 64 WHT 57 WHT 32 WHT
z BLU i D GR—: ) el BLU 3 BLU i B —
33 WHT 66 - WHT 66 - WHT 58 - WHT 66 WHT
B I— —- 1 o — — 5 — a— ), G— ] 1 — e—
3 WHT 68 - WHT 68 WHT 59 4 WHT 6 WHT
Kok 1 — — ) i — ] - — | P —
67 Contacts % WHT 7 T -
71 By 3] B
69 Contacts 741 WHT 621 WHT 130 Contacts
L5 — e— 73— e— i
26 +————WHT 3 WHT
L 7 - BLU
54 1 WHT
o I G— 1
75 Contacts 3 i
Cf — c—
90 - BLU
16—
91 - BLU
68 - WHT
5 e—
69 - WHT
93 A BLU
7
94 - BLU
71 1 WHT
® W
72 1
¢ — e— i
73 4 WHT
[ — "\
Br—g——ur
98 BLU
75 WHT
99 A BLU
100 Contacts
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Micro-D MWDM Metal Shell 0
Uninsulated Wire Connector enazr
®

Micro-D Uninsulated Pigtails-These connectors feature
gold-plated TwistPin contacts and mil spec crimp termination
to gold-plated solid copper wire. Suitable for soldering or
splicing applications, the wire leads can be ordered either
gold-plated or solder-dipped.

New One-Piece Socket Contact-An“integral tail” socket
contact is now standard on all socket connectors ordered with
24 AWG or 25 AWG, up to one inch of wire. This phospher bronze
contact eliminates the crimp joint and offers greater rigidity.

How To Order Uninsulated Wire Micro-D Connectors

Sample Part Number MWDM 2 L- | 37 P- 5 C |4 250 M
Series MWDM Glenair Micro-D
Aluminum Shell Stainless Steel Shell
Shell Material 1-Cadmium 2 - Nickel 3 - Passivated
and Finish 4 - Black Anodize 5 - Gold
6 - Chem Film
L -LCP or PPS
Insulator Material LCP - 30% Glass-Filled Liquid Crystal Polymer
PPS - 40% Glass Filled Polyphenylene Sulfide
Contact Layout 9,15, 21, 25,31,37,51,51-2,67,69, 75,100, 130 (See Table II)
Contact Type P-Pin S-Socket
Wire Gage (AWG) 4 -#24(.020") 5-#25(.018") 6-#26(.016")
Wire Type C-Solid Copper
Wire Finish 3 - Solder-Dipped Sn 60/40 4 - Gold
Wire Length (Inches) .125,.250, .375,.500,.750, 1.000, 2.000 Wire Length In Inches. “.500" Specifies Half Inch.
L ETC TS B,P,M,M1,S,S1,L, K, F, R, H (SeeTable )

Table I:

b

Thru-Hole | Jackpost | HexHead | Hex Head | SlotHead | SlotHead | Hex Head | SlotHead Float Float Threaded
Jackscrew | Jackscrew, | Jackscrew | Jackscrew, | Jackscrew | Jackscrew Mount Mount Insert
Extended Extended Non- Non- ForFront | For Rear
Removable | Removable Panel Panel
Extended

Mounting | Mounting
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‘ Micro-D MWDM Metal Shell
e nazr Uninsulated Wire Connector
®

Table Il: Dimensions

A F
B | LENGTH +0.2/-0.0
c T I (+5.08/-0.0)
é é) ;) ooooooooooooooooooooooooo @3 T | | ¢ j
I V; Nl ! 093+ 005 J—:' ‘
(2.36 £ 0.13)
9-69 CONTACTS: .096/.088 (2.43/2.23) DIA.
75-130 CONTACTS: .151/.145 (3.81/3.68) DIA. | _
H
A Max. B C Max. D Max. E Max. F G Max. H Max. J Max.
Layout In mm n. mm. In mm In mm In mm In. mm. In mm In mm In mm
+.003 | £0.08 ’ ’ ’ : ’ * 1£.003 | +0.08
9P .785 19.9 565 144 | 333 8.5 .184 4.7 308 | 7.82 183 | 4.65 416 | 10.57 | .400 10.2 270 | 6.86
9S 785 | 19.9 | 565 | 144 | 400 | 10.2 | .250 | 6.35 | 308 | 7.82 | .195 | 495 | 429 | 10.90 | 400 | 10.2 | .270 | 6.86

15P 935 | 238 | 715 | 182 | 483 | 123 | .184 | 47 308 | 7.82 | 183 | 4.65 | 416 | 10.57 | 550 | 14.0 | .270 | 6.86
155 935 | 238 | .715 | 182 | 551 | 14.00 | .250 6.4 308 | 7.82 | 195 | 4.95 | 429 | 10.90 | .550 | 14.0 | .270 | 6.86
21P 1.085 | 276 | 865 | 220 | 633 | 16.0 | .184 | 47 308 | 782 | 183 | 465 | 416 | 1057 | .700 | 17.8 | .270 | 6.86
21S 1.085 | 276 | .865 | 22.0 | .701 17.8 | .250 6.4 308 | 7.82 | 195 | 4.95 | 429 | 10.90 | .700 | 17.8 | .270 | 6.86
25P 1.185 | 30.0 | 965 | 245 | 733 | 186 | .184 | 4.7 308 | 7.82 | 183 | 4.65 | 416 | 10.57 | .800 | 203 | .270 | 6.86
25S 1.185 | 30.0 | 965 | 245 | .801 | 20.4 | .250 6.4 308 | 782 | 195 | 495 | 429 | 1090 | .800 | 20.3 | .270 | 6.86
31P 1335| 339 | 1.115 | 283 | 883 | 224 | .184 | 47 308 | 782 | 183 | 465 | 416 | 1057 | 950 | 241 | 270 | 6.86
31S 1.335] 339 | 1.115] 283 | 951 | 242 | .250 6.4 308 | 7.82 | 195 | 4.95 | 429 | 10.90 | 950 | 24.1 | 270 | 6.86
37P 1485 | 377 | 1.265 | 32.1 | 1.033 | 26.2 | .184 | 4.7 308 | 7.82 | 183 | 4.65 | 416 | 10.57 | 1.100 | 279 | 270 | 6.86
37S 1485 | 37.7 | 1.265| 32.1 | 1.101 | 28.0 | .250 6.4 308 | 7.82 | 195 | 4.95 | .429 | 10.90 | 1.100 | 279 | 270 | 6.86
51P 1435 | 365 | 1.215| 309 | 983 | 28.0 | .228 5.8 351 | 892 | 183 | 465 | 416 | 1057 | 1.050 | 26.7 | 310 | 7.87
51S 1435 | 36,5 | 1.215] 309 | 1.051 | 27.0 | .296 7.5 351 | 892 | 195 | 4.95 | 429 | 10.90 | 1.050 | 26.7 | 310 | 7.87
51-2P | 1.835| 46,6 | 1.615| 41.0 | 1.384 | 35.0 | .184 | 47 308 | 7.82 | 183 | 4.65 | 416 | 10.57 | 1450 | 36.8 | .270 | 6.86
51-2S | 1.835| 466 | 1.615| 41.0 | 1450 | 36.8 | .250 6.4 308 | 7.82 | 195 | 4.95 | 429 | 10.90 | 1450 | 368 | .270 | 6.86
67P 2235 | 56.8 | 2015 | 51.2 | 1.784 | 453 | .184 | 47 310 | 787 | 183 | 465 | 416 | 1057 | 1.850 | 36.8 | .270 | 6.86
67S 2.235| 56.8 | 2015 | 51.2 | 1.850 | 46.99 | .250 6.4 310 | 7.87 | 195 | 4.95 | 429 | 10.90 | 1.850 | 36.8 | .270 | 6.86
69P 1.735 | 441 | 1.515 | 385 | 1.284 | 32.61 | .228 5.8 351 | 892 | 183 | 4.65 | 416 | 10.57 | 1.350 | 343 | 310 | 7.87
69S 1.735 | 441 | 1515 | 385 | 1.350 | 3429 | .296 7.5 351 | 892 | 195 | 4.95 | 429 | 10.90 | 1.350 | 343 | 310 | 7.87
75P 208 | 52.8 | 1.705 | 433 | 1384 | 35154 | .228 5.8 351 8.9 183 4.6 416 | 106 | 144 | 366 | 310 7.9
75S 208 | 52.8 | 1.705 | 433 | 145 | 36.83 | .296 7.5 351 8.9 195 5.0 429 | 109 | 144 | 366 | .310 7.9
100P | 2.170 | 55.1 | 1.800 | 45.7 | 1.383 | 35.13 | .270 6.9 394 | 1001 | 183 | 4.65 | 416 | 10.57 | 1442 | 36.6 | 360 | 9.14
100S 2170 | 55.1 | 1.800 | 45.7 | 1.451 | 36.86 | .333 8.5 394 | 1001 | 195 | 4.95 | 429 | 10.90 | 1442 | 36.6 | .360 | 9.14
130P 252 | 640 | 215 | 546 | 1.735| 441 | 270 | 6.86 | .394 | 10.01 | 0.183 | 465 | 416 | 10.57 | 1.780 | 45.21 | 360 | 9.14
130S 252 | 640 | 215 | 546 | 1.795 | 456 | .333 8.5 394 | 10.01 0195 | 495 | 429 | 1090 | 1.780 | 45.21 | 360 | 9.14

Performance Specifications Materials and Finishes

Current Rating 3 AMP Aluminum Alloy 6061 or Stainless Steel, 300 Series,
Connector Shell . - B )
DWV 600 VAC Sea level passivated. See Ordering Info for Plating Options
Insulation Resistance 5000 Megohms Minimum Liquid Crystal Polymer (LCP)
Contact Resistance 8 Milliohms Maximum Insulator Polyphenylene Sulfide (PPS)
Low Level Contact Resist. 32 Milliohms Maximum Interfacial Seal Fluorosilicone Rubber. Blue
Magnetic Permeability 2 4 Maximum Pin Contact Copper Alloy, _Gold over Nickel Plating
Operating Temperature il ol Socket Contact | Copper Alloy, Gold Over Nickel Plating
Shock, Vibration 50g. 20g. Hardware 300 Series Stainless Steel
Mating Force (10 Ounces) X (# of Contacts) Encapsulant Epoxy Resin Hysol EE4215
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Micro-D Metal Shell .
GMDR Insulated Wire
with Right Angle Exit lenazn

Micro-D Right Angle -These connectors feature a space
saving right angle exit on either the long or short row and
incorporate gold-plated TwistPin contacts and mil spec crimp
termination. Specify nickel-plated shells or cadmium plated
shells for best availability. 100% tested and backpotted, ready
for use.

How To Order GMDR Right Angle Exit Connector

Sample Part Number GMDR S |2 |L-|37|S 6 | K|7-|18 B
GMDR Glenair Micro-D Right Angle
. . S - Exit Towards Short Row L - Exit Towards Long Row
Wire Exit
(See Table 1)
Aluminum Shell Stainless Steel Shell
Shell Material 1-Cadmium 2 - Nickel 3 - Passivated
and Finish 4 - Black Anodize
5-Gold 6-Chem Film
L - LCP or PPS
Insulator Material LCP - 30% Glass-Filled Liquid Crystal Polymer
PPS - 40% Glass filled polyphenylene sulfide
Contact Layout 9,15, 21, 25,31,37,51,51-2,67,69, 75, 100, 130 (See Table IlI)
Contact Type P -Pin S-Socket
Wire Gage (AWG) 4-#24 6-#26 8-1#28 0-#30(J WireOnly)
Wire Type K-M222759/11 J-M22759/33 E - NEMA HP3-EB
Wire Color 1-White 2-Yellow 5 -Color Coded (Full Color) 7-10 Color Repeat
Wire Length Inches 18 =18 inches
Hardware B,P,M, M1,S,S1,L, K, F,R,H, G (See Table Il)

Table I: GMDR Wire Exit
GMDRL GMDRS

O 000000000000000 O [
oanoooooooooooo |
O 3000000000000000 _

000000000000000, ‘ PIN 1

PIN 1

Table Il: Mounting Hardware
B P M M1 S S1 L K F R H

< "
Thru-Hole Jackpost Hex Head Hex Head Slot Head Slot Head HexHead | SlotHead |Float Mount Float Threaded
Jackscrew | Jackscrew, | Jackscrew | Jackscrew, | Jackscrew | Jackscrew | For Front Mount Insert
Extended Extended Non- Non- Panel For Rear
Removable | Removable | Mounting Panel
Extended Mounting
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. Micro-D Metal Shell
l GMDR Insulated Wire
enazn with Right Angle Exit

Table Ill: Dimensions

| | 0000000000000000 O | PR N S
000000000000 000 _{
r Length

* r (GMDRS) _f L +0.21-0.0
250 max potting E 9-69 CONTACTS: .096/.088 (2.43/2.23) DIA. m_{ (+5.08-0.0)
size 51, 69, 75, _I‘_’I 75-130 CONTACTS: .151/.145 (3.81/3.68) DIA.
100 and 130
Shell Size A Max B +.003 C Max D Max E Max F+.003 G Max H Max J Max

in mm in mm in mm in mm in mm in mm in mm in mm in mm
9P 0.785 | 199 | 0.565 | 144 | 0.333 8.5 0.184 | 47 |0308| 78 |(0.183 | 46 | 0416 | 106 | 0.400| 10.2 | 0.270 | 6.9
9S 0.785| 199 | 0.565 | 144 | 0400 | 10.2 |0.250 | 64 | 0308 | 7.8 | 0.195 50 | 0429 | 109 | 0400 | 10.2 | 0.270 | 6.9
15P 0935 | 23.7 | 0.715| 182 [0483 | 123 | 0.184 | 47 |0308| 7.8 |0.183 | 46 |0416| 106 | 0550 | 140 | 0.270 | 6.9
15S 0935 | 23.7 | 0.715| 18.2 | 0.551 | 140 | 0250 | 64 |0308| 7.8 | 0.195 50 |0.429| 109 | 0550 | 14.0 | 0.270 | 6.9
21P 1.085 | 276 | 0.865 | 22.0 | 0633 | 16.1 |0.184| 47 |0308| 7.8 |0.183 | 46 |0416| 106 | 0.700 | 178 | 0.270 | 6.9
21S 1.085| 27.6 | 0.865| 22.0 | 0.701 | 17.8 | 0250 | 64 |0308| 7.8 |0.195| 50 |0.429| 109 |0.700| 17.8 | 0.270 | 6.9
25P 1.185 | 30.1 | 0965 | 24,5 | 0.733 | 186 |0.184 | 47 |0308| 7.8 |0.183 | 46 |0416| 10.6 | 0.800 | 20.3 | 0.270 | 6.9
25S 1.185 | 30.1 | 0965 | 24.5 | 0.801 | 203 |0.250| 64 |0.308| 7.8 | 0.195 50 |0.429| 109 | 0.800| 20.3 | 0.270 | 6.9
31P 1.335| 339 | 1.115| 283 | 0883 | 224 |0.184 | 47 |0308| 78 |0.183 | 46 |0416| 10.6 | 0950 | 24.1 | 0.270 | 6.9
31S 1.335| 339 | 1.115| 283 | 0951 | 242 |0.250| 64 |0308| 7.8 | 0.195 50 [0429| 109 | 0950 | 24.1 | 0.270 | 6.9
37P 1485 | 37.7 | 1.265 | 32.1 | 1.033 | 26.2 |0.184 | 47 |0308| 78 |0.183 | 46 |0416| 106 | 1.100 | 279 | 0.270 | 6.9
37S 1485 | 37.7 | 1.265 | 32.1 | 1.101 | 28.0 |0.250 | 64 | 0308 | 7.8 | 0.195 50 [0429| 109 | 1.100 | 279 | 0.270 | 6.9
51P 1435 | 364 | 1.215| 30.9 | 0983 | 25.0 | 0.228 | 5.8 | 0.351 89 [0.183 | 46 |0416 | 106 | 1.050 | 26.7 | 0.310 7.9
51S 1435 | 364 | 1.215| 309 | 1.051 | 26.7 | 0296 | 75 |0351| 89 |0.195| 50 |0429| 109 |1.050| 26.7 | 0310 | 7.9

51-2P 1.835| 46.6 | 1.615| 41.0 | 1384 | 352 | 0.184 | 47 |0308| 78 |0.183 | 46 |0416| 106 | 1.450 | 36.8 | 0.270 | 6.9
51-2S 1.835| 46.6 | 1.615| 41.0 | 1450 | 368 | 0250 | 64 |0308| 78 |0.195| 50 |0429]| 10.9 | 1450 | 36.8 | 0.270 | 6.9

67P 2235 | 56.8 | 2.015| 51.2 | 1.784 | 453 | 0.184| 47 |0308| 78 |0.183| 46 |0416 | 106 | 1.850 | 47.0 | 0270 | 6.9
67P 2235 | 56.8 | 2.015| 51.2 | 1.850 | 47.0 | 0250 | 64 |0308| 78 |0.195| 50 |[0429 | 109 |1.850 | 47.0 | 0270 | 6.9
69P 1735 | 441 | 1515| 385 | 1.284 | 326 | 0228 | 58 | 0351 89 |0.183| 46 0416 106 | 1.350| 343 | 0310 ] 79
695 1.735| 441 | 1515 385 | 1350 | 343 /029 | 75 |0351| 89 |0.195| 5.0 |0429| 109 | 1350 | 343 | 0310 7.9
75P 2.080 | 52.8 | 1.705| 433 | 1384 | 352 | 0228 | 58 |0351| 89 |0.183| 46 |0416 | 106 | 1440 | 366 | 0310 7.9
75S 2.080 | 52.8 | 1.705| 433 | 1450 368 |0296| 7.5 |0351] 89 |0.195| 50 [0429 | 109 | 1440 366 | 0310| 79

100P 2170 | 55.1 | 1.800 | 45.7 | 1383 | 351 | 0270 | 6.9 | 0394 | 100 |0.183 | 46 |0416 | 106 | 1442 | 366 | 0360 | 9.1
100S 2170 | 55.1 | 1.800 | 457 | 1451 | 369 | 0333 | 85 0394 100 |0.195| 50 0429 | 109 | 1442 | 366 | 0360 | 9.1
130P 2520 | 64.0 | 2150 | 546 | 1.735| 441 | 0270 | 6.9 | 0394 | 100 |0.183 | 46 |0416 | 106 | 1.780 | 452 | 0360 | 9.1
130S 2520 | 64.0 | 2.150| 546 | 1.795| 456 | 0333 | 85 | 0394 ] 100 |0.195]| 50 |0429| 109 [1.780 | 452 | 0360 | 9.1

Performance Specifications Materials and Finishes

Current Rating 3 AMP Connector Shell AIurr'unum Alloy 6061 or Stainless Ste.el, 300 ?erles,
DWV 600 VAC Sea level passivated. See Ordering Info for Plating Options
Insulation Resistance 5000 Megohms Minimum Insulator Liquid Crystal Polymer (LCP)
Contact Resistance 8 Milliohms Maximum Interfacial Seal Fluorosilicone Rubber, Blue
Low Level Contact Resist. 32 Milliohms Maximum Pin Contact Copper Alloy, Gold over Nickel Plating
Magnetic Permeability 2 p Maximum Socket Contact | Copper Alloy, Gold Over Nickel Plating
Operating Temperature -55°C.to +150° C. Hardware 300 Series Stainless Steel
Shock, Vibration 50 g., 20g. Encapsulant Epoxy Resin Hysol EE4215
Mating Force (10 Ounces) X (# of Contacts)
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Micro-D Metal Shell .
GMDE Environmentally Sealed
Rear Panel Mount With O-Ring e nazn
RMI Style
Blind tapped mounting holes

Choose the Style That Meets Your Needs- RMI version

with stainless steel inserts features blind tapped mounting holes, allowing secure
accomodate either #4-40 or M3 installation on panels. CMI version saves space by using rear
mounting screws. Connectors panel jackposts to attach the connector.

are supplied with jackposts
installed. Socket connectors

feature integral jackposts. Mates to Standard M83513 Connectors— GMDE connectors

meet the requirements of MIL-DTL-83513 and feature TwistPin

CMi Style contacts for best performance.

Space-saving design uses

rear panel mount jackposts to Meets MIL-STD-810 Immersion— The nitrile O-ringand a
attach connectorstothe panel.  gpacial epoxy wire sealing process allow GMDE connectors to

meet immersion requirements.

Protect Your Equipment
with Ruggedized Micro-D Connectors

Tactical communications boxes must be sealed to prevent water ingress. Standard M83513 type Micro connectors can
be difficult to seal to a bulkhead. The flange is too narrow for a gasket, and sealing with RTV can be time-consuming and
messy. The Glenair GMDE connector with O-rings provide a better way to seal the connector.

How To Order GMDE Connectors

Sample Part Number GMDE 2 |25 |S- | RMI | 4 K 7- | 18 | SM
Series GMDE Glenair Micro-D Environmental
Aluminum Shell Stainless Steel Shell
Shell Material 1-Cadmium 2 - Nickel 3 - Passivated
and Finish 4 - Black Anodize
5-Gold 6-Chem Film
Contact Layout 9,15, 21, 25,31,37,51,51-2,67, 100 (See Table )
Contact Type P-Pin S-Socket
Flange Style RMI - Blind Tapped Mounting CMI - Space Saving Rear Panel Mount with Jackposts
Wire Gage (AWG) 4-#24 6-#26 8-#28 0-#30(Jtype only)
K-M22759/11 J-M22759/33 E - NEMA HP3-EB
Wire Type 600 VRMS fluoropolymer (TFE) 600 VRMS Modified Cross- 600 VRMS Type E M16878/4
Linked Tefzel® (ETFE) (TFE)
1-White 2 - Yellow

5 - Color Coded, Stripes Per MIL-STD-681
(Up to 51 colors)

7 —Ten Color Repeating

Wire Color

Wire Length Inches 18 - Wire Length In Inches. “18" Specifies 18 Inches.
RMI Style Only CMI Style Only
Hardvrare SM - Furnished with Jackposts and M3 Mounting Holes Jackposts for Rear Panel Mount
SU - Furnished with Jackposts and #4-40 Mounting Holes T-.094(24) V-.062 (1.6)
W-.047(1.2) X-.031(0.8) Y -.023(0.65)
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Micro-D Metal Shell

GMDE Environmentally Sealed
Rear Panel Mount With O-Ring
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Table I: RMI Dimensions

A |
B
S S—
T ‘ : ; M3 FEMALE THREADS OR FJ
- ! #4-40 UNC THREADS 2 PLCS WIRE LENGTH
e ollflc @@p§%%?§%%0§, 2 |1 41,0100 (+25410.0)
{ : INTEGRAL JACKPOST (SOCKET) T
‘ 9-67 CONTACTS #2-56 UNC-28
) F s ‘ 100 CONTACTS #4-40 UNC-2B
¢
094 %002 T T
(2:39.£0.05) |U U| I 526 (13.36) MAX
JAT" e ML A ﬁ?ﬁm Socket RMI Style Connector
| | 100 CONTACTS
|
A |
B
———
M3 FEMALE THREADS OR
‘ D #4-40 UNC THREADS 2 PL CS
E T & (Cewssssssssss ea e
l‘J
}‘* F 4% ;f\egKggr\?TTACTs #2-56 UNC-28 . 410100 (+35.4/-00)
100 CONTACTS #4-40 UNC-2B
094 £ 002 S i
wosoon 1, [l IR
T i, 584 (14.83) MAX
100 CONTACTS Pin RMI Style Connector
H
A Max. C D Max. E Max. F Max. G H Max. J Max.
Layout In mm In. mm. In. mm. In mm In mm. In. mm. In. mm. In. mm. In. mm
+.003 | £0.08 | +.003 | £ 0.08 +.003 | £0.08
9P 1.488 | 37.79 | 1.011 | 25.69 | .565 | 1435 | .184 | 467 | 675 | 1713 | 333 | 846 | .183 | 465 | 1.193 | 30.29 | .358 | 9.10
9S 1.488 | 37.79 | 1.011 | 25.69 | .565 | 1435 | .250 | 635 | 675 | 17.13 | .728 | 1848 | .195 | 495 | 1.193 | 30.29 | .358 | 9.10
15P 1.638 | 41.60 | 1.161 | 29.50 | .715 | 18.16 | .184 | 467 | 675 | 17.13 | 483 | 1227 | .183 | 465 | 1.343 | 3410 | .358 | 9.10
15S 1.638 | 41.60 | 1.161 | 29.50 | .715 | 18.16 | .250 | 6.35 675 | 17.13 | 878 | 2229 | .195 | 495 | 1.343 | 3410 | .358 | 9.10
21P 1.788 | 45.41 | 1.311 | 33.31 | .865 | 2197 | .184 | 467 | 675 | 1713 | 633 | 16.08 | .183 | 465 | 1.532 | 3891 | .358 | 9.10
21S 1.788 | 45.41 | 1.311 | 33.31 | .865 | 21.97 | .250 | 6.35 675 | 17.13 | 1.028 | 26.10 | .195 | 495 | 1.532 | 3891 | .358 | 9.10
25P 1.888 | 47.95 | 1.411 | 35.85 | .965 | 2451 | .184 | 467 | 675 | 17.13 | 733 | 1862 | .183 | 465 | 1.593 | 4045 | 358 | 9.10
25S 1.888 | 47.95 | 1.411 | 3585 | .965 | 2451 | .250 | 635 | 675 | 17.13 | 1.128 | 28.64 | .195 | 495 | 1.593 | 4045 | 358 | 9.10
31P 2.038 | 51.76 | 1.561 | 39.66 | 1.115 | 2832 | .184 | 467 | .675 | 17.13 | 883 | 2243 | .183 | 4.65 | 1.743 | 4426 | .358 | 9.10
31S 2.038 | 51.76 | 1.561 | 39.66 | 1.115 | 28.32 | .250 | 6.35 675 | 1713 | 1.278 | 3245 | .195 | 495 | 1.743 | 4426 | .358 | 9.10
37P 2.188 | 55.57 | 1.711 | 4347 | 1.265 | 32.13 | .184 | 467 | 675 | 17.13 | 1.033 | 26.24 | .183 | 4.65 | 1.893 | 48.07 | .358 | 9.10
37s 2.188 | 55.57 | 1.711 | 43.47 | 1.265 | 32.13 | .250 | 6.35 675 | 17.13 | 1.428 | 36.26 | .195 | 495 | 1.893 | 48.07 | .358 | 9.10
51P 2.138 | 54.30 | 1.661 | 42.40 | 1.215 | 30.86 | .224 | 5.69 | .714 | 18.13 | 983 | 2497 | .183 | 465 | 1.843 | 46.80 | .358 | 9.10
51S 2.138 | 54.30 | 1.661 | 42.40 | 1.215 | 30.86 | .293 | 744 | .714 |18.13 | 1.378 | 3499 | .195 | 495 | 1.843 | 46.80 | .358 | 9.10
51-2P | 2.538 | 64.46 | 2.061 | 52.36 | 1.615 | 41.02 | .184 | 467 | .675 | 17.13 | 1.384 | 35.15 | .183 | 4.65 | 2.243 | 56.96 | .358 | 9.10
51-2S 2.538 | 64.46 | 2.061 | 52.36 | 1.615 | 41.02 | .250 | 6.35 675 | 17.13 | 1.778 | 45.15 | .195 | 495 | 2.243 | 56.96 | .358 | 9.10
67P 2938 | 74.62 | 2461 | 62.52 | 2.015 | 51.18 | .184 | 5.69 | 675 | 17.13 | 1.783 | 4528 | .183 | 4.65 |2.643 | 67.12 | .358 | 9.10
67S 2.938 | 7462 | 2461 | 62.52 | 2.015 | 51.18 | .250 | 7.44 | 675 |17.13 | 2.178 | 5531 | .195 | 495 | 2.643 | 67.12 | .358 | 9.10
100P 2.820 | 71.62 | 2.312 | 58.72 | 1.800 | 45.72 | .270 | 6.86 | .875 |22.13 | 1.383 | 35.13 | .183 | 4.65 |2.493 | 63.32 | .555 | 14.10
100S 2.820 | 71.62 | 2.312 | 58.72 | 1.800 | 45.72 | 333 | 846 | .875 |22.13 | 2.002 | 50.85 | .195 | 495 |2.493 | 63.32 | .555 | 14.10
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Micro-D Metal Shell

GMDE Environmentally Sealed
Rear Panel Mount With O-Ring
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Table II: CMI Dimensions

E D (( @‘@0000000000000000000009 ———
WIRE LENGTH

[ +1.0/-0.0 (+25.4/-0.0)

REAR PANEL JACKPOST
9-67 CONTACTS #2-56 UNC-2B
100 CONTACTS #4-40 UNC-2B
F
T H
v
o [T ]
H
A Max. B C Max. D Max. E Max. F Max. G Max. H Max. J Max.
Layout In. mm. In. mm. In. mm. In. mm. In. mm. In. mm. In. mm In. mm. In. mm.
+.003 | +£0.08 +.003 | £0.08
9P 1.025 | 26.03 | .565 | 1435 | 333 | 846 | .184 | 467 | 675 | 17.13 | .183 | 465 | .510 | 1295 | .835 | 21.21 | .358 | 9.10
9s 1.025 | 26.03 | .565 | 14.35 | 400 | 10.16 | .250 | 6.35 | .675 | 17.13 | .195 | 495 | .526 | 13.36 | .835 | 21.21 | .358 | 9.10
15P 1.135 | 2883 | .715 | 18.16 | .483 | 12.27 | .184 | 467 | 675 | 17.13 | .183 | 465 | .510 | 1295 | 950 | 24.13 | .358 | 9.10
158 1.135 | 2883 | .715 | 18.16 | .551 | 14.00 | .250 | 6.35 | .675 | 17.13 | .195 | 495 | .526 | 1336 | .950 | 24.13 | .358 | 9.10
21P 1.325 | 3363 | .865 | 21.97 | .633 | 16.08 | .184 | 467 | 675 | 17.13 | .183 | 465 | .510 | 12.95 | 1.090 | 27.63 | .358 | 9.10
21S 1.325 | 3363 | .865 | 21.97 | .701 | 17.81 | 250 | 635 | 675 | 17.13 | .195 | 495 | .526 | 13.36 | 1.090 | 27.63 | .358 | 9.10
25P 1430 | 36.33 | 965 | 24.51 | .733 | 1862 | .184 | 467 | 675 | 17.13 | .183 | 465 | .510 | 1295 | 1.190 | 30.13 | .358 | 9.10
25S 1.430 | 36.33 | .965 | 24.51 | .801 | 2035 | 250 | 6.35 | .675 | 17.13 | .195 | 495 | .526 | 13.36 | 1.190 | 30.13 | .358 | 9.10
31P 1.580 | 40.09 | 1.115 | 28.32 | .883 | 2243 | .184 | 467 | 675 | 1713 | .183 | 465 | .510 | 12.95 | 1.345 | 3413 | 358 | 9.10
31S 1.580 | 40.09 | 1.115 | 2832 | 951 | 24.16 | .250 | 6.35 | .675 | 17.13 | .195 | 495 | 526 | 1336 | 1.345 | 3413 | .358 | 9.10
37P 1.725 | 43.83 | 1.265 | 32.13 | 1.033 | 26.24 | .184 | 467 | 675 | 17.13 | .183 | 465 | .510 | 12.95 | 1.505 | 38.13 | .358 | 9.10
37S 1.725 | 43.83 | 1.265 | 32.13 | 1.101 | 27.96 | .250 | 6.35 | .675 | 17.13 | .195 | 495 | .526 | 13.36 | 1.505 | 38.13 | .358 | 9.10
51P 1.675 | 42.53 | 1.215 | 30.86 | .983 | 2497 | 224 | 569 | .714 | 18.14 | .183 | 465 | 510 | 12.95 | 1.445 | 36.63 | .358 | 9.10
518 1.675 | 42.53 | 1.215 | 30.86 | 1.051 | 26.70 | 293 | 744 | 714 | 18.14 | .195 | 495 | .526 | 13.36 | 1.445 | 36.63 | .358 | 9.10
51-2P | 2.075 | 52.63 | 1.615 | 41.02 | 1.384 | 35.15 | .184 | 467 | 675 |17.13 | .183 | 465 | 510 | 12.95 | 1.835 | 46.63 | .358 | 9.10
51-2S | 2.075 | 5263 | 1.615 | 41.02 | 1.450 | 36.83 | .250 | 6.35 | .675 | 17.13 | .195 | 495 | 526 | 13.36 | 1.835 | 46.63 | .358 | 9.10
67P 2465 | 62.63 | 2015 | 51.18 | 1.284 | 32.61 | .184 | 569 | 675 | 17.13 | .183 | 4.65 | .510 | 12.95 | 2.250 | 57.13 | .358 | 9.10
67S 2.465 | 62.63 | 2015 | 51.18 | 1.350 | 3429 | .250 | 7.44 | 675 |17.13 | .195 | 4.95 | 526 | 13.36 | 2.250 | 57.13 | .358 | 9.10
100P | 2.600 | 63.50 | 1.800 | 45.72 | 1.383 | 35.13 | .270 | 6.86 | .875 |22.13 | .183 | 465 | .585 | 14.83 | 2.135 | 54.13 | .555 | 14.10
100S | 2.600 | 63.50 | 1.800 | 45.72 | 1.451 | 36.86 | .333 | 8.46 | .875 | 2213 | .195 | 495 | 600 | 1524 | 2.135 | 54.13 | .555 | 14.10
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\ Micro-D Metal Shell
GMDE Environmentally Sealed
enazn Panel Mount With O-Ring

Table lll: GMDE Panel Cutout Dimensions

RMI Version
A |
B \
! 0.4x45°
S ==sssssssl \ Chamf Z__ Connector Enters
C O.’( ,,,,,,,,,,, e ) \ From This Side
\ | 1
‘ 4 A— EEEES S s -
Full Radius ‘
@ .134 £ .004 (3.40 £ 0.10) 2 Plcs
Section Thru Cut Out
QOOOOOOOOOOOQ}
000000000000
CMI Version
D
‘ E
———
,,,,,,,,, ﬂ‘,,,,,,,,,,( > G
‘ Jf !
.062 (1.57) RADIUS -
4 PLACES
A B C D E F G
Layout In. mm. In. mm. In. mm. In. mm. In. mm. In. mm. In. mm.
+.003 +0.08 +.005 +0.13 |+.005/-0|+0.13/-0| *.005 +0.13 +.005 +0.13 +.002 +0.05 +.005 +0.13
9 1.011 25.69 731 18.56 252 6.40 565 14.35 406 10.31 126 3.20 256 6.50
15 1.161 29.50 .881 22.37 252 6.40 715 18.16 556 14.12 126 3.20 .256 6.50
21 1.311 33.31 1.031 26.18 252 6.40 .865 21.97 .706 17.93 126 3.20 256 6.50
25 1411 35.85 1.131 28.72 252 6.40 965 24.51 .806 20.47 126 3.20 256 6.50
31 1.561 39.66 1.281 32.53 252 6.40 1.115 28.32 956 24.28 126 3.20 256 6.50
37 1.711 43.47 1.431 36.34 252 6.40 1.265 32.13 1.106 28.09 126 3.20 256 6.50
51 1.661 42.20 1.381 35.07 295 7.50 1.215 30.86 1.056 26.82 126 3.20 .300 7.62
51-2 2.061 52.36 1.781 45.23 252 6.40 1.615 41.02 1.456 36.98 126 3.20 256 6.50
67 2.461 62.52 2.181 55.39 252 6.40 2.015 51.18 2.606 66.19 126 3.20 256 6.50
100 2312 58.72 2.005 50.93 333 8.47 1.800 45.72 1.520 38.61 .148 3.76 406 10.31
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Micro-D GSWM .
SpaceWire Cable Assembly l
in Back-to-Back or Single Ended Wire Configurations ena 27:9

Single-Ended or Double-Ended-These easy-to-order cable
assemblies eliminate the need for expensive assembly labor. 100%
tested and ready for use.

High Performance Insulation-Expanded polytetrafluoroethylene
(EPTFE) allows for the support of LVDS technology to significantly
reduce data loss while allowing for the implementation of

standard hardware protocols, thus eliminating the need for design
customizations while reducing costs.

Cost Saving, Easy Integration and High-Performance for
Flight and Lab Grade Data Transmission.

The success of any space mission begins with reliable data transmission and Glenair SpaceWire cables, built to meet
the strict standards set forth by ECSS-E-ST-50-12C, make this a reality. Our SpaceWire cables offer bidirectional, high
speed data transmission rates up to 400 Mbits/s while significantly reducing cross talk, skew, and signal attenuation. By
incorporating a serial, point-to-point cable, with low voltage differential signaling (LVDS) reduced costs are realized
through an easily integrated data transmission cable. These features allow SpaceWire cables to be incorporated across
various satellite programs without the expense of costly design customization.

How To Order SpaceWire Cable Assembly

Sample Part Number GSWM 2 | L|-9 GP|-6 F | B |-16 S

Product Series GSWM Glenair SpaceWire Micro-D ‘

Shell Plating 2 - Electroless Nickel 5 - Gold

Insulator Material L-LCP

Shell Size 9

P - Single Ended Pin (Plug)
GP - Pin (Plug) Connector Both Ends

Connector Type

Wire Gauge 6-26 AWG 8-28AWG 0-30AWG (30 AWG-Lab Only)

Cable Type F - Flight Grade L -Lab Grade

Termination Option B - Backshell

Cable Length In Inches 16 - 16 inches (12 inches minimum)

Hardware S - Male Slotted Jackscrew P - Female Jackpost

© 2013 Glenair, Inc. High Performance Micro-D Connectors and Cables U.S. CAGE Code 06324 Printed in U.S.A.
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5 Micro-D GSWM
z r SpaceWire Cable Assembly
2 ® in Back-to-Back or Single Ended Wire Configurations

Back To Back Wiring Single Ended Wiring
Diagram (GP) Diagram (P)
P1 P2 P1
/N N 1 W
1 'I><Ii Nt 9 :I><:I
6 IOk LOH 6 o
| N R
I ! Ll
2 on LEw— 8 2 o
i b (|
7 l'\k.//': A ,': 4 7 :yu
'L b It
| | | | |
8 | | [Fa 2 8 :f
/0 AV \/IT
+ LI D
N7 N2 | !
l | by Al
e P ]
| A~ [V
N ! "
S EAL WAL 6 5 LIAL
& 4 ~
+3.00"
L0.00"

Glenair Backshell

Jackscrew Hardware

Notes: Materials/finish:

1. Flight grade (cable Type F) assemblies to be screened IAW + Shells/backshells - aluminum alloy/electroless nickel.
NASA EEE-INST-002, Table 2. Level 1 with 100% thermal « Insulators - high grade rigid dielectric/N.A.
vacuum outgassing (24 hours/+125°C/10° torr). Reference + Contacts - copper alloy, gold plated.
Glenair Mod Code 429C. - Hardware - stainless steel/passivated.

2. Operating temperature - 200°C to +180°C.
Reference Glenair Mod Code 428.

3. Electrical performance:
Dielectric withstanding voltage: 600 VAC.
Insulation resistance: 5000 megohms @500 VDC.

4. Assembly to be identified with Glenair’s name, Part Number,
Cage Code and Date Code or ESCC Component Part Marking
Standards.
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Micro-D GMLM

MasterLatch® Pre-Wired Latching Micro-D Connector

with Insulated Wire

Sample Part Number

E lenair:

MasterLatch® Micro-D (GMLM) Quick-release locking
Micro-D connector pairs are equipped with a precision
latching and locking mechanism. The single thumb latch
on the plug side actuates a pair of locking latches that
mate quickly and reliably to GMLM receptacles. These
TwistPin equipped, low-insertion-force connectors
meet all the standard performance requirements of
MIL-DTL-8513 including vibration, shock, and mating
durability. Choose from 6 different insert arrangements
from 9 to 37 contacts. The unique ergonomic latching
mechanism can be easily activated with a thumb and
forefinger grip even when wearing gloves, or when
difficult access to connector pairs makes the use of
jacking hardware and tools impossible.

How To Order GMLM MasterLatch®

GMLM 2 | L|-25 P|-6 K| 7 |-18

Product Series GMLM Glenair MasterLatch® Micro-D

Shell Plating

1-Cadmium 2 - Nickel 4-Black Anodize 5-Gold 6-Chem Film

Insulator Material L-LCP or PPS

Contact Layout 9,15, 21, 25, 31,37

P - Pin (Plug)

C tor T
onnectortype S - Socket (Receptacle)

Wire Gauge

4-24AWG 6-26 AWG 8-28 AWG 0 -30 AWG (J Wire Only)

Wire Type

K - M22759/11 60 Vrms Fluoropolymer J - M22759/33 600 Vrms Modified Cross-Linked Tefzel (ETFE)

Wire Color Code

1-White 2-Yellow 5 -ColorCoded 7 -Ten Color Repeating

Cable Length In Inches 18- 18 inches

Materials and Finishes

Aluminum Alloy 6061 or Stainless Steel, 300 Series,

Gommeaier Sl passivated. See Ordering Info for Plating Options

Liquid Crystal Polymer (LCP) or Polyphenylene
Sulffide (PPS)

Fluorosilicone Rubber, Blue

Insulator

Interfacial Seal

Pin Contact Beryllium Copper Gold over Nickel Plating

Socket Contact Copper Alloy Gold Over Nickel Plating
300 Series Stainless Steel

Epoxy Resin Hysol EE4215

Hardware

Encapsulant

© 2013 Glenair, Inc.

High Performance Micro-D Connectors and Cables

Performance Specifications

Current Rating 3 AMP
DWV 600 VAC Sea level
Insulation Resistance

5000 Megohms Minimum

Contact Resistance 8 Milliohms Maximum

Low Level Contact Resist. 32 Milliohms Maximum

Magnetic Permeability 2 g Maximum
-55°C.to +150° C.
50g., 20g.

(10 Ounces) X (# of Contacts)

Operating Temperature
Shock, Vibration
Mating Force
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Micro-D GMLM

MasterLatch® Pre-Wired Latching Micro-D Connector
with Insulated Wire
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GMLM MasterLatch Dimensions

Plug Receptacle
WIRE LENGTH WIRE LENGTH
N 1.0-00
¢ = +1.0/-0.0 =~ "I +1.0/-0.0
o] o F o

I A
‘ 8
|
N ! 7 N
u C 0000000000000000000 C
H XOOOOOOOOOOOOOOOOOOJ l
J l J
E

_____________ F
F
Layout A Max B Max C D Max E Max F Max G

In mm In mm In mm In mm In mm In mm In mm

9P 0.785 | 19.94 | 0333 8.46 0.320 8.13 0.610 | 1549 | 0.290 7.37 0.400 | 10.16 | 0.183 4.65
9S 0.785 | 19.94 | 0342 8.69 0.320 8.13 0429 | 1090 | 0.295 7.49 0.400 | 10.16 N/A N/A
15P 0.935 | 23.75 | 0483 | 1227 | 0.320 8.13 0.610 | 1549 | 0.290 7.37 0.550 | 13.97 | 0.183 4.65
15S 0.935 | 23.75 | 0492 | 1250 | 0.320 8.13 0429 | 1090 | 0.295 7.49 0.550 | 13.97 N/A N/A
21P 1.085 | 27.56 | 0.633 | 16.08 | 0.320 8.13 0.610 | 1549 | 0.290 7.37 0.700 | 17.78 | 0.183 4.65
218 1.085 | 27.56 | 0.642 | 1631 | 0320 8.13 0429 | 1090 | 0.295 7.49 0.700 | 17.78 N/A N/A
25P 1.185 | 30.10 | 0.733 | 1862 | 0320 8.13 0.610 | 1549 | 0.290 7.37 0.800 | 2032 | 0.183 4.65
255 1.185 | 30.10 | 0.742 | 1885 | 0320 8.13 0429 | 1090 | 0.295 7.49 0.800 | 20.32 N/A N/A
31P 1335 | 3391 0.883 | 2243 | 0320 8.13 0.610 | 1549 | 0.290 7.37 0.950 | 24.13 | 0.183 4.65
31S 1335 | 3391 0.892 | 2266 | 0320 8.13 0429 | 10.90 | 0.295 7.49 0.950 | 24.3 N/A N/A
37P 1485 | 3772 | 1.033 | 2624 | 0320 8.13 0.610 | 1549 | 0.290 7.37 1.100 | 27.94 | 0.183 4.65
375 1485 | 37.72 | 1.042 | 2647 | 0320 8.13 0429 | 10.90 | 0.295 7.49 1.100 | 27.94 N/A N/A

© 2013 Glenair, Inc. High Performance Micro-D Connectors and Cables U.S. CAGE Code 06324 Printed in U.S.A.

GLENAIR, INC. - 1211 AIR WAY « GLENDALE, CA 91201-2497 - 818-247-6000 - FAX 818-500-9912

www.glenair.com B-30 E-Mail: sales@glenair.com



Section C

o
S
-4
=

o

B
=
=

Micro-D Metal Shell r

Printed Circuit Board Connectors ®

Product Selection Guide

GRPM Condensed Board, Rear Panel Mount Connector
GRPM CBS, Condensed Board Straight, .100" x .075" Pitch. ...t Page C-2
GRPM CBR, Condensed Board Right Angle, .100" x .100" Pitch...................... ... Page C-4

MWDM Thru-Hole
MWDM BS, Vertical, .100" X . 100" Pitch .. ..ottt Page C-6
MWDM BR, Right Angle, .100" X .1T00" Pitch. . ......coii e Page C-10

MWDM Condensed Board, Thru-Hole

MWDM CBS, Condensed Board Straight, .100" X .075" Pitch ......................... Page C-14
MWDM CBR, Condensed Board Right Angle, .100" X .100" Pitch...................... Page C-22
MWDM Surface Mount

MWDM Right Angle, .025" Between PCBTerminals ...........c.coviiiiiiiinnnen.. Page C-28

GMR75 Condensed Board, Thru-Hole

GMR7580 Vertical, .075" X .075"Pitch ... e Page C-32
GMR7590 Right Angle, .075" X .075" Pitch..... oot Page C-36
GMR75C Compact Flange

GMR 7580 Vertical, .075" X 075" PitCh. .. oo ottt e e Page C-40
GMR 7590 Right Angle, .075" X.075"Pitch .....oiir e Page C-44
GMLM MasterLatch®

GMLMR CBS Condensed Board Straight, Vertical, .100” X .075"Pitch.................. Page C-48
GMLMR CBR Condensed Board Right Angle, .100" X .100" Pitch ...................... Page C-50
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Micro-D GRPM-CBS

Condensed Vertical Rear Panel Mount
Wide Flange Printed Circuit Board Connectors

Save Space On Your Circuit Board - These Micro-D connectors
feature .075 inch row spacing. The board footprint is reduced to
match the size of the connector body.

Solder-Dipped - Terminals are coated with Sn60/Pb40 tin-lead
solder for best solderability. Optional gold-plated terminals are
available for RoHS compliance.

High Performance — These connectors meet the demanding
requirements of MIL-DTL-83513.

How To Order GRPM Condensed Vertical Connector
Sample Part Number GRPM 2 |[L-| 15| P |[CBS|R3| T | N -110| 513

Series GRPM Glenair Rear Panel Mount

Aluminum Shell Stainless Steel Shell
Shell Material 1-Cadmium 2 - Nickel 3 - Passivated

and Finish 4 - Black Anodize

5-Gold 6-Chem Film

L - LCP or PPS
Insulator Material LCP - 30% Glass-Filled Liquid Crystal Polymer
PPS - 40% Glass Filled Polyphenylene Sulfide

Contact Layout 9,15, 21, 25,31,37,51-2,51,69, 75, 100, 130 (See Table )

Contact Type P-Pin S-Socket

Termination Type CBS - Condensed Board Straight

Rear Panel Mount B - No hardware R1-.032 panel R2 -.047 panel
Hardware Option R3-.062 panel R4 -.093 panel R5 -.125 panel R6 -.080 panel

T - Threaded Insert in Board Mount Hole ~ Omit for none

ULGE S G (T i 9-69 Contacts - 2-56 75-130 Contacts - 4-40

0O-Ring C - Conductive N - Non-Conductive (Nitrile)
Lead Length .080,.110, .125,.140,.150,.172,.190, .250
Gold-Plated These connectors are solder-dipped in 60/40 tin-lead solder.
Terminal Mod Code To delete the solder dip and change to gold-plated terminals, add code 513
Materials and Finishes Performance Specifications
Connector Aluminum Alloy 6061 or Stainless Steel, 300 Series, Current Rating 3 AMP
Shell passivated. See Ordering Info for Plating Options DWV 600 VAC Sea level
L Insulation Resistance 5000 Megohms Minimum
Insulator Liquid Crystal Polymer (LCP) or Polyphenylene Sulffide (PPS) - — -
Contact Resistance 8 Milliohms Maximum
Interfacial Seal Fluorosilicone Rubber, Blue Low Level Contact Resistance 32 Milliohms Maximum
Pin Contact Beryllium Copper Gold over Nickel Plating Magnetic Permeability 2 g Maximum
Socket Contact Copper Alloy Gold Over Nickel Plating Operating Temperature -55°C.to +150° C.
Hardware 300 Series Stainless Steel Shock, Vibration 50 g., 20g.
Encapsulant Epoxy Resin Hysol EE4215 Mating Force (10 Ounces) X (# of Contacts)
Notes:
1. Performance data per MIL-DTL-83513 3. PCB layout per Glenair MWDMCBS catalog data. See Section C
2. Interface dimensions per MIL-DTL-83513
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Micro-D GRPM-CBS .
Condensed Vertical Rear Panel Mount
Wide Flange Printed Circuit Board Connectors le naz&

Table I: Dimensions

H
B 24 AWG (2.020)
— / SOLDER DIPPED LEADS
’ 4 ©o 0o o 0o o o —]
© 0 0 o o o o  —
J O 0 0o 0o o o o O D  —
‘ N O o o o o o ==
.025
OO — % oo — : o
__f B
1 E MAX
G 093 D
| \
F | C MAX |
A B C Max D E Max F £.003 G Max H Max J Max
et n. mm n mm. in mm n mm in mm n mm in mm in mm in mm
+.005| £.13 | +£.003 | +.08 ’ " +£.005| +.13 ’ " | +£.003| +.08

9P | 0.960 | 24.38 | 0.565 | 1435 | 0.334 | 848 | 0.480 | 12.19 | 0.184 | 4.67 | 0.183 | 4.65 | 0.555 | 14.10 | 0.785 | 19.94 | 0.310 | 7.87
9S | 0.960 | 24.38 | 0.565 | 14.35 | 0.400 | 10.16 | 0.480 | 12.19 | 0.250 | 6.35 | 0.195 | 495 | 0.555 | 14.10 | 0.785 | 19.94 | 0.310 | 7.87
15P | 1.110 | 28.19 | 0.715 | 18.16 | 0.484 | 12.29 | 0.480 | 12.19 | 0.184 | 4.67 | 0.183 | 4.65 | 0.555 | 14.10 | 0.935 | 23.75 | 0.310 | 7.87
155 | 1.110 | 28.19 | 0.715 | 18.16 | 0.550 | 13.97 | 0.480 | 12.19 | 0.250 | 6.35 | 0.195 | 4.95 | 0.555 | 14.10 | 0.935 | 23.75 | 0.310 | 7.87
21P | 1.260 | 32.00 | 0.865 | 21.97 | 0.634 | 16.10 | 0.480 | 12.19 | 0.184 | 4.67 | 0.183 | 4.65 | 0.555 | 14.10 | 1.085 | 27.56 | 0.310 | 7.87
21S | 1.260 | 32.00 | 0.865 | 21.97 | 0.700 | 17.78 | 0.480 | 12.19 | 0.250 | 6.35 | 0.195 | 495 | 0.555 | 14.10 | 1.085 | 27.56 | 0.310 | 7.87
25P | 1.360 | 34.54 | 0.965 | 24.51 | 0.734 | 18.64 | 0.480 | 12.19 | 0.184 | 4.67 | 0.183 | 4.65 | 0.555 | 14.10 | 1.185 | 30.10 | 0.310 | 7.87
25S | 1360 | 34.54 | 0.965 | 24.51 | 0.800 | 20.32 | 0.480 | 12.19 | 0.250 | 6.35 | 0.195 | 495 | 0.555 | 14.10 | 1.185 | 30.10 | 0.310 | 7.87
31P | 1.510 | 3835 | 1.115 | 28.32 | 0.884 | 22.45 | 0480 | 12.19 | 0.184 | 467 | 0.183 | 465 | 0.555 | 14.10 | 1.335 | 33.91 | 0.310 | 7.87
31S | 1.510 | 3835 | 1.115 | 28.32 | 0.950 | 24.13 | 0.480 | 12.19 | 0.250 | 6.35 | 0.195 | 4.95 | 0.555 | 14.10 | 1.335 | 33.91 | 0.310 | 7.87
37P | 1.660 | 42.16 | 1.265 | 32.13 | 1.034 | 26.26 | 0.480 | 12.19 | 0.184 | 467 | 0.183 | 465 | 0.555 | 14.10 | 1.485 | 37.72 | 0.310 | 7.87
37S | 1.660 | 42.16 | 1.265 | 32.13 | 1.100 | 27.94 | 0.480 | 12.19 | 0.250 | 6.35 | 0.195 | 495 | 0.555 | 14.10 | 1.485 | 37.72 | 0.310 | 7.87
51-2P | 2.010 | 51.05 | 1.615 | 41.02 | 1.384 | 35.15 | 0.480 | 12.19 | 0.184 | 4.67 | 0.183 | 4.65 | 0.555 | 14.10 | 1.835 | 46.61 | 0.310 | 7.87
51-25 | 2.010 | 51.05 | 1.615 | 41.02 | 1.450 | 36.83 | 0.480 | 12.19 | 0.250 | 6.35 | 0.195 | 4.95 | 0.555 | 14.10 | 1.835 | 46.61 | 0.310 | 7.87
51P | 1.660 | 42.16 | 1.215 | 30.86 | 0.984 | 24.99 | 0.525 | 13.34 | 0.224 | 5.69 |0.183 | 465 | 0.555 | 14.10 | 1.435 | 36.45 | 0.400 | 10.16
51S | 1.660 | 42.16 | 1.215 | 30.86 | 1.050 | 26.67 | 0.525 | 13.34 | 0.293 | 7.44 |0.195 | 495 | 0.555 | 14.10 | 1.435 | 36.45 | 0.400 | 10.16
69P | 1.960 | 49.78 | 1.515 | 38.48 | 1.284 | 32.61 | 0.525 | 13.34 | 0.224 | 569 |0.183 | 4.65 | 0.555 | 14.10 | 1.735 | 44.07 | 0.400 | 10.16
69S | 1.960 | 49.78 | 1.515 | 38.48 | 1.358 | 3449 | 0.525 | 13.34 | 0.293 | 7.44 |0.195 | 495 | 0.555 | 14.10 | 1.735 | 44.07 | 0.400 | 10.16
75P | 2.150 | 54.61 | 1.705 | 43.31 | 1.384 | 35.15 | 0.525 | 13.34 | 0.224 | 5.69 |0.183 | 465 | 0.555 | 14.10 | 2.080 | 52.83 | 0.400 | 10.16
755 | 2150 | 54.61 | 1.705 | 43.31 | 1450 | 36.83 | 0.525 | 13.34 | 0.293 | 7.44 | 0.195 | 495 | 0.555 | 14.10 | 2.080 | 52.83 | 0.400 | 10.16
100P | 2.385 | 60.58 | 1.800 | 45.72 | 1.384 | 35.15 | 0.600 | 15.24 | 0.270 | 6.86 | 0.183 | 4.65 | 0.640 | 16.26 | 2.170 | 55.12 | 0.510 | 12.95
100S | 2.385 | 60.58 | 1.800 | 45.72 | 1.451 | 36.86 | 0.600 | 15.24 | 0.333 | 846 | 0.195 | 495 | 0.640 | 16.26 | 2.170 | 55.12 | 0.510 | 12.95
130P | 2.735 | 69.47 | 2.150 | 54.61 | 1.735 | 44.07 | 600 | 1524 | 270 | 6.86 | .183 | 4.65 | .640 | 16.26 | 2.520 | 64.01 | 510 | 12.95
130S | 2.735 | 69.47 | 2.150 | 54.61 | 1.795 | 45.60 | .600 | 15.24 | 333 | 846 | .195 | 495 | 640 | 16.26 | 2.520 | 64.01 | .510 | 12.95

© 2013 Glenair, Inc. High Performance Micro-D Connectors and Cables U.S. CAGE Code 06324 Printed in U.S.A.
GLENAIR, INC. - 1211 AIR WAY - GLENDALE, CA 91201-2497 - 818-247-6000 < FAX 818-500-9912

www.glenair.com C-3 E-Mail: sales@glenair.com




Micro-D GRPM-CBR

Right Angle Rear Panel Mount
7:9 Wide Flange Printed Circuit Board Connectors

Save Space On Your Circuit Board - These Micro-D connectors feature .100
inch row spacing. The board footprint is reduced to match the size of the
connector body.

Solder-Dipped - Terminals are coated with Sn60/Pb40 tin-lead solder for best
solderability. Optional gold-plated terminals are available for RoHS compliance.

High Performance — These connectors meet all MIL-DTL-83513 requirements.

How To Order GRPM Right Angle Connectors

Sample Part Number GRPM 2 |L-|{15| P [ CBR|R3| T | N |-110| 513
Series GRPM - Glenair Right Angle Rear Panel Micro
Aluminum Shell Stainless Steel Shell
Shell Material 1-Cadmium 2 - Nickel 3 - Passivated
and Finish 4 - Black Anodize

5-Gold 6 -Chem Film
L - LCP or Ryton

Insulator Material LCP - 30% Glass-Filled Liquid Crystal Polymer
PPS - 40% Glass-Filled Polyphenylene Sulfide
Contact Layout 9,15, 21, 25,31, 37,51-2,51,69, 75, 100, 130 (See Table I)
Contact Type P-Pin S-Socket
Termination Type CBR - Condensed Board Right Angle
CEEEL T ETCTTE T8 B - No hardware R1-.032 panel R2 -.047 panel
Option R3-.062 panel R4 -.093 panel R5-.125 panel R6 - .080 panel

T - Threaded Insert in Board Mount Hole; 9 thru 69 Contacts use 2-56; 75-130 Contacts use 4-40

Threaded Insert Option Omit for none

O-Ring C-Conductive N - Non Conductive (Nitrile)
Lead Lentgth .080,.110,.125, .140,.150,.172,.190, .250
Gold-Plated These connectors are solder-dipped in 60/40 tin-lead solder.
Terminal Mod Code To delete the solder dip and change to gold-plated terminals, add code 513
Materials and Finishes Performance Specifications
Aluminum Alloy 6061 or Stainless Steel, 300 Series, Current Rating 3 AMP
Connector Shell . . . X
passivated. See Ordering Info for Plating Options DWV 600 VAC Sea level
Liquid Crystal Polymer (LCP) or Polyphenylene Insulation Resistance 5000 Megohms Minimum
Insulator
Sulffide (PPS) Contact Resistance 8 Milliohms Maximum
Interfacial Seal Fluorosilicone Rubber, Blue Low Level Contact Resist. 32 Milliohms Maximum
Pin Contact Beryllium Copper Gold over Nickel Plating Magnetic Permeability 2 g Maximum
Socket Contact Copper Alloy Gold Over Nickel Plating Operating Temperature -55°C.to +150° C.
Hardware 300 Series Stainless Steel Shock, Vibration 50g., 20g.
Encapsulant Epoxy Resin Hysol EE4215 Mating Force (10 Ounces) X (# of Contacts)
Notes:
1. Assembly to be identified with Glenair’s name, part number, 3. Interface dimensions per MIL-DTL-83513
date code, and pin 1 identification 4. PCB layout per Glenair MWDM CBR catalog data except for
2. Performance data per MIL-DTL-83513 dimension shown. See Section C
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Micro-D GRPM-CBR .
Right Angle Rear Panel Mount
Wide Flange Printed Circuit Board Connectors le nazn

Table I: Dimensions

Oooooooooo()_
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A 24 AWG (2.020)
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A B +.003 C Max D E Max F G Max H K Max L Max
Layout in. | mm.| in. | mm. in mm in. | mm. in mm in. | mm. in mm in. [mm.| in. | mm. in mm in mm
+.005| +.13 |+.003| +.08 ’ " |£.005| £.13 ’ " |£.003| £.08 ’ " |£.010| £.25 |+£.010| +.25

9P | 960 |24.38| .565 |14.35| .334 | 8.48 | .480 [12.19| .184 | 4.67 | .183 | 4.65 | .625 |15.88| .421 |10.69| .441 |11.20| .787 |19.99| .310 | 7.87
9S | 960 |24.38| .565 |14.35| .400 |10.16| .480 [12.19| .250 | 6.35 | .195 | 495 | .625 |15.88| .421 |10.69| 441 |11.20| .787 |19.99| .310 | 7.87
15P |1.110|28.19| .715 [18.16| 484 |12.29| 480 |12.19| .184 | 467 | .183 | 4.65 | .625 |15.88| .321 | 8.15 | 441 |11.20| .937 |23.80| .310 | 7.87
155 |1.110]28.19| .715 |18.16| .550 |13.97| .480 |12.19| .250 | 6.35 | .195 | 4.95 | .625 |15.88| .321 | 8.15 | .441 |11.20| .937 |23.80| .310 | 7.87
21P |1.260|32.00 | .865 |21.97 | .634 |16.10| .480 [12.19| .184 | 4.67 | .183 | 4.65 | .625 |15.88| .321 | 8.15 | .441 |11.20|1.087 |27.61| .310 | 7.87
21S |1.260|32.00 | .865 |21.97| .700 (17.78| 480 |12.19| .250 | 6.35 | .195 | 495 | .625 |15.88| .321 | 8.15 | 441 |11.20|1.087|27.61| .310 | 7.87
25P |1.360|34.54 | .965 |24.51| .734 |18.64| .480 [12.19| .184 | 4.67 | .183 | 4.65 | .625 |15.88| .321 | 8.15 | 441 |11.20|1.187|30.15| .310 | 7.87
255 |1.360|34.54 | .965 |24.51| .800 [20.32| 480 |12.19| .250 | 6.35 | .195 | 495 | .625 |15.88| .321 | 8.15 | 441 |11.20|1.187|30.15| .310 | 7.87
31P |1.510|38.35(1.115|28.32 | .884 |22.45| .480 [12.19| .184 | 4.67 | .183 | 4.65 | .725 |18.42| 321 | 8.15 | 441 |11.20|1.337|33.96| .310 | 7.87
31S |1.510|38.35|1.115|28.32| 950 (24.13| 480 |12.19| .250 | 6.35 | .195 | 495 | .725 |18.42| 321 | 8.15 | 441 |11.20|1.337|33.96| .310 | 7.87
37P |1.660|42.16 (1.265|32.13|1.034|26.26| .480 [12.19| .184 | 4.67 | .183 | 4.65 | .725 |18.42| 321 | 8.15 | .441 |11.20|1.487|37.77| .310 | 7.87
37S |1.660|42.16|1.265|32.13|1.100|27.94| 480 |12.19| .250 | 6.35 | .195 | 495 | .725 |18.42| 321 | 8.15 | 441 |11.20|1.487|37.77| .310 | 7.87
51-2P|2.010|51.05 [1.615|41.02|1.384|35.15| .480 |12.19| .184 | 4.67 | .183 | 4.65 | .725 |18.42| 321 | 8.15 | .441 |11.20|1.837|46.66| .310 | 7.87
51-25/2.010|51.05[1.615|41.02|1.450|36.83| .480 |12.19| .250 | 6.35 | .195 | 4.95 | .725 |18.42| .321 | 8.15 | .441 |11.20|1.837|46.66| .310 | 7.87
51P |1.660|42.16 (1.215|30.86 |0.984 |24.99| .525 |13.34| .224 | 5.69 | .183 | 4.65 | .860 |21.84| .341 | 8.66 | .491 |12.47|1.435|36.45| .351 | 8.92
51S |1.660|42.16 |1.215|30.86|1.050|26.67 | .525 |13.34| .293 | 7.44 | .195 | 495 | .860 |21.84| 341 | 8.66 | .491 |12.47|1.435|36.45| .351 | 8.92
69P | 1.960|49.78 |1.515|38.48|1.284|32.61| .525 |13.34| .224 | 5.69 | .183 | 4.65 | .860 |21.84| .341 | 8.66 | .491 [12.47|1.740|44.20| .351 | 8.92
695 |1.960|49.78 |1.515|38.48|1.350(34.29| 525 |13.34| .293 | 744 | .195 | 495 | .860 |21.84| 341 | 8.66 | .491 |12.47|1.740|44.20| .351 | 8.92
75P |2.150|54.61|1.705|43.31|1.384|35.15| .525 |13.34| .224 | 5.69 | .183 | 4.65 | .920 |23.37| .391 | 9.93 | .591 |15.01|2.090|53.09| .351 | 8.92
75S |2.150|54.61|1.705|43.31|1.450|36.83| .525 |13.34| .293 | 7.44 | .195 | 4.95 | 920 |23.37| .391 | 9.93 | .591 |15.01|2.090|53.09| .351 | 8.92
100P|2.385|60.58 | 1.800|45.72|1.384|35.15| .600 |15.24| .270 | 6.86 | .183 | 4.65 |1.210|30.73| .391 | 9.93 | .591 |15.01|2.175|55.25| .394 | 10.01
1005|2.385|60.58 | 1.800|45.72|1.451|36.86| .600 [15.24| 333 | 846 | .195 | 4.95 |1.210|30.73| .391 | 9.93 | .591 |15.01|2.175|55.25| .394 | 10.01
130P|2.735|69.47 | 2.150|54.61|1.735|44.07 | .600 |15.24| .270 | 6.86 | .183 | 4.65 |1.210|30.73| .391 | 9.93 | .591 |15.01|2.520(64.01| .394 | 10.01
1305(2.735|69.47 | 2.150|54.61|1.795|45.60| .600 [15.24| 333 | 846 | .195 | 4.95 |1.210|30.73| .391 | 9.93 | .591 |15.01|2.520|64.01| .394 | 10.01
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= Micro-D MWDM-BS
"’3 Vertical Mount Thru-Hole
=] 7/:@ Printed Circuit Board Connectors

High Performance - These connectors feature gold-plated
TwistPin contacts for best performance. PC tails are .020 inch
diameter. Specify nickel-plated shells or cadmium plated shells for
best availability.

Solder-Dipped - Terminals are coated with Sn60/Pb40 tin-lead
solder for best solderability. Optional gold-plated terminals are
available for RoHS compliance.

Rear Mountable - Can be installed through panels up to .125 inch
thick. Specify rear panel mount jackposts.

How To Order BS Vertical Style PCB Micro-D Connectors
Sample Part Number MWDM | 1 L |-15 P |BS R3| T |-.110|513

Series MWDM Glenair Micro-D

Aluminum Shell Stainless Steel Shell
Shell Material 1-Cadmium 2 - Nickel 3 - Passivated
and Finish 4 - Black Anodize

5-Gold 6-Chem Film

L-LCPorPPS

Insulator Material LCP - 30% Glass-filled liquid crystal polymer

PPS - 40% Glass-filled polyphenylene sulfide

Contact Layout 9,15, 21,25,31,37,51, 100 (See Table Il)
Contact Type P-Pin S-Socket

Termination Type BS - Board Straight

Omit - None P - Jackpost Jackposts for Rear Panel Mounting
Jackpost Option R1-.032"Panel R2-.047"Panel R3-.062"Panel
(See Table I) R4 -.093"Panel R5-.125"Panel R6 -.080" Panel

Threaded

. T -Threaded Insert In Board Mount Hole  Omit - for Thru-Hole
Insert Option

Terminal Length

. .080,.110,.125, .140,.150,.172,.190,.250 Length in Inches +.015 (0.38) (See Table II)
in Inches

Gold-Plated These connectors are solder-dipped in 60/40 tin-lead solder.
Terminal Mod Code To delete the solder dip and change to gold-plated terminals, add code 513

Table I: Jackpost Options
No Designator P R1Thru R6

Panel K
"Nsekr 1 P | ) )

—— ——

Thru-Hole Standard Jackpost Jackpost for Rear Panel Mounting
For use with Glenair jackposts only. Order hardware | Factory installed, not intended for removal. | Shipped loosely installed. Install with permanent
separately. Install with threadlocking compound. threadlocking compund.
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Micro-D MWDM-BS 4
Vertical Mount Thru-Hole P
Printed Circuit Board Connectors 7:9 =
Table II:
A
c
4
F
2l | m
T ! A T K !
Al ARSI T
RV b S AN I
2 X PCB MTNG HOLES * ” ” * 7“ U u
- + +
700 CONTACTS 125 5 005 (93,18 ¢ 0.13) ~==020:+ 002 (0512 009 i 0s
A Max. B C Max. D Max. E Max. F G H J Max. K
Layout in. | mm In. | mm. S O T U O In. |mm.| In. |mm.| In. | mm. i | mm. In. | mm.
+.003 |+ 0.08 +.004 | £0.10 | £.010| £0.25 | +.007 | £0.18 +.010 | £0.25
9P .790 | 20.07 | .565 |14.35| 333 | 846 | .184 | 467 | 310 | 7.87 | .183 | 465 | .333 | 846 |1.150|29.21 | 1.390 | 35.31| .155 | 3.94
9S .790 | 20.07 | .565 | 14.35| .400 | 10.16 | .250 | 6.35 | .310 | 7.87 | .195 | 495 | .333 | 846 |1.150|29.21 | 1.390 | 35.31| .155 | 3.94
15P 940 | 23.88| .715 | 18.16| 483 |12.27 | .184 | 467 | .310 | 7.87 | .183 | 465 | .333 | 846 |1.150|29.21 | 1.390 | 35.31| .155 | 3.94
158 940 | 23.88| .715 | 18.16| .551 | 14.00| .250 | 6.35 | .310 | 7.87 | .195 | 495 | .333 | 846 |1.150|29.21 | 1.390 |35.31| .155 | 3.94
21P 1.180|29.97| 865 [21.97| .633 | 16.08| .184 | 467 | 310 | 7.87 | .183 | 4.65 | .333 | 8.46 | 1.450/36.83|1.690|42.93| .155 | 3.94
21S 1.180|29.97| .865 |21.97| .701 | 17.81| .250 | 6.35 | .310 | 7.87 | .195 | 495 | 333 | 8.46 | 1.450|36.83|1.690|42.93| .155 | 3.94
25P 1.275|32.39| .965 |24.51| .733 | 18.62| .184 | 467 | 310 | 7.87 | .183 | 4.65 | .333 | 846 |1.500|38.10|1.740 | 44.20 | .155 | 3.94
258 1.275|32.39| .965 |24.51| .801 | 20.35| .250 | 635 | .310 | 7.87 | .195 | 495 | .333 | 8.46 |1.500|38.10|1.740 | 44.20 | .155 | 3.94
31P 1.575140.01|1.115|28.32| .883 | 2243 | .184 | 467 | 310 | 7.87 | .183 | 4.65 | .333 | 8.46 |1.800|45.72|2.040|51.82| .155 | 3.94
31S 1.575140.01|1.115|28.32| .951 | 24.16| .250 | 6.35 | .310 | 7.87 | .195 | 495 | .333 | 8.46 | 1.800|45.72|2.040|51.82| .155 | 3.94
37P 1.875|47.63|1.265|32.13|1.033|26.24| .184 | 4.67 | 310 | 7.87 | .183 | 465 | .333 | 8.46 |2.100|53.34|2.340|59.44| .155 | 3.94
37S 1.875|47.63|1.265|32.13|1.101|2796| .250 | 6.35 | .310 | 7.87 | .195 | 495 | .333 | 8.46 |2.100 |53.34|2.340|59.44| .155 | 3.94
51P 1.775 145.09 | 1.215|30.86 | .983 |24.97 | .228 | 5.79 | .351 | 8.92 | .183 | 4.65 | .333 | 8.46 |2.000 | 50.80 | 2.270|57.64 | .155 | 3.94
51S 1.775 145.09 | 1.215|30.86 | 1.051 | 26.70 | .296 | 7.52 | .351 | 8.92 | .195 | 4.95 | .333 | 8.46 |2.000 |50.80 | 2.270|57.64 | .155 | 3.94
100P |2.585|65.66 |1.800 |45.72|1.383|35.13 | .270 | 6.86 | .460 |11.68 | .183 | 4.65 | .525 |13.34|2.800 | 71.12 | 3.250 | 82.55 | .293 | 7.44
100S |2.585|65.66 | 1.800 |45.72|1.451|36.86 | .333 | 8.46 | .460 |11.68| .195 | 4.95 | .525 |13.34 (2.800 |71.12|3.250 |82.55 | .293 | 7.44

Performance Specifications Materials and Finishes

Current Rating 3 AMP Aluminum Alloy 6061 or Stainless Steel, 300 Series,

Connector Shell

DWV

600 VAC Sea level

passivated. See Ordering Info for Plating Options

Insulation Resistance

5000 Megohms Minimum

Contact Resistance

8 Milliohms Maximum

Insulator, Tray

Liquid Crystal Polymer (LCP)/
Polyphenylene Sulfide (PPS)

Low Level Contact Resist.

32 Milliohms Maximum

Interfacial Seal

Fluorosilicone Rubber, Blue

Magnetic Permeability 2 y Maximum Pin Contact Copper Alloy, Gold over Nickel Plating
Operating Temperature -55°C.to +150° C. Socket Contact Copper Alloy, Gold Over Nickel Plating
Shock, Vibration 50 g., 20g. PCB Terminals Gold Plated Copper Alloy, Solder Dipped
Mating Force (10 Ounces) X (# of Contacts) Hardware 300 Series Stainless Steel
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. Micro-D MWDM-BS
l Vertical Mount Thru-Hole
enazn Printed Circuit Board Connectors

MICRO-D BS Board Mount Connector PCB Layouts - Pin Connectors

Patterns shown are for connector mounting side of PC board. 9 Thru 51 Contacts .096 (2.44) Diameter Mounting Holes, 100 Pin .125 (3.18) Diameter
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MICRO-D BS Board Mount Connector PCB Layouts - Socket Connectors

Patterns shown are for connector mounting side of PC board. 9 Thru 51 Contacts .096 (2.44) Diameter Mounting Holes, 100 Pin .125 (3.18) Diameter
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Micro-D MWDM-BR

Right Angle Thru-Hole
Printed Circuit Board Connectors

High Performance — These connectors feature gold-plated
TwistPin contacts for best performance. PC tails are .020 inch
diameter. Specify nickel-plated shells or cadmium plated shells for
best availability.

Solder-Dipped - Terminals are coated with Sn60/Pb40 tin-lead
solder for best solderability. Optional gold-plated terminals are
available for RoHS compliance.

Rear Mountable - Can be installed through panels up to .125 inch
thick. Specify rear panel mount jackposts.

How To Order Micro-D BR Style Board Mount Connectors
Sample Part Number MwDM | 2 (L (15 P | BR |[R3 | T | -.110 | 513

Series MWDM Glenair Micro-D

Aluminum Shell Stainless Steel Shell
1-Cadmium 2-Nickel 3 -Passivated

4 - Black Anodize

5-Gold 6-Chem Film

L - LCP or PPS
Insulator Material LCP - 30% Glass-filled liquid crystal polymer
PPS - 40% Glass-filled polyphenylene sulfide

Contact Layout 9,15, 21, 25,31,37,51, 100 (See Table II)

Shell Material and Finish

Contact Type P-Pin S-Socket

Termination Type BR - Board Right Angle

Omit for None P - Jackpost Jackposts for Rear Panel Mounting
Jackpost Option R1-.032"Panel R2-.047"Panel R3-.062"Panel
(SeeTable ) R4 -.093"Panel R5-.125"Panel R6 -.080" Panel

Threaded Insert Option T - Threaded Insert In Board Mount Hole  Omit - for Thru-Hole
Terminal Length (Inches) .080,.110,.125, .140,.150,.172,.190,.250 Length in Inches £.015 (0.38) (See Table II)

Gold-Plated These connectors are solder-dipped in 60/40 tin-lead solder.
Terminal Mod Code To delete the solder dip and change to gold-plated terminals, add code 513

Table I: Jackpost Options
No Designator P R1 Thru R6

Panel \‘ Z
\\Z=H)
) )

—J -

THREADED
INSERT

Thru-Hole Standard Jackpost Jackpost for Rear Panel Mounting
For use with Glenair jackposts only. Order hardware Factory installed, not intended for removal. | Shipped loosely installed. Install with permanent
separately. Install with threadlocking compound. threadlocking compund.
© 2013 Glenair, Inc. High Performance Micro-D Connectors and Cables U.S. CAGE Code 06324 Printed in U.S.A.
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Micro-D MWDM-BR .
Right Angle Thru-Hole
Printed Circuit Board Connectors lenaZﬁ

Table Il: Dimensions

I i
iIF = |

y —n
il
020 (0.5) +.002 (0.1) Tail LengtTJr
E +.015 (0.38)
H

o e

G & & & & & & & & & & & &
¢ & & & & & & & & & & & & Q\ *
2 X PCB MTNG HOLES

9-51 CONTACTS .096 + .005 (2.43 £ 0.13)
100 CONTACTS .125 + .005 (23.18 £ 0.13)

o f——
e

A Max. B C Max. D Max. E Max. F G Max. H J K

Layout In mm In. | mm. In mm In mm In mm In. | mm. In mm In. | mm.| In. | mm.| In. | mm.
’ ©1£.003 |+ 0.08 : ’ ’ ’ ’ " |£.007 [£0.18 ’ © |£.003 | £0.08 | +.015| +0.38 | £.010 | £0.25

9P 1.390 3531 565 |14.35| 333 | 846 | .184 | 467 | 310 | 7.87 [1.150|29.21| 465 |11.81| .183 | 465 | .125 | 3.18 | .150 | 3.81
9s 1.390|35.31| .565 |14.35| 400 | 10.16| .250 | 6.35 | .310 | 7.87 [1.150|29.21| 465 |11.81| .195 | 495 | .125 | 3.18 | .150 | 3.81
15P 1.54039.12| .715 |18.16| 483 |12.27| 184 | 467 | 310 | 7.87 |1.300|33.02| 465 |11.81| .183 | 465 | .125 | 3.18 | .150 | 3.81
158 1.540|39.12| .715 | 18.16 | .551 | 14.00 | .250 | 6.35 | .310 | 7.87 | 1.300|33.02| 465 |11.81| .195 | 495 | .125 | 3.18 | .150 | 3.81
21P 1.690|42.93 | .865 |21.97 | .633 | 16.08 | .184 | 4.67 | .310 | 7.87 | 1.450|36.83 | 465 |11.81| .183 | 465 | .125 | 3.18 | .150 | 3.81
21S 1.69042.93| .865 |21.97| .701 |17.81| .250 | 6.35 | .310 | 7.87 [1.450|36.83| 465 |11.81| .195 | 495 | .125 | 3.18 | .150 | 3.81
25P 1.790 | 4547 | 965 |24.51| .733 | 18.62| .184 | 467 | .310 | 7.87 |1.550|39.37| 465 |11.81| .183 | 465 | .125 | 3.18 | .150 | 3.81
25S 1.790 | 4547 | .965 |24.51| .801 | 20.35| .250 | 6.35 | .310 | 7.87 [1.550|39.37| 465 |11.81| .195 | 495 | .125 | 3.18 | .150 | 3.81
31P 2.040|51.82|1.115|28.32| .883 | 2243 | .184 | 467 | 310 | 7.87 | 1.800 |45.72 | 465 |11.81| .183 | 465 | .125 | 3.18 | .150 | 3.81
31S 2.040|51.82|1.115|28.32| 951 |24.16| .250 | 6.35 | .310 | 7.87 | 1.800 |45.72 | 465 |11.81| .195 | 495 | .125 | 3.18 | .150 | 3.81
37P 2.340 | 59.44 | 1.265|32.13|1.033 | 26.24 | .184 | 4.67 | .310 | 7.87 | 2.100 |53.34 | 465 |11.81| .183 | 465 | .125 | 3.18 | .150 | 3.81
37s 2.340 5944 1.265|32.131.101 | 27.96 | .250 | 6.35 | .310 | 7.87 |2.100|53.34| 465 [11.81| .195 | 495 | .125 | 3.18 | .150 | 3.81
51P 1.87547.63 |1.215|30.86 | .983 |24.97 | 228 | 5.79 | 351 | 8.92 | 1.600|40.64 | .565 |1435| .183 | 465 | .125 | 3.18 | .150 | 3.81
51S 1.875|47.631.215]30.86 | 1.051|26.70 | .296 | 7.52 | .351 | 8.92 |1.600 | 40.64 | .565 |14.35]| .195 | 495 | .125 | 3.18 | .150 | 3.81
100P |2.780|70.60 | 1.800 |45.72|1.383|35.13| .270 | 6.86 | .394 | 10.01 | 2.500 | 63.50 | .765 |19.43 | .183 | 4.65 | .225 | 5.72 | .150 | 3.81
100S |2.780|70.60 | 1.800 |45.72 | 1.451 | 36.86 | .333 | 8.46 | .394 | 10.01|2.500|63.50 | .765 |19.43 | .195 | 495 | .225 | 5.72 | .150 | 3.81

Performance Specifications Materials and Finishes

Current Rating 3 AMP Aluminum Alloy 6061 or Stainless Steel, 300 Series,
Connector Shell . . A )

DWV 600 VAC Sea level passivated. See Ordering Info for Plating Options

Insulation Resistance 5000 Megohms Minimum Liquid Crystal Polymer (LCP)/
Insulator, Tray

Contact Resistance 8 Milliohms Maximum Polyphenylene Sulfide (PPS)

Low Level Contact Resist. 32 Milliohms Maximum Interfacial Seal Fluorosilicone Rubber, Blue

Magnetic Permeability 2 g Maximum Pin Contact Copper Alloy, Gold over Nickel Plating

Operating Temperature -55°C.to +150° C. Socket Contact Copper Alloy, Gold Over Nickel Plating

Shock, Vibration 50g., 20g. PCB Terminals Gold Plated Copper Alloy, Solder Dipped

Mating Force (10 Ounces) X (# of Contacts) Hardware 300 Series Stainless Steel
Encapsulant Epoxy Resin Hysol EE4215
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Micro-D MWDM-BR

Right Angle Thru-Hole
Printed Circuit Board Connectors
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MICRO-D BR Board Mount Connector PCB Layouts - Pin Connectors

Patterns shown are for connector mounting side of PC board. 9 Thru 51 Contacts .096 (2.44) Diameter Mounting Holes, 100 Pin .125 (3.18) Diameter
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Micro-D MWDM-BR .
Right Angle Thru-Hole
Printed Circuit Board Connectors lenaZﬁ

MICRO-D BR Board Mount Connector PCB Layouts - Socket Connectors

Patterns shown are for connector mounting side of PC board. 9 Thru 51 Contacts .096 (2.44) Diameter Mounting Holes, 100 Pin .125 (3.18) Diameter
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Micro-D MWDM-CBS

Vertical Board Mount
Printed Circuit Board Connector

4)d @-0bIN

High Performance — These connectors feature gold-plated
TwistPin contacts for best performance. PC tails are .020 inch
diameter. Specify nickel-plated shells or cadmium plated
shells for best availability.

Solder-Dipped - Terminals are coated with Sn60/Pb40
tin-lead solder for best solderability. Optional gold-plated
terminals are available for RoHS compliance.

Rear Mountable - Can be installed through panels up to .125
inch thick. Specify rear panel mount jackposts.

How To Order CBS Style PCB Micro-D Connectors
Sample Part Number MWDM | 1 | L- |31| P | CBS | NN | -.110 | 513

Series MWDM - Micro-D Metal Shell

Aluminum Shell

Shell Material 1-Cadmium 2-Nickel 4 -BlackAnodize 5-Gold 6 -Chem Film
and Finish Stainless Steel Shell

3 - Passivated

L - LCP or PPS

Insulator Material LCP - 30% Glass-filled liquid crystal polymer

PPS - 40% Glass-filled polyphenylene sulfide

Contact Layout 9,15, 21, 25, 31, 37,51, 69, 75, 100, 130 (See Table I)

Contact Type P-Pin S-Socket

Termination Type CBS - Condensed Board Straight

NN - No Jackpost, No Threaded Insert Rear Panel Jackposts Jackscrew Options
PN - Extended Jackpost for .062" (1.6) PCB, No Threaded ~ With Threaded Inserts M - Hex Head
Insert R7U -.080" (2.0) Panel Jackscrews
RN - Extended Jackpost for .196" (5.0) PCB, No Threaded =~ R6U -.125" (3.2) Panel S - Slot Head
Hardware Option Insert R5U - .094" (2.4) Panel Jackscrews
NU -Threaded Insert Only, No Jackposts R4U - .062" (1.6) Panel
PU - Short Jackpost and Threaded Insert R3U -.047" (1.2) Panel
R2U -.031" (0.8) Panel
PC Tail Length .080,.110,.140,.172,.190, .250 Length in Inches + .015 (0.38)
Gold-Plated These connectors are solder-dipped in 60/40 tin-lead solder.

e G RET S To delete the solder dip and change to gold-plated terminals, add code 513

HARDWARE OPTIONS
See Pages C-22 and C-23
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Micro-D MWDM-CBS 4
. a2
Vertical Board Mount 2
Printed Circuit Board Connector =
A | F
TAIL LENGTH
B +.015(0.38) 7] “
C —
b i\ G .025 (0.6) —
E ? @ Ooo<)Ot)Ooooooooooooooo @ + :u:%
" [INORmn 5 020 0.51)
+.002 (0.05)
A Max. B C Max. D Max. E Max. F G Max.
Layout In mm In . mm-: In mm In mm In mm In . mm-. In mm
+.005 +0.13 ’ : ’ ’ ’ ’ +.003 +0.08
9P .785 19.94 565 14.35 333 8.46 .184 4.67 310 7.87 183 4.65 355 9.02
9s .785 19.94 .565 14.35 400 10.16 250 6.35 310 7.87 195 4,95 355 9.02
15P .935 23.75 715 18.16 483 12.27 .184 4.67 310 7.87 .183 4.65 .355 9.02
15S 935 23.75 715 18.16 551 14.00 250 6.35 310 7.87 195 4.95 .355 9.02
21P 1.085 27.56 .865 21.97 .633 16.08 .184 4.67 310 7.87 183 4.65 .355 9.02
21S 1.085 27.56 .865 21.97 701 17.81 250 6.35 310 7.87 195 4.95 .355 9.02
25P 1.185 30.01 965 24.51 733 18.62 .184 4.67 310 7.87 183 4.65 355 9.02
25S 1.185 30.01 965 24.51 .801 20.35 .250 6.35 310 7.87 195 4.95 355 9.02
31P 1.335 33.91 1.115 28.32 .883 2243 .184 4.67 310 7.87 183 4.65 355 9.02
31s 1.335 33.91 1.115 28.32 951 24.16 .250 6.35 310 7.87 195 4.95 355 9.02
37P 1.485 37.72 1.265 32.13 1.033 26.24 .184 4.67 310 7.87 183 4.65 355 9.02
37s 1.485 37.72 1.265 32.13 1.101 27.96 .250 6.35 310 7.87 195 4.95 355 9.02
51P 1.435 36.45 1.215 30.86 983 24.97 228 5.79 400 10.16 183 4.65 355 9.02
51S 1.435 36.45 1.215 30.86 1.051 26.70 .296 7.52 400 10.16 195 4.95 355 9.02
69P 1.735 44.07 1.515 38.48 1.284 3261 224 5.69 400 10.16 183 4.65 355 9.02
69S 1.735 44.07 1.515 38.48 1.50 34.29 293 7.44 400 10.16 195 4.95 .355 9.02
75P 2.080 52.83 1.705 43.31 1.384 35.15 228 5.79 400 10.16 .183 4.65 .355 9.02
75S 2.080 52.83 1.705 43.31 1.450 36.83 .296 7.52 400 10.16 195 4.95 .355 9.02
100P 2.170 55.12 1.800 45.72 1.383 35.13 270 6.86 510 12.95 183 4.65 430 10.92
100S 2.170 55.12 1.800 45.72 1.451 36.86 333 8.46 510 12.95 195 4.95 430 10.92
130P 2.520 64.00 2.150 54.61 1.735 44.07 270 6.86 510 12.95 183 4.65 430 10.92
130S 2.520 64.00 2.150 54.61 1.795 45.59 333 8.46 510 12.95 195 4.95 430 10.92
Performance Specifications Materials and Finishes
Current Rating 3 AMP Connector Shell Aluminum Alloy 6061 or Stainless Steel, 300 Series,
DWV 600 VAC Sea level passivated. See Ordering Info for Plating Options
Insulation Resistance 5000 Megohms Minimum Insulator. Tra Liquid Crystal Polymer (LCP)
Contact Resistance 8 Milliohms Maximum ey Polyphenylene Sulfide (PPS)
Low Level Contact Resist. 32 Milliohms Maximum Interfacial Seal Fluorosilicone Rubber, Blue
Magnetic Permeability 2 p Maximum Pin Contact Copper Alloy, Gold over Nickel Plating
Operating Temperature -55°C.to +150° C. Socket Contact Copper Alloy, Gold Over Nickel Plating
Shock, Vibration 50g., 20g. PCB Terminals Gold Plated Copper Alloy, Solder Dipped
Mating Force (10 Ounces) X (# of Contacts) Hardware 300 Series Stainless Steel
Encapsulant Epoxy Resin Hysol EE4215
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E lenair.

Micro-D MWDM-CBS

Vertical Board Mount
Hardware

MICRO-D CBS Board Mount Connector Hardware Options

NNz

A—

NN Style

ADIAMETER = 9-69 CONTACTS

9-69 CONTACTS =\ NO. 2-56 UNC-2B
.096/.088 (2.44/2.24) 75-130 CONTACTS
75, 100, 130 CONTACTS NO. 4-40 UNC-2B

.150/.145 (3.81/3.68)

Thru-Hole, No Hardware

NU Style
Threaded Insert

4',—

.
Il
W |

: //,///‘7////4
o REEREES

i

2144

P

]

PU Style
Jackpost with Threaded Insert

9 - 69 Contacts

2-56 UNC-2B —
x

=

o

—=
f— o —

~

*
190 (4.8)
MAX.

2UNCA
'

Kit Part Number 500-063-1
Kit Consists of Two Jackposts

125 (3.2) HEX

4-40 UNC-2A
N

4-40 UNC-2B—

75 -130 Contacts

[».187 (4.8) HEX

Kit Part Number 500-063-2
Kit Consists of Two Jackposts

9 - 69 Contacts 75 -130 Contacts
156 (4.0) DIA * Tos0(13) TATDA |t 1
Q 188 *005 i 1sol 005 el
188 o) 2)- P | ‘ ‘ 112 (2.8)-40
} \ (4.8+0.13) A L\/\, O%GN%_%)BSS 46 f 0.13) A L ) UN(C-Z)B
R 380/.350 L 375/.345 S
(9.65/8.89) - <119 (3.0) (9.53/8.76) gl <140 (36)

086 (2.2)-56 112 (28)40
i\ # TUNG2A

Panel A

Panel A
Thickness P2rtNumber . 40310.08)

Hardware
Thickness TrtNumber . 5030.08)

Option

Hardware

Option

.160 (4.1) MIN. (9-69 PINS)

225 (5.7) MIN. (75 - 130 PINS) R2U 1/32(0.8) | 177-505-A2-2 | .024(0.6) RU | 1/32(0.8) | 177-505-D-4-2 | .024(0.6)
R3U 3/64 (12) | 177-505-A-2:3 | .041(1.0) R3U | 3/64(12) | 177-505D-4-3 | .041(1.0)

RU Style R4U 116(1.6) | 177-505-A-24 | .055(1.4) R4U | 1116(16) | 177-505D-4-4 | .055(1.4)

Jackpost For Rear Panel Mounting, RSU 3/32(24) | 177-505-A-2-5 | .086(2.2) RSU | 3/32(24) | 177-505-D-45 | .086(2.2)
with Threaded Insert R6U 118(32) | 177-505-A-26 | .118(3.0) R6U 18(3.2) | 177-505-D-4-6 | .118(3.0)

R7U 564 (2.0) | 177-505-A-27 | 073(19) R7U | 5064 (20) | 177-505D-47 | .073(1.9)
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Micr:o-D MWDM-CBS !
il lenai.

MICRO-D CBS Board Mount Connector Hardware Options

-

PC BOARD

PN Style
for.062" PCB

RN Style for.196" PCB
Jackpost Kit

9 - 69 Contacts

2-56 UNC-28
<>} 125 (3.2) HEX

190/.185
(48/47)

PN
.505/.565
(15%14'4) 2-56 UNC-2A

685/,655
(17.41166) [E

.~ NUT
154 (3.9) HEX

\
ol
15
K
=
>
[%2]
x
m
X

PN Kit Part Number 500-069-2-6

RN Kit Part Number 500-069-2-7
Kit Consists of 2 Jackposts, 2 Nuts, 2 Washers

75-130 Contacts

440 UNC-2B
le—>F 187 (4.7) HEX

185/ 175
47144)

PN
6851655
(17.4116.6)
RN
7851755

4-40 UNC-2A

187 (4.7) HEX

PN Kit Part Number 500-069-4-7

RN Kit Part Number 500-069-4-8
Kit Consists of 2 Jackposts, 2 Nuts, 2 Washers

LV

=

Hex Head Jackscrew with
E-Ring

9 - 69 Contacts
063 HEX

1 125(32) DIA.

503 (

Kit Part Number 500-080-2
Kit Consists of 2 Jackscrews and 2 E-Rings

75-130 Contacts

063 HEX
187 (4.7) DIA
L 09825
— ~— 140 (36)
606 (15.4)
. ERING
i
A S/ 440 UNC2A

Kit Part Number 500-080-4
Kit Consists of 2 Jackscrews and 2 E-Rings

LTI

Zn7

JU

S Style

Slot Head Jackscrew with
E-Ring

9 - 69 Contacts
027 (0.7) SLOT

125 (32) DIA.

- Lossey

—| |~ 084 21)
503 (12.8)

L—J _—ERING

2-56 UNC-2A

Kit Part Number 500-081-2
Kit Consists of 2 Jackscrews and 2 E-Rings

75-130 Contacts
035 (0.9) SLOT
09 “l\—ﬁ*.187 (4.7) DIA.

L 098 (25)
— ~— 140 (3.6)
606 (15.4)
. E-RING
i
v S " 440 UNC-2A

Kit Part Number 500-081-4
Kit Consists of 2 Jackscrews and 2 E-Rings
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E lenair.

Micro-D MWDM-CBS

Vertical Board Mount
PCB Layouts

MICRO-D CBS Board Mount Connector PCB Layouts - Pin Connectors

Patterns shown are for connector mounting side of PC board.
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15PIN
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1025 (0.64) TYP —= 075 (1.91) 025 (0.64) TYP —= 075 (1.91)
183(4.65) TYP 183(4.65)
@ g D6 &y Oz P 4D & B & G I
D19 1795 @ +) 225(572) 512 @1 B @ O — (D) 25572)
7 @5 ©3 ®1_f { Q99 9 6 6 o &
038 (0.96) REF 9@ ©; ©, &; X 038 (0.96) REF I_C’E@«o 9, ©; @, &
l~— 500 (12.7) REF—= 096 (2.44) DIA TYP 800(15.24) REF s
865 (21.97) 965 (24.5)
21PIN 25 PIN
100 (2.54) TYP —= 100 (2.54) TYP —=
075 (1.91) TYP —=] ggg 82;; gg —
050 (1.27) TYP —=f 050 (1. —
v 0,,0,0,,0, —_l—{ P 6 @34 @3y @30 @5 @36 @, @, O35
28 726 724 722 1
@]+ 1@% 2%5 (%525@) 2 21@‘% @% D) 225(72) L"'37@ 35@®33@®3§29@®27®25@23®21( 3 Q 225(5.72)
4 %12 By O % % i®17®15D13 @4 B 3
1038 (0.96) REF 15913911 @ @, _{ 038 (0.96) ©;9:9,0,9,0, & 0 6; 't \_l ‘
b—— 750(19.05) REF 096 (2.44) REF 900(22.86) REF 096 (2.44'
DIATYP -900(22 DIATYP
1115 (2832) 1265 (32.13)
31PIN 37 PIN
075 (191) TYP
0375 (0.95) TYP
075 (1.91) 096 (2.44) DIATYP
O,P,0,0, 0, OO0 Oy
%%@4@5@13@5%@2%% 9
T (") ®35®3§a31®3§929(’327@6@24@2§9203|
P88, &)
TS 17 16@5@3@1@0@) ;9
2325 (5.91) TYP (.750)(19.05)
1215 (30.86)

51 PIN
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Micro-D MWDM-CBS

Vertical Board Mount
PCB Layouts

E lenair.

MICRO-D CBS Board Mount Connector PCB Layouts - Pin Connectors

© 2013 Glenair, Inc.

Patterns shown are for connector mounting side of PC board.
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E lenair.

Micro-D MWDM-CBS

Vertical Board Mount

PCB Layouts

MICRO-D CBS Board Mount Connector PCB Layouts - Socket Connectors

Patterns shown are for connector mounting side of PC board.

100 (2.54) TYP 100 (2.54) TYP
075 (1.91) TYP 075 (1.91) TYP
050 (1.27) TYP 050 (127) TYP
025 (0.64) TYP 025 (0.64) TYP
183(4.65) TYP 075(1.91) 183(4.65) TYP 075 (1.91)

565 (14.35) ——=

9 SOCKET

) @@5 +) 225(.72)
038 (0.96) REF ®, Q{L:'_
200 096 (244) DIATYP

.038 (0.96) REF

715 (18.16) ———=

15 SOCKET

100 (2.54) TYP

100 (2.54) TYP 075 (1.91) TYP
075 (1.91) TYP 050 (1.27) TYP
priviiia ppa o[
183(4.65)
183(4.65) TYP P 50, @) O, O

075 (1.91)
@15@17@19@2:‘_‘1

1 16 1
.\ &5 EN 33 225(5.72)
, ©, 0, %;'—

10912977 l J
0, @, 225 (5.72)
1

@ + ). ..
iogs (2.44) DIATYP

©g @y @ o +) 225(5.72)
1 ®5 ®7 ®9 ®11®13
®2 @4 ®6 ©8 ®10@1
096 (2.44)

038 (0.96) REF 600(15.24) REF
500 (12.7) REF: 1096 (2.44) DIATYP oo . (2)4 5 DIATYP
865 e
21 SOCKET
25 SOCKET
100 (2.54) TYP —= -
075 (191) TYP —= égg ﬁgﬂ zi —
ggg 2(1)(2;:)) TT:: ] 050 (1.27) TYP —=|
l? 075 (1.91) 025 (0.64) TYP —=
183(4.65) o s3i48) 075 (1.91)
e 5 @20 @pp @y @y @5 O TYP @5,0,:0,,9,,0, ®,.0,. O

P19 D)1 @y3 5@y D g @7
| ©; &5 ©; Dg D, @307
©, 0, & ©; ©,,9,0,,07
le——  750(19.05) REF

038 (0.96) REF

S 7)) 225(572)
21 ]
096 (2.4

DIATYP

1.115 (28.32)

31 SOCKET

@z@4 @s@zs,@sa@@ﬁ

®®®101315 1b®18

.096 (2 44) DIATYP

075 (1.91) TYP
0375 (0.95) TYP
075 (1 1)

@4@4@4 ) 50

5

(.750)(19.05)
1.215 (30.86)

51 SOCKET

2325 (5.91) TYP

B A A I Ak
7 @9 @1 @359,

+) 225(5.72)
"WQ }

038 (0.96)
REF

.900(22.86) REF
1265 (32.13)

37 SOCKET

O O D190, O5 Oy

B

\_.096 (244)

DIATYP
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Micro-D MWDM-CBS

Vertical Board Mount
PCB Layouts

E lenair.

MICRO-D CBS Board Mount Connector PCB Layouts - Socket Connectors

Patterns shown are for connector mounting side of PC board.

4X.

075 (1. 91) TYP

075 (1.91)

.0375 (.
075 (1.91) TYP
48% 5 54 5 %6&% 64 6&6&67 69

K %é@éé&é%é&@&%&“&é

1096 (2.44)
DIATYP
@@%%%égggagaag
251 (6.38) —
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Micro-D MWDM-CBR

Right Angle Thru-Hole
Printed Circuit Board Connectors

High Performance — These connectors feature gold-plated
TwistPin contacts for best performance. PC tails are .020 inch
diameter. Specify nickel-plated shells or cadmium plated
shells for best availability.

Solder-Dipped - Terminals are coated with Sn60/Pb40
tin-lead solder for best solderability. Optional gold-plated
terminals are available for RoHS compliance.

Rear Mountable - Can be installed through panels up to .125
inch thick. Specify rear panel mount jackposts.

Sample Part Number MWDM | 2 (L |15 P |[CBR|R3 | T |-.110|513
MWDM Glenair Micro-D

Aluminum Shell Stainless Steel Shell
a 2 1-Cadmium 2 - Nickel 3 - Passivated
d 4 - Black Anodize
5-Gold 6-Chem Film

L - LCP or PPS
ator Materia LCP - 30% Glass-filled liquid crystal polymer
PPS - 40% Glass-filled polyphenylene sulfide

onta ayo 9,15, 21, 25,31,37,51,69, 75, 100, 130 (See Table Il)
onta De P-Pin S-Socket
0 pe CBR - Condensed Board Right Angle
(Omit for None) P - Jackpost Jackposts for Rear Panel Mounting
post Optio R1-.032"Panel R2-.047"Panel R3-.062"Panel
(See Table I) R4 -.093"Panel R5-.125"Panel R6 -.080"Panel

T -Threaded Insert In Board Mount Hole  Omit for Thru-Hole

g e .080,.110, .125,.140, .150,.172,.190,.250 Length in Inches +.015 (0.38)

old-Plated These connectors are solder-dipped in 60/40 tin-lead solder.
od Code To delete the solder dip and change to gold-plated terminals, add code 513

Table I: Jackpost Options
No Designator P R1 Thru R6

Panel \‘ Z:

"N P | ) )

- -

A Jackpost for Rear Panel Mountin
For use with Glenair jackposts only. Order Standard Jackpost . P . . e
. . . . Shipped loosely installed. Install with permanent
hardware separately. Install with threadlocking Factory installed, not intended for removal. .
threadlocking compound.
compound.
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Micro-D MWDM-CBR .
Right Angle Thru-Hole
Printed Circuit Board Connectors le na”:@

Table lI: ns
CONFIGURATION FOR 9-25 CONTACTS CONFIGURATION FOR 31-130 CONTACTS
Ff
A _ L
: LI il e
c 1 T F
f I : N G H J G ¢ ¢ & * & J
e o | OGO of- - ot e Xlof o
;V ‘~= ¢ <><><><><>j e e e+ e 6 & &

] . + ¢ ¢ & & ¢
1 H 2X MOUNTING HOLES ﬁl f_/

9-51 CONTACTS #2-56 UNC-2B THREADS
100 CONTACTS #4-40 UNG 28 THREADS 551 CONTACTS 096 DA & 003 (244 £ 008 - .
100 CONTACTS .125 DIA. + .003 (3.18+ 0.08)
Tail Length + 015 —— 75-130 .125 DIA £.003 (3.18+ 0.08)
A Max. B C Max. D Max. E Max. F G Max. H J K Max. L Max.
Layout In. | mm. n. | mm. In. {mm.| In. [mm.| In. |mm. n. | mm. In. | mm. In. \mm. | In. | mm. In. {mm.| In mm
+.003 [+ 0.08 +.003 [+ 0.08 +.010(£0.25|+.010(%£0.25

9P .787 |19.94| 565 |14.35| .333 | 8.46 | .184 | 467 | 310 | 7.87 | .183 | 4.65 | .425|10.80| .230 | 584 | 250 | 635 | — | — | — ==
95 .787 |19.94| .565 |14.35| .400 |10.16| .250 | 6.35 | .310 | 7.87 | .195 | 4.95 | 425 |10.80| .230 | 5.84 | .250 | 6.35| — | — | — -
15P 937 123.75| .715 |18.16| 483 |12.27| .184 | 467 | 310 | 7.87 | .183 | 4.65 | .425|10.80| .130 | 3.30 | .250 | 635 | — | — | — =
155 .937123.75| .715|18.16| .551 |14.00| .250 | 6.35 | .310 | 7.87 | .195 | 495 | .425|10.80| .130 | 3.30 | .250 | 635 | — | — | — -
21P |1.087|27.56| .865 |21.97| .633 |16.08| .184 | 4.67 | .310 | 7.87 | .183 | 4.65 | .425|10.80| .130 | 3.30 | .250 | 635 | — | — | — ==
21S  |1.087|27.56| .865 |21.97| .701 |17.81| .250 | 6.35 | .310| 7.87 | .195| 495 | .425|10.80| .130 | 3.30 | .250| 635| — | — | — -
25P |1.187/30.01| .965 |24.51| .733 |18.62| .184 | 467 | .310| 7.87 | .183 | 4.65 | 425 |10.80| .130 | 3.30 | .250 | 635| — | — | — =
255 |1.187|30.01| .965 |24.51| .801 |20.35| .250 | 6.35| .310 | 7.87 | .195 | 495 | .425|10.80| .130| 3.30| .250 | 635| — | — | — —
31P  |1.337|33.91|1.115/28.32| .883 |22.43| .184 | 467 | .310| 7.87 | .183 | 4.65| .525|13.34| .130 | 3.30 | .250 | 6.35| .450|11.43/1.085 27.56
31S  |1.337|33.91|1.115/28.32| .951 |24.16| .250 | 6.35 | .310 | 7.87 | .195 | 4.95| .525|13.34| .130 | 3.30| .250 | 6.35 | .450|11.43|1.085| 27.56
37P |1.487|37.72/1.265|32.13/1.033|26.24| .184 | 4.67 | .310| 7.87 | .183 | 4.65| .525|13.34| .130 | 3.30 | .250 | 6.35| .450|11.43/1.185 30.10
37S |1.487|37.72/1.265/32.13|1.101/27.96| .250 | 6.35| .310| 7.87 | .195| 4.95| .525 |13.34| .130| 3.30 | .250 | 6.35| .450 | 11.43]1.185| 30.10
51P | 1.435/36.45/1.215/30.86| .983 | 24.97| .228 | 5.79 | .351 | 8.92| .183 | 4.65| .660 | 16.76| .150 | 3.81 | .300 | 7.62 | .450|11.43|1.225| 31.12
51S | 1.435/36.45/1.215/30.86| 1.051|26.70| .296 | 7.52 | .351 | 8.92| .195| 495 | .660 | 16.76| .150 | 3.81 | .300| 7.62 | .450|11.43]1.225| 31.12
69P | 1.740/44.20/1.515/38.48) 1.283|32.59| .228 | 5.79 | .351 | 8.92| .183 | 4.65| .750|19.05| .150 | 3.81| .300| 7.62 | .450|11.43|1.530| 38.86
69S | 1.740/44.20/1.515| 38.48/ 1.351|34.32| .296 | 7.52| .351 | 8.92| .195| 4.95 | .750 |19.05| .150 | 3.81 | .300 | 7.62 | .450 [11.43|1.530| 38.86
75P  |2.080|52.83|1.705/43.31|1.384|35.15| .228 | 5.79 | .351 | 8.92 | .183 | 4.65 | .800 |20.32| .200 | 5.08 | .400 |10.16| .590 |14.99|1.650| 41.91
75S |2.080|52.83|1.705|43.31|1.450|36.83| .296 | 7.52 | .351 | 8.92 | .195 | 4.95 | .800 |20.32| .200 | 5.08 | .400 [10.16| .590 |14.99/1.650| 41.91
100P |2.175|55.12|1.800/45.72(1.383|35.13| .270 | 6.86 | .394 |10.01| .183 | 4.65 |1.010|25.65| .200 | 5.08 | .400 | 10.16| .590 | 14.99|1.820| 46.23
100S |2.175|55.12|1.800|45.72|1.451|36.86| .333 | 8.46 | .394 |10.01| .195 | 4.95 |1.010|25.65| .200 | 5.08 | .400 |10.16| .590 | 14.99|1.820| 46.23
130P |2.520|64.01|2.150/54.61|1.735|44.07| .270 | 6.86 | .394 |10.01| .183 | 4.65 |1.010|25.65| .200 | 5.08 | .400 |10.16| .620 |15.75|2.160| 54.86
130S |2.520/64.01|2.150|54.61|1.735|44.07| .333 | 8.46 | .394 |10.01| .195 | 4.95 |1.010|25.65| .200 | 5.08 | .400 | 10.16| .620 | 15.75|2.160| 54.86

Performance Specifications Materials and Finishes

Current Rating 3 AMP Aluminum Alloy 6061 or Stainless Steel, 300 Series,
Connector Shell . . . .
DWV 600 VAC Sea level passivated. See Ordering Info for Plating Options
Insulation Resistance 5000 Megohms Minimum Liquid Crystal Polymer (LCP)/
Insulator, Tray
Contact Resistance 8 Milliohms Maximum Polyphenylene Sulfide (PPS)
Low Level Contact Resist. 32 Milliohms Maximum Interfacial Seal | Fluorosilicone Rubber, Blue
Magnetic Permeability 2 4 Maximum Pin Contact Copper Alloy, Gold over Nickel Plating
Operating Temperature -55°C.to +150° C. Socket Contact | Copper Alloy, Gold Over Nickel Plating
Shock, Vibration 50g., 20g. PCBTerminals | Gold Plated Copper Alloy, Solder Dipped
Mating Force (10 Ounces) X (# of Contacts) Hardware 300 Series Stainless Steel

Encapsulant Epoxy Resin Hysol EE4215

© 2013 Glenair, Inc. High Performance Micro-D Connectors and Cables U.S. CAGE Code 06324 Printed in U.S.A.
GLENAIR, INC. - 1211 AIR WAY - GLENDALE, CA 91201-2497 - 818-247-6000 < FAX 818-500-9912

www.glenair.com C-23 E-Mail: sales@glenair.com




E lenair.

Micro-D MWDM-CBR

Right Angle Thru-Hole
Printed Circuit Board Connectors

MICRO-D CBR Board Mount Connector PCB Layouts - Pin Connectors

Patterns shown are for connector mounting side of PC board. 9 Thru 69 Contacts .096 (2.44) Diameter Mounting Holes, 75-130 Pin .125 (3.18) Diameter
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High Performance Micro-D Connectors and Cables
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Micro-D MWDM-CBR .
Right Angle Thru-Hole
Printed Circuit Board Connectors le na”:@

MICRO-D CBR Board Mount Connector PCB Layouts - Pin Connectors

Patterns shown are for connector mounting side of PC board. 9 Thru 69 Contacts .096 (2.44) Diameter Mounting Holes, 75-130 Pin .125 (3.18) Diameter
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Right Angle Thru-Hole
Printed Circuit Board Connectors
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MICRO-D CBR Board Mount Connector PCB Layouts - Socket Connectors

Patterns shown are for connector mounting side of PC board. 9 Thru 69 Contacts .096 (2.44) Diameter Mounting Holes, 75-130 Pin .125 (3.18) Diameter
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MICRO-D CBR Board Mount Connector PCB Layouts - Socket Connectors

Patterns shown are for connector mounting side of PC board. 9 Thru 69 Contacts .096 (2.44) Diameter Mounting Holes, 75-130 Pin .125 (3.18) Diameter
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64 62 60 58 56 54 52 50| 48 46 44 42 40 38 36 34
-] o o o o o o o] © o o
98 96 94 92 90 83 8 84 ls2 80 78 76 74 72 70 68 66
o o o o o o o o o -] o o o o o o
97 95 93 91 89 87 85 83| 81 79 77 75 73 71 69 67
-] o o o o o o o, o o o o (-] o o o
130 128 126 124 122 120 118 116 114 112 110 108 106 104 102 100
o o o o o o o o o o o o o o o
129 127 125 123 121 119 117 1151113 111 109 107 105 103 101 99
[+ o [ o [ (-] o o (<] o [ o
| 100 (2.54) TYP 275
6.99
050 (1.27) TYP (6.99)
2.150 (54.61)
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Micro-D MWDM-SMR

Surface Mount Right Angle
Printed Circuit Board Connectors

Surface Mount Micro-D - These connectors feature .025 inch
terminal spacing and an alignment strip for accurate registration. The
integral mounting legs provide a ground path.

9 To 51 Contacts - These compact connectors are lighter and
smaller than comparable thru-hole versions.

Mil Spec Reliability — Suitable for mission-critical requirements,
These high performance connectors meet the requirements of
MIL-DTL-83513.

Aluminum Shell

Aluminum Shell Socket
Epoxy Potting Contact

TwistPin

Contact Epoxy Potting

Plastic Algment
X Alignment gStrip
S lEeEsSss==o 09 \ Strip

\Z i

Insulator \- Integral Mounting Leg

Insulator .
Integral Mounting Leg

FIouros_iIicone
Pin Connector Interfacial Seal Socket Connector

How To Order Surface Mount PCB Micro-D Connectors

Sample Part Number MWDM | 2 | L |[51-2| P [SMR| P [N

Series MWDM Glenair Micro-D

Aluminum-Shell Stainless Steel Shell
Shell Material 1-Cadmium 2 - Nickel 3 - Passivated

and Finish 4 - Black Anodize 5-Gold

6 - Chem Film

L - LCP or PPS
Insulator Material LCP - 30% Glass-Filled Liquid Crystal Polymer/
PPS - 40% Glass Filled Polyphenylene Sulfide

Contact Layout 9,15,21,25,31,37,51-2 (SeeTable )

Contact Type P-Pin S-Socket

Termination Type SMR - Surface Mount Right Angle

N - Thru-Hole Jackposts for Rear Panel Mounting

Jackpost or P - Jackpost R1 - .032"Panel R4 - .093"Panel
Jackscrew Option M - Jackscrew, Hex Head R2 - .047"Panel R5 - .125 Panel
T-Threaded Insert R3 - .062"Panel R6 - .080"Panel

N - Thru-Hole, No Insert
T -Threaded Inserts _+_

Board Mounting Threaded
Insert Option .160 (4.06) Max

#2-56 Insert T
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Micro-D MWDM-SMR , e
0 (=]
Surface Mount Right Angle >
Dimensions ® =
Table I: Dimensions
A
B
c .070 Max
f f \ —\\ 177 (4.50) —
324(823) D @ 00000000000 g\  —
l P /) '
ALLEEEE e 094 (2.39) |t J f
008.005 (0.20+ 0.08)
JACKPOST, THREADED INSERT: #2-56 UNC-2B THREADS
THRU-HOLE: .096 + .005 (2.43 £ 0.13
F |
i | 224
; | — (5.69)
‘ T
‘ |
‘ | 1 i
581 (iaen =T =
. (12.47)
(14.76) %J ——— 093 + .005
{ /] (2.36 £ 0.13)
K}é ‘ | &,
200 (5.08) TYP
025 (0.64) TYP —=1[~— =
@.008 + .001 (0.20 + 0.03)
A Max. B C Max. D Max.
Layout In mm In. mm. In mm In mm In. mm.
’ ’ +.005 +0.13 ’ ’ ’ : +.003 +0.08
9P .785 19.94 565 14.35 333 8.46 .184 4.67 .183 4.65
9S .785 19.94 565 14.35 400 10.16 .250 6.35 195 495
15P 935 23.75 715 18.16 483 12.27 .184 4.67 .183 4.65
15S 935 23.75 715 18.16 551 14.00 .250 6.35 195 495
21P 1.085 27.56 .865 21.97 633 16.08 .184 4.67 .183 4.65
21S 1.085 27.56 .865 21.97 701 17.81 .250 6.35 .195 4,95
25P 1.185 30.01 965 24,51 733 18.62 .184 4.67 .183 4.65
258 1.185 30.01 965 24.51 .801 20.35 .250 6.35 .195 495
31P 1.335 33.91 1.115 28.32 .883 2243 .184 4.67 .183 4.65
318 1.335 33.91 1.115 28.32 951 24.16 .250 6.35 .195 4,95
37P 1.485 37.72 1.265 32.13 1.033 26.24 .184 4.67 .183 4.65
37S 1.485 37.72 1.265 32.13 1.101 27.96 .250 6.35 .195 4,95
51-2P 1.840 46.74 1.615 41.02 1.375 3493 .184 4.67 .183 4.65
51-2S 1.840 46.74 1.615 41.02 1.444 36.68 .250 6.35 195 495
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. Micro-D MWDM-SMR
Surface Mount Right Angle
e nazn Hardware

Surface Mount MICRO-D Hardware Options

R1 Thru R6

N—2
!

&

Thru-Hole Standard Jackpost Jackpost for Rear Panel Mounting

No jackpost supplied Factory installed with nut and lockwasher Shipped loosely installed. Install with permanent
threadlocking compund.

M T T

B B B

]

[

©) &) O

Jackscrew, Hex Drive Threaded Insert Board Mount Threaded Insert
Attached with e-ring #2-56 Thread

Performance Specifications aterials And Finishes

Current Rating 1 AMP Aluminum Alloy 6061.See Ordering Info for
Connector Shell ’ .
DWV 600 VAC Sea level Plating Options
Insulation Resistance 5000 Megohms Minimum Insulators Liquid Crystal Polymer (LCP)/Polyphenylene
Contact Resistance 8 Milliohms Maximum Sulfide (PPS)
Low Level Contact Resist. 32 Milliohms Maximum Interfacial Seal Fluorosilicone Rubber, Blue
Magnetic Permeability 2 g Maximum Pin Contact Beryllium Copper Gold over Nickel Plating
Operating Temperature -55°C.to +150° C. Socket Contact Copper Alloy Gold Over Nickel Plating
Shock, Vibration 50g., 20g. PCB Terminals Gold Plated Copper Alloy, Solder Dipped
Mating Force (10 Ounces) X (# of Contacts) Hardware 300 Series Stainless Steel
Encapsulant Epoxy Resin Hysol EE4215
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Micro-D MWDM-SMR .
Surface Mount Right Angle
lenair

SMR Surface Mount Connector PCB Layouts

Suggested Printed Circuit Board Layout B
74

~—(4.42) 492(12.47)

F.ozs (0.64) TYP

¥
womy [T
9 Contacts SRR :—;{Tﬂ ﬁo17(0.43)
2.093
HHHHHH HH (2:36)
1627384095 A

@
@

Socket A B
15 Contacts 8157146135124 113102 9 1 IS In. mm. In. mm.
9 565 1435 200 5.08
15 715 18.16 350 8.89
1921031 4125136147158 21 865 21.97 500 12.70
Pin 25 965 24,51 600 15.24
Socket 31 1.115 28.32 750 19.05
12110209198 187176165154 143132 12 1 37 1265 3213 900 2286

- S=——

Socket
1325122411231022 9218207196 18517 4163 152 14 1

Ll

Socket
1631153014 2913281227 11261025924 8 237226 215204 193 18 2 17 1

g e

117 218319420521 622723824 92510261127122813291430153116 @
Pin

@

25 Contacts

@

@

Socket
1937183617351834 153314 321331123011291028 9278267256 245234 2321220 1

B | T T

1202213242352 627282792810291130123113321433153418351736183719 @
Pin

@

Socket
26512550 24 49 23 48 22 47 21 46 20 45 19 44 18 43 17 42 18 41 1540 14 391338 1237 11361035 9 34 8 33 7326 31 530 4 20 3 28 2 27 1

- Immnnmunom—nm;-- -
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Micro-D GMR7580

Vertical Mount
27:@ Printed Circuit Board Connectors

Save Space On Your Circuit Board - These Micro-D connectors
feature .075 X .075 inch terminal spacing. Glenair's GMR7580
offers significant size and weight savings compared to traditional
.100" pitch connectors.

4)d @-odIN

High Performance — GMR7580 connectors meet the
performance requirements of MIL-DTL-83513. Gold-plated
TwistPin contacts assure best performance.

How To Order GMR7580 Vertical
Sample Part Number GMR7580 -31 S 2 B NN 513

Series GMR7580 - Micro-D Vertical Mount Connector

Contact Layout 9,15,21,25,31,37,51, 100 (See Table Il)
Contact Type P-Pin S-Socket
1-.109"(2.76) 2-.150"(3.81) 3-.190"(4.83)
Tail Length Inches (mm) 4-.250" (6.35) 5 -Staggered Tail Length
Length in Inches £.015 (0.38)
Aluminum Shell Stainless Steel Shell
Shell Plating Finish A - Cadmium B - Nickel F - Passivated
C- Allochrome D - Black Anodize E - Gold

NN - No Jackpost, No Threaded Insert
PN - Extended Jackpost For .062" (1.6) PCB,
No Threaded Insert

RN - Extended Jackpost For .196" (5.0) PCB,
No Threaded Insert

Rear Panel Mount Jackposts
and Threaded Inserts
UNThreads  MetricThreads Panel Thickness

Hardware Option

NU - Threaded insert only, no jackposts TU ™ 094" (2.4)

NM - Metric Threaded Insert Only, No Jackposts VU VM 062" (1.6)

SU - Short Jackpost and Threaded Insert wu WM 047" (1.2)

SM - Short Jackpost and Metric Threaded Insert XU XM .031"(0.8)

(See Table I) YU YM .023"(0.6)
Gold-Plated These connectors are solder-dipped in 60/40 tin-lead solder.
Terminal Mod Code To delete the solder-dip and change to gold-plated terminals, add code 513

Table I: Jackpost Options
TU, VU, WU, XU, YU
NN PN and RN NU, NM SU, SM T™, VM, WM, XM, YM

-

N
>

’
/

‘2\

Thru-Hole Jackpost Kit Threaded Inserts Jackpost With Threaded Jackpost for Rear Panel
PN - .062 (1.6) PCB Insert Mounting
RN - .196 (5.0) PCB
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Micro-D GMR7580 .
Vertical Mount
Printed Circuit Board Connectors le naz&

GMR7580 Connector Dimensions

A o F ~—H-— STAGGERED LEADS
B
¢ —
RPN e B
E D @ < ooooooooooooooooooooooooo @ G ¢ = ( . )
- = - NIDMAII0ImY — roro :
©.020 (0.51) | 1y EnaTH Hﬁi
+.002 (0.05) + 015 (0.38) [ — T
.050 (1.27)
SIZES 9 THRU 51 MOUNTING HOLE ARE .088/096 (2.24/2.39) SIZES 9 THRU 51 THREAD SIZE IS #2-56 UNC OR M2 T.oso (1.27)
SIZE 100 MOUNTING HOLE IS .145/.151 (3.68/3.81) SIZE 100 THREAD SIZE IS #4-40 OR M3
A Max. B C Max. D Max. E Max. F G Max. H Max.
Layout In. mm. In . mm. In. mm. In. mm. In. mm. In . mm. In. mm. In. mm.
+ 005 | £0.13 +.003 | +£0.08
oP 785 | 1994 | 5565 | 1435 | 335 | 851 | .185 | 470 | 310 | 7.87 | .183 | 465 | .355 | 9.02 | 310 | 7.87
9s 785 | 1994 | 565 | 1435 | 400 | 10.16 | 251 | 638 | 310 | 7.87 | .195 | 495 | 355 | 9.02 | .310 | 7.87
15P 935 | 2375 | 715 | 18.16 | 485 | 1232 | 185 | 470 | 310 | 7.87 | .183 | 465 | 355 | 9.02 | 310 | 7.87
155 935 | 2375 | 715 | 1816 | 550 | 1397 | 251 | 638 | 310 | 7.87 | .195 | 495 | 355 | 9.02 | 310 | 7.87
21P 1.085 | 2756 | .865 | 2197 | 635 | 16.13 | .185 | 470 | 310 | 787 | .183 | 465 | 355 | 9.02 | 310 | 7.87
21S 1.085 | 27.56 | .865 | 2197 | .700 | 17.78 | 251 | 638 | 310 | 787 | .195 | 495 | 355 | 9.02 | 310 | 7.87
25P 1.185 | 30.01 | .965 | 2451 | 735 | 1867 | .185 | 470 | 310 | 787 | .183 | 465 | 355 | 9.02 | 310 | 7.87
25S 1.185 | 30.01 | .965 | 2451 | 800 | 2032 | 251 | 638 | 310 | 787 | .195 | 495 | 355 | 9.02 | .310 | 7.87
31P 1335 | 3391 | 1.115 | 2832 | 885 | 2248 | .185 | 470 | 310 | 787 | .183 | 465 | 355 | 9.02 | 310 | 7.87
31S 1335 | 3391 | 1.115 | 2832 | 950 | 2413 | 251 | 638 | 310 | 787 | .195 | 495 | 355 | 9.02 | .310 | 7.87
37P 1485 | 37.72 | 1.265 | 32.13 | 1.035 | 2629 | .185 | 470 | 310 | 787 | .183 | 465 | 355 | 9.02 | 310 | 7.87
375 1485 | 37.72 | 1.265 | 3213 | 1.100 | 27.94 | 251 | 638 | 310 | 787 | .195 | 495 | 355 | 9.02 | .310 | 7.87
51P 1435 | 3645 | 1.215 | 30.86 | 985 | 25.02 | 228 | 579 | 351 | 892 | .183 | 465 | 355 | 9.02 | .351 | 892
51S 1435 | 3645 | 1.215 | 30.86 | 1.050 | 2667 | 296 | 752 | 351 | 892 | .195 | 495 | 355 | 9.02 | 351 | 892
100P 2.170 | 55.12 | 1.800 | 4572 | 1.384 | 3515 | 271 | 6.88 | .470 | 1194 | .183 | 465 | 430 | 1092 | .470 | 11.94
100S 2170 | 55.12 | 1.800 | 4572 | 1451 | 3686 | .333 | 846 | .470 | 1194 | .195 | 495 | 430 | 1092 | .470 | 11.94

Performance Specifications Materials and Finishes

Current Rating 3 AMP Aluminum Alloy 6061 or Stainless Steel, 300 Series,
DWV 600 VAC Sea level Connector Shell passivated. See Ordering Info for Plating Options
Insulation Resistance 5000 Megohms Minimum Insulator, Tray Liquid Crystal Polymer (LCP)
Contact Resistance 8 Milliohms Maximum ! Polyphenylene Sulfide (PPS)
Low Level Contact Resist. 32 Milliohms Maximum Interfacial Seal Fluorosilicone Rubber, Blue
Magnetic Permeability 2 g Maximum Pin Contact Copper Alloy, Gold over Nickel Plating
Operating Temperature -55°C.to +150° C. Socket Contact Copper Alloy, Gold Over Nickel Plating
Shock, Vibration 50g., 20g. PCB Terminals Tin Plated Copper Alloy (100% Tin)
Mating Force (10 Ounces) X (# of Contacts) Hardware 300 Series Stainless Steel
Encapsulant Epoxy Resin Hysol EE4215
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E lenair.

Micro-D GMR7580

Vertical Mount
Printed Circuit Board Connectors

GMR7580 Connector PCB Layouts - Pin Connectors

Patterns shown are for connector mounting side of PC board.

170 (4.32)
I ¢
il)'.m(ga.g) 0375 (0.95) @4!@)5 o0
1= —13—-4L-§-E —G-e- & - —-
e 3 126 15
T 2 [~ 0375 0.5 075 (1.91 %3 %
.0375 (0.95) ) (0.95) 075(1.91) =—.0375 (0.95)
<—075 (1.91) 096 (2.44) 096 (2.44)
DIATYP ~—075(1.91) DIATYP
.565 (14.35) |«————715(18.16)
9 PIN 15PIN
096 (2.44)
¢
I I
1%%65'@%@@10@11 %%(9566'@3%6%1612
G} AR AR G}_ T 18-6%_@21_@10_(%4_%-_
% B B G Go o 7% B P B0 % % B
075 (1.91) ~—0375(0.95) 096 (244) 075 (1.91) 0375 (0.95)
865 (21.97) 965 (24.51) —— |
21PIN 25 PIN
096 (2.44)
— ~— 183 (4.65) — 183 (4.65) DIA TYP
¢ ¢
_LQZ%%G%G_%@Q 9% 9% _LG%%(%G%@S%'%%%%%%
D —eoe99499999 D te-a0 0004999999
I % % % 3% %6 B %o % \ I %% %% BB %% % %%
075 (1.91) 0375 (0.95) 096 (244) 075 (191) ~—.0375 (0.95)
-~ 1115(283) ——— + 1.265 (32.13) !
31PIN 37 PIN
096 (2.44) 125 (3.18)
DIATYP . 263 (6.68) ¢ DIATYP
¢ 0375 (095 !
— e ,®®®®®( ) 9892899 %%%%%%%%%%
@% 72 %% %; 10 11@ 9195 % B %9 %% %% ®3e®12%9®15@4298@45%1 % % %

G}i 493-%2339.25_;._ 25.12.%%2.% 5 G}-_-—-—-st-%—%—%z-%-%s%— %% %% %% %8 %
%0%29%%% Z%é) ?94%%)4239%3 U 526%3®55®56®586‘)596%1®625 B2 B% %% 0375
% %7 % % B B -2073724045% 7% B % 7% % % % % B ®ea)®s4 B0 % %% %% % (0.95)

075 (1.91) 075 (0.95) %6 95 99 %1 %2 B Bd B B B0 %1 %2 % B % %6 Qoo
~—075 (1.91) 75 (1.91) <— 0375 (0.95)
1.215 (30.86) —  |~—075(1.91)
1.800 (45.72) |
51 PIN 100 PIN
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Micro-D GMR7580 .
Vertical Mount
Printed Circuit Board Connectors le naz&

GMR7580 Connector PCB Layouts - Socket Connectors

Patterns shown are for connector mounting side of PC board.

_ 470 (4.32)
¢
ll)'m (3.38) 0375 (0.95) 066 66

8 7 5 4 2 1
i Lo A C
9 '
0375 (0.95) 075 (099 075 (1.91) 075 191 ! 0875 0.95) \
<—o75 (1.91) 096 (2.44) 075190 —=|  |[=—075(1.91) '835%34)
565 (14.35) " DIATYP . 715(18.16)
9 SOCKET 15 SOCKET
096 (2.44)
— 170 (4.32) . 183 465 DIATYP
_L % 8 7 ) 9
E} _18|6<?(???2_-_ G -4;84?5
0
075 (1.91) 0375 (0.9) 096 (2.44) 075 (1.91) ‘_0375 095)
075 (191) DIATYP —|  |~—o075(1.91)
. 865(21.97) 965 (24.51)
21 SOCKET 25 SOCKET
096 (2.44)
— -— 183 (4.65) — 183 (4.65) DIATYP
¢
1% %8%%%%999 i%%%%%“ AR
D-eeeses oo @ 229,479 2 99
J—ggge :%3%«%5)%@7 T?%@t?zm?%%%%%zo
075 (191 - : 075 (191
4 <075 (1.91) 00249 ~— 075 (1.91)
1115 (28.32) 1265 (32.13) ,
31 SOCKET 37 SOCKET
125(3.18)
096 (2.4
Y A 263 (6.68) ¢ DIATYP
NN w508 @%@%@%@%@%@%@%@%.%@?@% N @?@ A
ANSAN Q—I 9299 5%_8%_2?3%%2@ Py
CHERRR L e N
?%%45%%?291%?% 54219865;2 9 58 3 52
089010998809 38889 WeB8BBY S8 Y
® 2 a7 R RP%RIRERERRE
075 (191 0375 (0.95)
«— 075 (1_91) 075 (1.91)
~—075 (1.91)
1215 (30.86)
1.800 (45.72) |
51 SOCKET 100 SOCKET
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Micro-D GMR7590

Right Angle Mount
Printed Circuit Board Connectors

Save Space On Your Circuit Board - These Micro-D connectors
feature .075 X .075 inch terminal spacing. Glenair's GMR7590
offers size and weight savings compared to traditional .100" pitch
connectors.

High Performance - GMR7590 connectors meet the performance
requirements of MIL-DTL-83513. Gold plated TwistPin contacts assure
best electrical and mechanical performance.

How To Order GMR7590 Connectors

GMR7590 | -31 S 2 B SU | 513
Series GMR7590 Right Angle Mount Connector
Contact Layout 9,15, 21, 25, 31,37, 51, 100,
Contact Type P-Pin S-Socket
Tail Length in 1-.109"(2.76) 2-.150"(3.81) 3-.190"(4.83) 4-.250"(6.35) 5 -Staggered Tail Length
Inches (mm.) Length in Inches +.015 (0.38)
Aluminum Shell Stainless Steel Shell
Shell Plating Finish A - Cadmium B - Nickel C- Allochrome F - Passivated
D - Black Anodize E - Gold
NN - No Jackpost, No Threaded Insert Rear Panel Mount Jackposts and Threaded Inserts
NU - Threaded Insert Only, No Jackposts UN Threads Metric Threads  Panel Thickness
NM - Metric Threaded Insert Only, No Jackposts TU ™ 094" (2.4)
Jackpost Options SU - Short Jackpost and threaded Insert VU VM 062" (1.6)
SM - Short Jackpost and Metric Threaded Insert wu WM 047" (1.2)
SN - Short Jackpost, No Threaded Insert XU XM .031"(0.8)
(See Table I) YU YM .023" (0.6)
Gold-Plated These connectors are solder-dipped in 60/40 tin-lead solder.
Terminal Mod Code To delete the solder dip and change to gold-plated terminals, add code 513

Table I: Jackpost Options

TU,VU,WU,XU,YU

NN NU, NM SN SU, Sm TM,VM,WM,XM,YM

v

—

7

7
N
\

AN

No Jackpost, No Jackpost, Jackpost Installed, No Jackpost With Threaded Jackpost for Rear Panel
No Threaded Insert In PCB | Threaded Insert In PCB Threaded Insert in PCB Insert Mounting
Mtng Hole Mounting Hole Mounting Hole
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Micro-D GMR7590 .
Right Angle Mount
Printed Circuit Board Connectors le naz&

Table Il: Dimensions

B

C
} I 7\ .150 (3.81)
E D @) / OOOOOOOOOOOOOOOOOOOOOOOOO @3 |: +.015 (0.38) [
il el ) | |

b : TAIL LENC”-‘;T”H”j vl H H
] +.015 (0.38) —
050 (1.27) ‘
050 (1.27)

STAGGERED LEADS

SIZES 9 THRU 51 MOUNTING HOLE IS .088/096 (2.24/2.39) SIZES 9 THRU 51 THREAD SIZE IS #2-56 UNC OR M2.
SIZE 100 MOUNTING HOLE IS .145/.151 (3.68/3.81) SIZE 100 THREAD SIZE IS #4-40 OR M3.
A Max. B C Max. D Max. E Max. F G Max. H
Layout In. mm. In . mm. In. mm. In. mm. In. mm. In . mm-. In. mm. In. mm.
+.005 | £0.13 +.003 | £0.08 +.010 | 025
9P .785 19.94 .565 14.35 335 8.51 .185 4.70 310 7.87 183 4.65 400 10.16 250 6.35
9s .785 19.94 | .565 14.35 400 10.16 | .251 6.38 310 7.87 195 4.95 400 10.16 | .250 6.35
15P 935 23.75 715 18.16 485 12.32 185 4.70 310 7.87 183 4.65 400 10.16 250 6.35
158 935 23.75 715 18.16 .550 13.97 251 6.38 310 7.87 195 4.95 400 10.16 250 6.35
21P 1.085 | 27.56 | .865 | 21.97 .635 16.13 | .185 4.70 310 7.87 183 4.65 400 10.16 | .250 6.35
21S 1.085 | 27.56 | .865 | 21.97 .700 17.78 | .251 6.38 310 7.87 195 4.95 400 10.16 | .250 6.35
25P 1.185 | 30.01 965 | 24.51 735 18.67 | .185 4.70 310 7.87 183 4.65 400 10.16 | .250 6.35
25S 1.185 | 30.01 965 | 24.51 .800 20.32 | .251 6.38 310 7.87 195 4.95 400 10.16 | .250 6.35
31P 1.335 | 3391 | 1.115 | 28.32 .885 2248 | .185 4.70 310 7.87 183 4.65 400 10.16 | .250 6.35
31S 1.335 | 3391 | 1.115 | 28.32 .950 2413 | .251 6.38 310 7.87 195 4.95 400 10.16 | .250 6.35
37P 1485 | 37.72 | 1.265 | 32.13 | 1.035 | 26.29 | .185 4.70 310 7.87 183 4.65 400 | 10.16 | .250 6.35
37S 1485 | 37.72 | 1.265 | 32.13 | 1.100 | 27.94 | .251 6.38 310 7.87 195 4.95 400 | 10.16 | .250 6.35
51P 1.435 | 3645 | 1.215 | 30.86 .985 25.02 | .228 5.79 351 8.92 .183 4.65 490 | 1245 | .300 7.62
51S 1.435 | 3645 | 1.215 | 30.86 | 1.050 | 26.67 | .296 7.52 351 8.92 195 4.95 490 12.45 .300 7.62
100P 2.170 | 55.12 | 1.800 | 45.72 | 1.384 | 35.15 | .271 6.88 394 | 10.00 | .183 4.65 .660 16.76 | 400 | 10.16
100S 2.170 | 55.12 | 1.800 | 45.72 | 1.451 | 36.86 | .333 8.46 394 | 10.00 | .195 4.95 .660 16.76 | 400 | 10.16

Performance Specifications Materials and Finishes

Current Rating 3 AMP Aluminum Alloy 6061 or Stainless Steel, 300 Series,
Connector Shell . . . .
DWV 600 VAC Sea level passivated. See Ordering Info for Plating Options
Insulation Resistance 5000 Megohms Minimum Liquid Crystal Polymer (LCP)
Insulator, Tray f
Contact Resistance 8 Milliohms Maximum Polyphenylene Sulfide (PPS)
Low Level Contact Resist. 32 Milliohms Maximum Interfacial Seal Fluorosilicone Rubber, Blue
Magnetic Permeability 2 p Maximum Pin Contact Copper Alloy, Gold over Nickel Plating
Operating Temperature -55°C. to +150° C. Socket Contact Copper Alloy, Gold Over Nickel Plating
Shock, Vibration 50 g., 20g. PCB Terminals Tin Plated Copper Alloy Sn60/Pb40
Mating Force (10 Ounces) X (# of Contacts) Hardware 300 Series Stainless Steel
Encapsulant Epoxy Resin Hysol EE4215
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Micro-D GMR7590

Right Angle Mount
Printed Circuit Board Connectors

GMR7590 Connector PCB Layouts - Pin Connectors

Patterns shown are for connector mounting side of PC board.
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Micro-D GMR7590 .
Right Angle Mount
Printed Circuit Board Connectors le naz&

GMR7590 Connector PCB Layouts - Socket Connectors

Patterns shown are for connector mounting side of PC board.
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Micro-D GMR7580C Compact Flange

Vertical Mount
Printed Circuit Board Connector

4)d @-odIN

Innovative Design for Flex Circuits - These Micro-D
connectors answer the need for a compact flex circuit
connector. Featuring .075 X .075 inch row spacing. Glenair's
GMR7580C accepts standard jackscrews and jackposts,
making it ideal for flex-to-board applications.

High Performance — GMR7580C connectors meet the
performance requirements of MIL-DTL-83513. Gold-plated
TwistPin contacts assure best electrical and mechanical
performance.

How To Order GMR7580 Vertical .075" Pitch Connectors

Sample Part Number GMR7580C 31 | S 2 B S1 | 513
. GMR7580C
Series . -
Micro-D Metal Shell, Vertical Mount PCB, Compact
Contact Layout 9,15, 21,25,31,37,51, 100 (Table Il)
Contact Type P-Pin S-Socket
Tail L thi 1-.109"(2.76) 2-.150"(3.81) 3-.190"(4.83)
antength in 4-.250" (6.35) 5 - Staggered Tail Length
Inches (mm.) .
Length in Inches +.015 (0.38)
Aluminum Shell Stainless Steel Shell
Shell Plating Finish A - Cadmium B - Nickel C - Allochrome F - Passivated
D - Black Anodize E - Gold
Mounting Hardware B,P,M,M1,S,S1,L, K F,R(SeeTable)
Gold-Plated These connectors are solder-dipped in 60/40 tin-lead solder.
Terminal Mod Code To delete the solder dip and change to gold-plated terminals, add code 513
able I: Mounting Hardware
S S1 L K F R
Thru-Hole Jackpost Jackscrew Jackscrew Jackscrew Jackscrew Jackscrew Jackscrew | Float Mount | Float Mount
Order Removable Hex Head Hex Head Slot Head Slot Head Hex Head Slot Head For Front For Rear
Hardware | Includes Nut | Removable | Removable | Removable | Removable Non- Non- Panel Panel
Separately | and Washer E-ring E-ring E-ring E-ring Removable | Removable Mounting Mounting
Extended Extended Extended
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Micro-D GMR7580C Compact Flange .
Vertical Mount
Printed Circuit Board Connector le naz&

Table Il: Dimensions

A
B [}
C F

! - 150 (3.81)
i @ QOOOOOOOOOOOOOOOOOOOOOOO?@ f .13) . +.015(0.38)
E— (25.4) H H H

020 (0.51) =l

#
i

fe—mm —>]
lw)

F—
+.002 (0.05)
.050 (1.27) .OEO (127)
SIZES 9 THRU 51 MOUNTING HOLE IS .088/096 (2.24/2.39) SIZES 9 THRU 51 THREAD SIZE IS #2-56 UNC
SIZE 100 MOUNTING HOLE IS .145/.151 (3.68/3.81) SIZE 100 THREAD SIZE IS #4-40
A Max. B C Max. D Max. E Max. F G Max. H Max.
Layout In. mm. In . mm. In. mm. In. mm. In. mm. In . mm-. In. mm. In. mm.
+.005 | £0.13 +.003 | £0.08
9P .785 19.94 .565 14.35 335 8.51 .185 4.70 310 7.87 183 4.65 355 9.02 310 7.87
9s .785 19.94 .565 14.35 400 10.16 251 6.38 310 7.87 195 4.95 355 9.02 310 7.87
15P 935 23.75 715 18.16 485 12.32 .185 4.70 310 7.87 183 4.65 355 9.02 310 7.87
158 935 23.75 715 18.16 550 13.97 251 6.38 310 7.87 195 4.95 355 9.02 310 7.87
21P 1.085 | 27.56 .865 21.97 .635 16.13 .185 4.70 310 7.87 183 4.65 355 9.02 310 7.87
21S 1.085 | 27.56 .865 21.97 .700 17.78 251 6.38 310 7.87 195 495 355 9.02 310 7.87
25P 1.185 | 30.01 .965 24.51 735 18.67 .185 4.70 310 7.87 183 4.65 355 9.02 310 7.87
25S 1.185 | 30.01 .965 24.51 .800 20.32 251 6.38 310 7.87 195 495 355 9.02 310 7.87
31P 1.335 | 3391 | 1.115 | 28.32 .885 22.48 .185 4.70 310 7.87 183 4.65 355 9.02 310 7.87
31S 1335 | 33.91 | 1.115 | 2832 950 2413 251 6.38 310 7.87 195 4.95 355 9.02 310 7.87
37P 1.485 | 37.72 | 1.265 | 32.13 | 1.035 | 26.29 .185 4.70 310 7.87 183 4.65 355 9.02 310 7.87
37S 1.485 | 37.72 | 1.265 | 32.13 | 1.100 | 27.94 251 6.38 310 7.87 195 495 355 9.02 310 7.87
51P 1.435 | 36.45 | 1.215 | 30.86 .985 25.02 228 5.79 351 8.92 183 4.65 355 9.02 351 8.92
51S 1.435 | 36.45 | 1.215 | 30.86 | 1.050 | 26.67 296 7.52 351 8.92 195 4.95 355 9.02 351 8.92
100P 2.170 | 55.12 | 1.800 | 45.72 | 1.384 | 35.15 271 6.88 394 10.00 .183 4.65 430 10.92 470 11.94
100S 2.170 | 55.12 | 1.800 | 45.72 | 1.451 | 36.86 333 8.46 394 10.00 195 495 430 10.92 470 11.94

Performance Specifications Materials and Finishes

Current Rating 3 AMP Aluminum Alloy 6061 or Stainless Steel, 300 Series,
Connector Shell . . . .

DWV 600 VAC Sea level passivated. See Ordering Info for Plating Options

Insulation Resistance 5000 Megohms Minimum Liquid Crystal Polymer (LCP)

: . - Insulator, Tray

Contact Resistance 8 Milliohms Maximum Polyphenylene Sulfide (PPS)

Low Level Contact Resist. 32v Milliohms Maximum Interfacial Seal Fluorosilicone Rubber, Blue

Magnetic Permeability 2 g Maximum Pin Contact Copper Alloy, Gold over Nickel Plating

Operating Temperature -55°C.to +150° C. Socket Contact Copper Alloy, Gold Over Nickel Plating

Shock, Vibration 50 9., 20g. PCB Terminals Tin Plated Copper Alloy (100% Tin)

Mating Force (10 Ounces) X (# of Contacts) Hardware 300 Series Stainless Steel
Encapsulant Epoxy Resin Hysol EE4215
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GMR7580C Connector PCB Layouts - Pin Connectors

Patterns shown are for connector mounting side of PC board.
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Micro-D GMR7580C Compact Flange .
Vertical Mount
Printed Circuit Board Connector le naz&

GMR7580C Connector PCB Layouts - Socket Connectors

Patterns shown are for connector mounting side of PC board.
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E Micro-D GMR7590C Compact Flange
°-3 Right Angle Mount
& 7/:@ Printed Circuit Board Connector

Innovative Design for Flex Circuits — These Micro-D
connectors answer the need for a compact flex circuit
connector. Featuring .075 X .075 inch row spacing. Glenair's
GMR7590C accepts standard jackscrews and jackposts, making
it ideal for flex-to-board applications.

High Performance - GMR7590C connectors meet the
performance requirements of MIL-DTL-83513. Gold plated
TwistPin contacts assure best electrical and mechanical
performance.

How To Order GMR7590 Connectors
Sample Part Number GMR7590C |-31| S | 2 | B | S1 | 513

GMR7590C Micro-D Right Angle Mount Connector
Contact Layout 9,15, 21, 25,31,37,51, 100 (See Table i)

Contact Type P-Pin S-Socket

1-.109"(2.76) 2-.150"(3.81) 3-.190"(4.83)
4-.250" (6.35) 5 - Staggered Tail Length
Length in Inches +.015 (0.38)

Tail Length in
Inches (mm.)

Aluminum Shell Stainless Steel Shell
Shell Plating Finish A -Cadmium B-Nickel C-Allochrome F - Passivated
D - Black Anodize E - Gold

Hardware B,P,M,M1,S,S1,L, K, F, R (SeeTablel)

Gold-Plated These connectors are solder-dipped in 60/40 tin-lead solder.
Terminal Mod Code To delete the solder dip and change to gold-plated terminals, add code 513

able I: Mounting Hardware
S S1 L K F R

Thru-Hole Jackpost Jackscrew Jackscrew Jackscrew Jackscrew Jackscrew Jackscrew | Float Mount | Float Mount
Order Removable Hex Head Hex Head Slot Head Slot Head Hex Head Slot Head For Front For Rear
Hardware | Includes Nut | Removable | Removable | Removable | Removable Non- Non- Panel Panel
Separately | and Washer E-ring E-ring E-ring E-ring Removable | Removable Mounting Mounting
Extended Extended Extended
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Micro-D GMR7590C Compact Flange .
Right Angle Mount l
Printed Circuit Board Connector e nazn

Table Il: Dimensions

A
B
C
(Gisssssssion) E 5 |

000 [¢]
000000000000

€

f-—m —>|
>
€

AR 0.0 }8‘834“ Ll
100 050 (1.21) .2)50 (1.27)
J‘Fﬁ = B4 STAGGERED LEADS
G Iﬁ . ﬁ, : T SIZES 9 THRU 51 MOUNTING HOLE IS .088/096 (2.24/2.39)
l CARARAAARAR SIZE 100 MOUNTING HOLE IS .145/.151 (3.68/3.81)
\ R O T 4 J
SIZES 9 THRU 51 THREAD SIZE IS #2-56 UNC
H SIZE 100 THREAD SIZE IS #4-40
A Max. B C Max. D Max. E Max. F G Max. H
Layout In. mm. . mm. In. mm. In. mm. In. mm. n. mm. In. mm. In. mm.
+.005 | £0.13 +.003 | £0.08 +.010 | £0.25
9P .785 19.94 | 565 14.35 335 8.51 185 4.70 310 7.87 183 4.65 400 10.16 400 10.16
9s .785 19.94 | 565 14.35 400 10.16 251 6.38 310 7.87 195 495 400 10.16 400 10.16
15P 935 23.75 715 18.16 485 12.32 .185 4.70 310 7.87 183 4.65 400 10.16 .530 13.46
158 935 23.75 715 18.16 550 13.97 251 6.38 310 7.87 195 4.95 400 10.16 .530 13.46
21P 1.085 | 27.56 .865 21.97 635 16.13 .185 4.70 310 7.87 .183 4.65 400 10.16 .700 17.78
21S 1.085 | 27.56 .865 21.97 .700 17.78 251 6.38 310 7.87 195 495 400 10.16 .700 17.78
25P 1.185 | 30.01 965 24.51 .735 18.67 185 4.70 310 7.87 183 4.65 400 10.16 .800 20.32
25S 1.185 | 30.01 965 24.51 .800 20.32 251 6.38 310 7.87 195 495 400 10.16 .800 20.32
31P 1335 | 33.91 | 1.115 | 2832 .885 2248 185 4.70 310 7.87 183 4.65 400 10.16 950 24.13
31S 1335 | 33.91 | 1.115 | 28.32 950 | 24.13 251 6.38 310 7.87 195 4.95 400 10.16 .950 2413
37P 1485 | 37.72 | 1.265 | 32.13 | 1.035 | 26.29 185 4.70 310 7.87 183 4.65 400 10.16 | 1.100 | 27.94
37S 1.485 | 37.72 | 1.265 | 32.13 | 1.100 | 27.94 251 6.38 310 7.87 195 495 400 10.16 | 1.100 | 27.94
51P 1.435 | 3645 | 1.215 | 30.86 .985 25.02 228 5.79 351 8.92 183 4.65 490 12.45 | 1.050 | 26.67
51S 1.435 | 3645 | 1.215 | 30.86 | 1.050 | 26.67 296 7.52 351 8.92 195 4.95 490 1245 | 1.050 | 26.67
100P 2170 | 55.12 | 1.800 | 45.72 | 1.384 | 35.15 271 6.88 394 10.00 183 4.65 .660 16.76 | 1.500 | 38.13
100S 2.170 | 55.12 | 1.800 | 45.72 | 1.451 | 36.86 333 8.46 394 10.00 195 4.95 .660 16.76 | 1.500 | 38.13

Performance Specifications Materials and Finishes

Current Rating 3 AMP Aluminum Alloy 6061 or Stainless Steel, 300 Series,
Connector Shell . . . .
Dwv 600 VAC Sea level passivated. See Ordering Info for Plating Options
Insulation Resistance 5000 Megohms Minimum Liquid Crystal Polymer (LCP)
Insulator, Tray
Contact Resistance 8 Milliohms Maximum Polyphenylene Sulfide (PPS)
Low Level Contact Resist. 32 Milliohms Maximum Interfacial Seal Fluorosilicone Rubber, Blue
Magnetic Permeability 2 y Maximum Pin Contact Copper Alloy, Gold over Nickel Plating
Operating Temperature -55°C.to +150°C. Socket Contact Copper Alloy, Gold Over Nickel Plating
Shock, Vibration 50g., 20g. PCB Terminals Tin Plated Copper Alloy (100% Tin)
Mating Force (10 Ounces) X (# of Contacts) Hardware 300 Series Stainless Steel
Encapsulant Epoxy Resin Hysol EE4215
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Micro-D GMR7590C Compact Flange

l ’ Right Angle Mount
enazn Printed Circuit Board Connector

GMR7590C Connector PCB Layouts - Pin Connectors

Patterns shown are for connector mounting side of PC board.
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CONNECTOR FLANGE —-—3—--
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Micro-D GMR7590C Compact Flange .
Right Angle Mount l
Printed Circuit Board Connector e nazn

GMR7590C Connector PCB Layouts - Socket Connectors

Patterns shown are for connector mounting side of PC board.

CONNECTOR FLANGE —-—-—--

CONNECTOR FLANGE — - - - -
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13'5It 3.38 H2040 CF|‘ _1_
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1% % D L B 5 ——————— IS 7 O D LR A I 29 B
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\ Micro-D GMLM MasterLatch®
l Rear Panel Mount, Condensed Board Straight, Vertical
e nazn Printed Circuit Board Receptacle

Master Latch Rear Panel Mount Receptacle - These Micro-D’s provide
excellent shock and vibration performance thanks to our innovative
MasterLatch® design. Once mated the latching mechanism prevents unwanted
separation of mated GMLM connectors.

High Performance — GMLMR connectors meet the performance requirements
of MIL-DTL-83513. Gold plated TwistPin contacts assure best electrical and
mechanical performance.

How To Order GMLMR Connectors

Sample Part Number GMLMR 2 L -25 S |CBS | R3 N T |-125
Series GMLMR Micro-D MasterLatch®
1 =Cadmium 2 = Nickel
SN ETEE R G 4 =Black Anodize 5 = Gold
6 = Chem Film
Insulator Material L =LCP or PPS
Contact Layout 9 thru 37 See Table Il
Contact Type S = Socket
Termination Type CBS = Condensed Board Straight
Rear Panel Mount B = No Hardware R1=.032 panel R2 =.047 panel,
Hardware Option R3 =.062 panel R4 =.093 panel R5 =.125 panel R6 =.080 panel
0O-Ring Type C =Conductive N = Nitrile
Threaded Insert T =Threaded Insert
Lead Length .080,.110, .125,.140, .150,.172,.190, .250

Table I: Jackpost Options Performance Specifications Materials and Finishes

R1 Thru R6 Current Rating 3 AMP Connector Alum!nur?'\ ?Ilcf)y, seie .
DWV 600 VAC Sea level Shell ordering info for plating
Panel options
. . 5000 Megohms
j‘ Insulation Resistance Minimum Liquid Crystal Polymer (LCP)
Insulator Polyphenylene Sulfide (PPS)
Q \ Contact Resistance | 8 Milliohms Maximum olyphenylene sulnde
\ Low Level Contact | 32 Milliohms Interfacial Seal | Fluorosilicone Rubber, Blue
Resist. Maximum Socket Contact | Phos Bronze/Gold Plate
\/\/\J Magnetic 5 U Maxi Hardware Stainless Steel/Passivate
Permeability K Maximum Encapsulant Epoxy Resin Hysol EE4215

Jackpost for Rear Panel Mounting Operating 55°C.t0 +150° C.
Shipped loosely installed. Install with Temperature
permanent threadlocking compound. Shock, Vibration 50g., 20g.
. (10 Ounces) X (# of
Mating Force Contacts)
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Micro-D GMLM MasterLatch®

Rear Panel Mount, Condensed Board Straight, Vertical
Printed Circuit Board Receptacle

Table II: Dimensions
Shell A B C D E
i Size +.003 (.08) +.003 (.08) Max.
094 (2.39) % 9 | 1.410(35.81) | 0.965(24.51) | 0.745(18.92) | 0.565(14.35) | 0.785(19.94)
| | | .735(18.67) 15 1.560 (39.62) | 1.115(28.32) | 0.895(22.73) | 0.715(18.16) | 0.935 (23.75)
—| | 21 | 1710(4343) | 1.265(32.13) | 1.045 (26.54) | 0.865 (21.97) | 1.085 (27.56)
| | 25 1.810 (45.97) | 1.365 (34.67) | 1.145 (29.08) | 0.965 (24.51) | 1.185 (30.10)
L 290(737) 31 [1.960(49.78) | 1.515 (38.48) | 1.295 (32.89) | 1.115 (28.32) | 1.335 (33.91)
37 |2.110(53.59) | 1.665 (42.29) | 1.445 (36.70) | 1.265 (32.13) | 1.485 (37.72)
B E
C 24 Awg (2.020) D
2% 2-56 |_ 268 (6.81) Solder Dipped Leads \
Thread 1
rea \ . !
I N — 4 o olo o o N
n ‘i i’ N — 310 o o o + o o o
\8 0JO. 8/@) ! — Max. \O ° ooooioooooo O/ ]
f i
525 (13.33) — !

E lenair.

Patterns shown are for connector mounting side of PC board.
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183(4.65) TYP
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(5.08)

565 (14,35 ——
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075 (1.91) TYP
050 (1.27) TYP
025 (0.64) TYP 075.(1.91)
183(4.65) TYP
139159 297® 16977
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100 (2.54) TYP —
075 (1.91) TYP —=
050 (1.27) TYP —=
025 (0.64) TYP —=

183(4.65)
TP

®3 ®5 ®7 ®9 ®11®13®15

1
®
l——— 750(19.05) REF
1.115 (28.32)

038 (0.96) REF

31 SOCKET
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= \ Micro-D GMLM MasterLatch®
°-3 Rear Panel Mount, Condensed Board Right Angle
& 27:@ Printed Circuit Board Receptacle

Master Latch Rear Panel Mount Receptacle - These Micro-D’s provide
excellent shock and vibration performance thanks to our innovative
MasterLatch® design. Once mated the latching mechanism prevents unwanted
separation of mated GMLM connectors.

How To Order GMLMR Connectors

High Performance — GMLM connectors meet the performance requirements
of MIL-DTL-83513. Gold plated TwistPin contacts assure best electrical and
mechanical performance.

Sample Part Number GMLMR 2 L | -37 S [CBR| B N |-.150
Series GMLMR Micro-D MasterLatch®
1 =Cadmium 2 = Nickel
Shell Material and Finish 4 =Black Anodize 5 =Gold
6 = Chem Film
Insulator Material L =LCP or PPS
Contact Layout 9 thru 37 See Table Il
Contact Type S = Socket
Termination Type CBS = Condensed Board Right Angle
wnnaavareopion R B e
Threaded Insert Option T =Threaded Insert in Board Mount Hardware Option
0O-Ring Type C = Conductive N = Nonconductive (Nitrile)
Lead Length .080,.110,.125,.140, .150, .172,.190, .250

No Designator

Table I: Jackpost Options

R1Thru R6

THREADED
INSERT

Threaded Hole

For use with Glenair jackposts only. Order hardware
separately. Install with threadlocking compound.

Jackpost for Rear Panel Mounting

Shipped loosely installed. Install with permanent

threadlocking compound.

© 2013 Glenair, Inc. High Performance Micro-D Connectors and Cables U.S. CAGE Code 06324
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Micro-D GMLM MasterLatch® .
Rear Panel Mount, Condensed Board Right Angle l
Printed Circuit Board Receptacle e nazn

E /_ Skt #1
1 ¢ —{ 31*0
P ~ i .
szf \(\( rrss 268 ; Max.
X 2- }7
‘ Thread — “ “ f
A 24 AWG (2.020) Lead Len
; gth £.015
— 710(18.03) Solder Dipped Leads
—.445 (11.30) )
C 480 Table II: Dimensions
—.325 (8.25) (12.19) .
‘ Shell Size A B Ref. C D E. F
094(2:39) : 9 1410 | 965 | 745 | 565 | 785 | 1.180
[ | (| (35.81) | (2451) | (1892) | (1435) | (19.94) | (29.97)
L ! L1 15 1560 | 1.115 | .895 715 935 | 1330
| | | | (39.62) | (2832) | (22.73) | (18.16) | (23.75) | (33.78)
AR AR | ”n 1710 | 1.265 1.045 865 1.085 1.480
57 o6 6 e o o0 e 195 (43.43) | (32.13) | (26.54) (21.97) | (27.56) (37.59)
\fee-- e (4.95) o 1810 | 1365 | 1.145 965 1185 | 1.580
(45.97) (34.67) (29.08) (24.51) (30.10) (40.13)
D N\ Mounting 31 1960 | 1515 | 1295 | 1115 | 1335 | 1.730
E Holes (49.78) | (38.48) | (32.89) | (28.32) | (33.91) (43.94)
F 2x 8.096+.003 37 2.110 1.665 1.445 1.265 1.485 1.880
(02.44+.008) (53.59) | (42.29) | (36.70) | (32.13) | (37.72) | (47.75)
Performance Specifications Materials and Finishes
Current Rating 3 AMP Connector Shell AIun:nlnum alloy, see ordering info for plating
DWV 600 VAC Sea level options
Insulation Resistance 5000 Megohms Minimum Insulator, Tray I[;iqluidhCrysltaI Pcs)ly“r:\lﬁ(;er (E'E:)
Contact Resistance 8 Milliohms Maximum olyphenylene Sulfide (PPS)
Low Level Contact Resist. 32 Milliohms Maximum Interfacial Seal Fluorosilicone Rubber, Blue
Magnetic Permeability 2y Maximum Socket Contact Phos Bronze/Gold Plate
Operating Temperature .55°C.to +150° C. Hardware Stainless Steel/Passivate
Shock, Vibration 50 g., 20g. Encapsulant Epoxy Resin Hysol EE4215
Mating Force (10 Ounces) X (# of Contacts)
GMLM PCB Footprints
9 Position 15 Position 25 Position
e
[ | T T | I
M L. S L L
14 16 18 19 20 21 23 25
8 6 (8) 09 g) 8 103 18 1015030170709022012024
54838828 3488 35 o 6 6 0

21 Position 31 Position 37 Position
——————————————— 1 r————————7)
| 7 :_ | | |
I I I
______ N P B R A S S
12 14 4 6 8 19 21
660030050 6888888858 8388883888
1 2 3 7 9 10 1 2 4 8 9 11 13 15 1 3 9 11 13 15 17 19
06 00 0600 o 0O 00 O0O0OO0OO 063 60608638 06 o0
3 5 7 10 12 14 2 4 6 8 12 14 16 18
O O O O O o o O O O o O O O
© 2013 Glenair, Inc. High Performance Micro-D Connectors and Cables U.S. CAGE Code 06324 Printed in U.S.A.

GLENAIR, INC. - 1211 AIR WAY « GLENDALE, CA 91201-2497 - 818-247-6000 - FAX 818-500-9912

www.glenair.com C-51 E-Mail: sales@glenair.com

o
S
-4
=

o

B
=
=




SERIES GMSM LOW PROFILE
.+ MICRO-D

M/l/CRO-D For compact applications
5

Row Metal Shell Microminiature connectors feature machined aluminum
or stainless steel shells with gold plated TwistPin contacts for superior
performance and a reduced footprint. Our low profile connectors are available
with solder cups, insulated or solid wire pigtails in straight and right angle
orientations. All of our low profile Micro—D rectangular connectors are available
with flex circuit terminations, as well as turnkey point-to-point cordsets. Glenair, Inc.

1211 Air Way

Glendale, CA
91201-2497

818-247-6000
sales@glenair.com
www.glenair.com

Turn to Glenair when board space is at a premium. Our Low Profile single

lenair:




Section D

=
z:
e
3
==
v

Metal Shell Microminiature

Low Profile Single Row Zr
®

Product Selection Guide

Connector height is a priority for miniaturized electronics modules.
These GMSM connectors are shorter and occupy less board real estate
than comparable two row Micro-D connectors.

Solder Cup, Pre-wired and PCB Versions feature gold-plated TwistPin
contacts, machined aluminum shells, and are fully potted with epoxy.
The glass-filled thermoplastic LCP trays will withstand soldering heat
without damage.

Eight Contact Arrangements - Choose from 4 to 35 contacts.
Available in a variety of finishes, the socket connectors are fitted with
Fluorosilicone interfacial seals.

GMSM Solder Cup Connectors

GMSM Solder Cup Nonremovable solder cup contacts for termination to #26 AWG
Connectors or smaller wire, .050" contact spacing, eight layouts from 4 to 35
Page D-2 contacts.

GMSM Pre-Wired Pigtails

Crimp contacts are terminated to insulated Teflon® wire.
Connectors are backpotted with epoxy, providing strain relief and
environmental protection.

GMSM Insulated
Wire Pigtails
Page D-2

GMSM with Solid Uninsulated Wire

GMSM Solid Wire Gold-plated or solder-dipped solid copper wire, crimp termination,

Pigtails backpotted with epoxy. Can be terminated to flexible circuits.
Page D-3
GMSM Right Angle Printed Circuit Board
GMSM Right Angle .075 inch by .100 inch terminal spacing, for thru-hole rigid or flexible
PCB circuits. One piece threaded inserts provide a ground path from the
Page D-5 jackpost to the board.
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GMSM Solder Cup, Pre-Wired and Solid Wire

Single Row Connector
Low Profile Metal Shell Microminiature

GMSM Connectors offer mil spec design and performance in a smaller
form factor. These GMSM single row connectors are reduced in height
compared to two-row Micro-D connectors.

GMSM Connectors feature gold plated TwistPin contacts, machined
aluminum shells, and are fully potted with epoxy. Choose from 4 to 35
contacts. Available in a variety of finishes, socket connectors are fitted
with Fluorosilicone interfacial seals.

How To Order Solder Cup Connectors

Sample Part Number

GMSM Glenair Metal Shell Microminiature

Aluminum Shell Stainless Steel Shell
1-Cadmium 2 - Nickel 3 - Passivated

4 - Black Anodize

5-Gold 6 -Chem Film

Contact Layout 04,06, 10, 15, 20, 25, 30, 35 (See Table II)

Shell Finish

Contact Type P-Pin S-Socket

Solder Cup

Termination Type S - Solder Cup
Hardware B,P,M, M1,5,S1,L,K F,R (SeeTable I)

How To Order Insulated Wire Connector

Sample Part Number GMSM 2- |10 | P- | 6 | K |1- |18 | B

GMSM
Glenair Metal Shell Microminiature

Aluminum Shell Stainless Steel Shell
1-Cadmium 3 - Passivated

o 2 - Nickel
Sz AL 4 - Black Anodized

5-Gold
6 - Chem Film

Number of Contacts 04,06, 10, 15, 20, 25, 30, 35 (See Table II)
Contact Type P - Pin, S - Socket
Wire Gage (AWG) 4-#24 6-#26 8-#28 AWG

K-M22759/11 600 Vrms Teflon (TFE)®
Wire Type J-M22759/33600 Vrms Modified Cross-Linked Tefzel (ETFE)®
E - NEMA HP3-EB 600 Vrms Type E M16878/4 (TFE)

1-White 2-Yellow
5 - Color-Coded Stripes Per MIL-STD-681 7 - 10 Color Repeating

Insulated Wire Pigtails

Wire Color Code

Wire Length Inches 18 - Wire Length In Inches. “18" Specifies 18 Inches.

Hardware B,P,M,M1,S,S1,L,K,F,R (SeeTable I)

© 2013 Glenair, Inc. High Performance Micro-D Connectors and Cables U.S. CAGE Code 06324 Printed in U.S.A.
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GMSM Solder Cup, Pre-Wired and Solid Wire

Single Row Connector
Low Profile Metal Shell Microminiature
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lenair.

How To Order Uninsulated Wire Connector

Sample Part Number

GMSM
Glenair Metal Shell Microminiature

Stainless Steel Shell
3 - Passivated

Aluminum Shell

1-Cadmium

2 - Nickel

4 - Black Anodized
5-Gold

6 - Chem Film

04,06, 10, 15, 20, 25, 30, 35 (See Table II)
P - Pin, S - Socket

4-#24 5-#26 6-#26

C - Copper Wire

3 - Solder Dipped (60/40/Tin/lead) 4 - Gold Plated

.125, .250, .375,.500, .750, 1.000, 2.000
Wire Length In Inches. 500" Specifies Half Inch.

B,P,M,M1,S,51,L, K, F,R (SeeTable I)

Shell Finish

Number of Contacts

Gold Plated or Solder
Dipped Solid Leads

Contact Type
Wire Gage (AWG)
Wire Type

Wire Finish

Wire Length Inches

Hardware

Table I: Moun

ing Hardware
S1 L K F R

&
Thru-Hole Jackpost Jackscrew Jackscrew Jackscrew Jackscrew Jackscrew Jackscrew | Float Mount | Float Mount
Order Removable Hex Head Hex Head Slot Head Slot Head Hex Head Slot Head For Front For Rear Panel
Hardware Includes Nut | Removable Removable Removable Removable Non- Non- Panel Mounting
Separately and Washer E-ring E-ring E-ring E-ring Removable Removable Mounting
Extended Extended Extended
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. GMSM Solder Cup, Pre-Wired and Solid Wire
Single Row Connector
enazn Dimensions

Table Il: Dimensions

A
B
c —={  [=—0.083 (2.11) NOM.
‘r.194 (4.94) MAX.
i @ | | I‘J 4 1 L
.122:.005# g D CCCECEEEEE) i 9; D |E i1
(310005 ‘ — f
+ | | F]
0.177(4.5) REF|
2 x Mounting Holes @ . 088/.094 (2.24/2.39) —={  |=—0.083 (2.11) NOM.
| 194 (4.94) MAX.
i | — 1
J ‘ |
* ‘ ! ‘ ‘ D + 4+ — 1 1
G 7 \ ] !
l |11 3| ‘ |1 ||| oss25Max Ea— f
| | | T INSULATED WIRE LENGTH
+1.00/-0.00 (+2.54/-0.00)
UNINSULATED WIRE LENGTH
- H £0.030 (0.76)
i i ‘ i
Pin 1 Socket 1
Face View of Pin (Plug) Connector Face View of Socket (Receptacle) Connector
A Max. B C Max. D Max. E Max. F Max. G Max. H Max. J Max.
Layout In mm In. mm. In mm In mm In mm In mm In mm In mm In mm
. | 4003 | +008| ™™ . . . . . . . . . . . . .
04P | 648 | 1645 | 478 | 1211 | 250 | 6.37 | .135 | 342 | 218 | 554 | .041 | 1.03 | 358 | 9.10 | .309 | 7.85 | .184 | 4.67
04S | 648 | 1645 | 478 | 1211 | 309 | 7.85 | .194 | 494 | 218 | 554 | 012 | 030 | 370 | 940 | .309 | 7.85 | .197 | 5.00
06P | .748 | 19.00 | .578 | 14.65 | .350 | 891 | .135 | 342 | 218 | 554 | .041 | 1.03 | .358 | 9.10 | .409 | 1040 | .184 | 4.67
065 | .748 | 19.00 | .578 | 14.65 | .409 | 1040 | .194 | 494 | 218 | 554 | 012 | 030 | 370 | 9.40 | 409 | 1040 | .197 | 5.00
10P | 948 |24.07 | 777 | 19.73 | 550 | 13.99 | .135 | 3.42 | 218 | 554 | .041 | 1.03 | .358 | 9.10 | .609 | 15.47 | .184 | 4.67
10S | 948 |24.07 | 777 | 19.73 | 609 | 1547 | .194 | 494 | 218 | 554 | .012 | 030 | .370 | 9.40 | .609 | 1547 | .197 | 5.00
15P | 1.198 | 30.42 | 1.027 | 26.08 | .800 | 20.34 | .135 | 342 | 218 | 554 | .041 | 1.03 | 358 | 9.10 | .859 |21.82 | .184 | 4.67
155 | 1.198 | 30.42 | 1.027 | 26.08 | .859 | 21.82 | .194 | 494 | 218 | 554 | 012 | 030 | 370 | 9.40 | .859 | 21.82 | .197 | 5.00
20P | 1.448 | 36.77 | 1.277 | 3243 | 1.050 | 26.69 | .135 | 3.42 | 218 | 554 | .041 | 1.03 | 358 | 9.10 | 1.109 | 28.17 | .184 | 4.67
20S | 1.448 | 36.77 | 1.277 | 3243 | 1.109 | 2817 | .194 | 494 | 218 | 554 | 012 | 030 | 370 | 9.40 | 1.109 | 28.17 | .197 | 5.00
25P | 1.698 | 43.12 | 1.527 | 38.78 | 1.300 | 33.04 | .135 | 342 | 218 | 554 | .041 | 1.03 | .358 | 9.10 | 1359 | 3452 | .184 | 4.67
255 | 1.698 | 43.12 | 1.527 | 38.78 | 1.359 | 3452 | .194 | 494 | 218 | 554 | 012 | 030 | 370 | 9.40 | 1.359 | 3452 | .197 | 5.00
30P | 1.948 | 4947 | 1.777 | 4513 | 1.550 | 39.39 | .135 | 342 | 218 | 554 | .041 | 1.03 | .358 | 9.10 | 1.609 | 40.87 | .184 | 4.67
305 | 1.948 | 49.47 | 1.777 | 45.13 | 1.609 | 40.87 | .194 | 494 | 218 | 554 | 012 | 030 | 370 | 9.40 | 1.609 | 40.87 | .197 | 5.00
35P | 2.198 | 55.82 | 2.027 | 51.48 | 1.800 | 45.74 | 135 | 3.42 | 218 | 554 | 041 | 1.03 | 358 | 9.10 | 1.859 | 47.22 | .184 | 4.67
355 | 2.198 | 55.82 | 2.027 | 51.48 | 1.859 | 47.22 | 194 | 494 | 218 | 554 | 012 | 030 | 370 | 9.40 |1.859 |47.22 | .197 | 5.00
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GMSM Right Angle
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Single Row PCB Connector ZT
®

Low Profile Metal Shell Microminiature

Low Profile GMSM Single Row Micro Connectors offer
mil spec design and performance in a smaller form factor
for space savings. These GMSM connectors are shorter and
occupy less board real estate than comparable two row
Micro-D connectors.

GMSM Connectors feature gold-plated TwistPin contacts,
machined aluminum shells, and are fully potted with
epoxy. Choose from 4 to 35 contacts. Available in a variety
of finishes, socket connectors are fitted with Fluorosilicone
interfacial seals.

How To Order GMSM Right Angle PCB Connector
Sample Part Number GMSM | 2- |10 | P [ CBR |SU | 1

GMSM

Aluminum Shell Stainless Steel Shell
1-Cadmium 3 - Passivated

e 2 - Nickel
Shell Finish 4 - Black Anodize
5-Gold

6 - Chem Film
Contact Layout 04,06, 10, 15, 20, 25, 30, 35 (See Table II)

Contact Type P-Pin S-Socket
Termination Style CBR - Right Angle PCB

NU - Threaded Insert Only, No Jackposts Rear Panel Jackposts with Threaded Inserts
SU - Jackpost and Threaded Insert TU-0.093" (2.4) Panel
(See Table I) VU -0.062" (1.6) Panel

WU - 0.047" (1.2) Panel

XU -0.031"(0.8) Panel

YU -0.023" (0.6) Panel

Tail Length 1-.109(2.8) 2-.150(3.8) 3-.190(4.8) 4-.250(6.3)

Hardware Option

Table I: Mounting Hardware
suU TU,VU, WU, XU, YU

v | 7 ]

7

‘E§

No Jackpost, Jackpost Jackpost
Threaded Insert In PCB Mounting Hole With Threaded Insert for Rear Panel Mounting
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g GMSM Right Angle
) Single Row PCB Connector
g 7/:@ Low Profile Metal Shell Microminiature

Table Il: Dimensions

|
T |
140 E D ‘ 3
(3.55) l | L] \ |
Il
L —TAILLENGTH
.020 ( 0.51) Diameter + 015 (0.38)

;E‘? e fﬂ%

#2-56 UNC 2B THDS. 2 PLCS. \__ 100 (2.54) RADIUS

A Max. B C Max. D Max. E Max. G Max. J Max. K L
Layout In mm In. mm. In mm In mm In mm In mm In mm In. mm. In. mm.
’ * | £.003 | £0.08 ’ ’ ’ ’ ’ : ’ ’ ’ " | +£.004 |+£0.10| £.010 | £0.25
4P 648 | 1645 | 478 | 12.11 | 250 | 6.37 | .135 | 342 | 241 | 6.13 | 364 | 925 | .184 | 467 | 250 | 635 | 213 | 541
4s 648 | 1645 | 478 | 1211 | 309 | 7.85 | .194 | 494 | 241 | 6.13 | 364 | 925 | .197 | 500 | 250 | 635 | 213 | 541
6P 748 | 19.00 | .578 | 1465 | 350 | 891 | .135 | 342 | 241 | 6.13 | 364 | 925 | .184 | 467 | 250 | 635 | 213 | 541
6S 748 | 19.00 | .578 | 1465 | 409 | 1040 | .194 | 494 | 241 | 6.13 | 364 | 925 | .197 | 500 | .250 | 635 | 213 | 541

10P 948 | 24.07 | 777 | 19.73 | 550 | 13.99 | 135 | 342 | 241 | 6.13 | 364 | 925 | .184 | 467 | .250 | 635 | 213 | 541
10S 948 | 24.07 | 777 | 19.73 | 609 | 1547 | 194 | 494 | 241 | 6.13 | 364 | 925 | .197 | 500 | .250 | 635 | 213 | 541
15P 1.198 | 3042 | 1.027 | 26.08 | .800 | 20.34 | .135 | 3.42 | 241 | 6.13 | 364 | 9.25 | .184 | 467 | .250 | 6.35 | .213 | 5.41
158 1.198 | 3042 | 1.027 | 26.08 | .859 | 21.82 | .194 | 494 | 241 | 6.13 | 364 | 925 | .197 | 500 | .250 | 6.35 | .213 | 5.41
20P 1448 | 36.77 | 1.277 | 3243 | 1.050 | 26.69 | .135 | 342 | 241 | 6.13 | 364 | 9.25 | .184 | 467 | .250 | 6.35 | 213 | 541
20S 1448 | 36.77 | 1.277 | 3243 | 1.109 | 28.17 | 194 | 494 | 241 | 6.13 | 364 | 9.25 | .197 | 500 | .250 | 6.35 | 213 | 541
25P 1.698 | 43.12 | 1.527 | 38.78 | 1.300 | 33.04 | .135 | 342 | 241 | 6.13 | 364 | 9.25 | .184 | 467 | 250 | 6.35 | 213 | 541
25S 1.698 | 43.12 | 1.527 | 38.78 | 1.359 | 3452 | 194 | 494 | 241 | 6.13 | 364 | 9.25 | .197 | 500 | .250 | 6.35 | .213 | 5.41
30P 1.948 | 4947 | 1.777 | 45.13 | 1.550 | 39.39 | 135 | 342 | 241 | 6.13 | 364 | 9.25 | .184 | 467 | .250 | 6.35 | .213 | 541
30S 1.948 | 4947 | 1.777 | 45.13 | 1,609 | 40.87 | .194 | 494 | 241 | 6.13 | 364 | 925 | .197 | 500 | .250 | 6.35 | 213 | 541
35P 2.198 | 55.82 | 2.027 | 51.48 | 1.800 | 45.74 | 135 | 342 | 241 | 6.13 | 364 | 925 | 184 | 467 | .250 | 635 | 213 | 541
35S 2.198 | 55.82 | 2.027 | 51.48 | 1.859 | 47.22 | 194 | 494 | 241 | 6,13 | 364 | 925 | .197 | 500 | .250 | 635 | .213 | 541
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GMSM Right Angle
Single Row PCB Connector
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Single Row

Low Profile Metal Shell Microminiature 7/:@

250 (6.35) TO FRONT FACE OF FLANGE

280 (6.35) TO FRONT FACE OF FLANGE
0375 0.95
050 (1 27)_. 0375 (099) | 050 (127 Jbe (0.9) |
096 (2.44) DIA.j@ 3:? 096 (244) DIA— E ) @E);
-1%(6"-(125% ] 075 (1.91) 1?%(6‘(125%;——k T& 075 (1.91)
-~ 478(12.11) ~—— 578(14.65) —|
4PIN 6PIN

20 (6.35) TO FRONT FACE OF FLANGE 250 (6.35) TO FRONT FACE OF FLANGE
0375 (0.95) 0375 (0.95)
050 (1.27 4)&
) ® © @

L 050 (1.27 eLk ¢ ¢
@ © © @ ©
096 (244) DIA— D 3 TB 7®6 5@4 3@32 ! E:T 096 (244) oA M %t ! @Zﬁﬁ
— (

63015 o s Ts %% 9 % 9
1634, 075 (1.91 163(4.15) ] -—
100 (2.54)—— ) propy L 075 (1.91)
— 777197y ———— P
10 PIN 15PIN

250 (6.35) TO FRONT FACE OF FLANGE
.050 (1.27

J P
@ ®, ® ® ® ® @ @
096 (2.44) DIA— b " @;EZ

0T8®®®®®®®

0375 (0.95)

163(4.15) -

075 (191)
100 (2.54) ————=

1277 (32.43)
20 PIN

20 (6.35) TO FRONT FACE OF FLANGE
0375 (0.95
050 (127) o |=— (095)

L b
® @ @ @ @ @ @ @ :z
.096(2.44)DIA.j9 U % B % Ei

25 23 ®21 ®19 ®17 ®15 ®13 @ ®9 @ @ @
163(4.15)

100 (2.54) ——  l=— 075 (191)
1527 (38.78
25 PIN

250 (6.35) TO FRONT FACE OF FLANGE

0375 (0.95)
.050 (1.27 g L
9, &, 9, ©; ©, 8, @ @ © 9
.096(2.44)DIA7@ 28%7(9 ®25@ 23@ Dy @ 17@ @y 13@ 11@10 9®8 7®6 5@4 3@?&
163(4.15) —™ T 075 (1.91)
100 (2.54)—  <—
1.777 (45.13)
30 PIN
280 (6:35) TO FRONT FACE OF FLANGE
050 (1.27 — '0315 (095) ¢
9 8 9 § 9 § 8 @ 8§ § 9, g O & &
2 L) 3 32 30 28 26 24 22 20 18 16 14 10 @g §,>
096 (244) DiA- %5 B D % D D D % % %% B GG ®7 ®5 % 1
163(4.15) ~ 075 (1.91)
100 (254)——  =—
2.027 (51.48)
35PIN
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GMSM Right Angle
Single Row PCB Connector
Low Profile Metal Shell Microminiature
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250 (6.35) TO FRONT FACE OF FLANGE

250 (6.35) TO FRONT FACE OF FLANGE
0375 (0.95)
0375 0.95
{ 050 (1 27“ | l 050 (1.27 aLk (095) |
,i @
096 (2:44) DIA S TH T 096 (2.44) DIA— ) @E);
163(4.15) ™ . .
100 (2.54) 075 (191) 1?%(6‘(125% ] TF 075 (1.91)
= A8 (1211) ~——— 578 (14.65) —|
4 SOCKET 6 SOCKET
P (6.35) TO FRONT FACE OF FLANGE 240 (6.35) TO FRONT FACE OF FLANGE 0375 (0.5
050 (127)») . '0335(0'95) | 050 (1.27 QLT 0375 (0.99)
® 6 o | @ @ @ ®10 ®12 14 |
096 (2.44) DIA.j@ 2 ! 4®5 °s 8@3:? 096 (2.44) DIA— ED T3 o, © @ &, @,
1 7
. 163(4.15) ™ ~—
'1.61%(6"(12%4)7—> - 075 (1.91) -10(0 (2-%4)*% -~ o719
777 (19.73) ~————1.027 (26.08)
10 SOCKET 15 SOCKET
A
250 (6.35) TO FRONT FACE OF FLANGE
0375 (0.95)
050 (1.27) g | I
® O 6 o, 6, 6, @
| 2 4 6 8 10 712 14 16 18 T2
1096 (2.44 DIA7<. > I
244) D B G & G G G G Q) G ?
163(4.15) ~ 075 (1.91)
100 254 ———  =—
1277 (3249)
20 SOCKET
250 (6.35) TO FRONT FACE OF FLANGE
0375 (0.95)
050 (1.27 4}« |
® @ @ @ @ [©) @ @ @ @
[ 14 24 [
.163(4.15) = ~ T 075 (1.91)
100 254 ——  =—
1,527 (38.78
25 SOCKET
20 (6.35) TO FRONT FACE OF FLANGE
0375 (0.95)
050 (1.27 4; | |
®, @ @ ®,, & @ @ @ @ ®2 ®, @, @
| 10 12 20 2 24 726 28 3 |
096 (2.44) DIA.j@ , ® © ® @ @, @ @ @g &) @y By Oy ﬁ);
.163(4.15) = ~ T 075 (1.91)
100 254 —T—  l=—
1.777 (45.13)
30 SOCKET
20 (6.35) TO FRONT FACE OF FLANGE
050 0375 (0.95)
050 (1.27 4)&
@ @ @ ®, 0, ®, 6, ¢ @ ®, @ ©) @ @ @
[ 10 712 14 16 18 22 26 34 [
.096 (2.44) DIA—"" ) ) @ @ @ @ @ By O @ O @2 ®) @2 @y @ @ ®33 5 I
163(4.15) ™ ~ T 075 (1.91)
100 254 ——  =—
2.027 (51.48)
35 SOCKET
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Section E 0
Low Profile Metal and Plastic Shell Micro-D enazr
®

Product Selection Guide

MLDM Metal Shell -~ MLDM Metal Shell, Solder Cup
Solder Cup ﬁ Solder cup gold plated contacts accept #24-30 AWG solid or stranded wire. Available in 9
to 51 positions. High performance M83513 TwistPin contact system. Contacts are factory-
Page E-3 installed, non-removable and epoxy encapsulated. 3 Amp, 600 Vac,-55°C to +150°C.
MLDM Metal Shell Q\ MLDM Metal Shell, Stranded Wired
Stranded Wire ; Pre-wired with #24 to #30 stranded wire. Available in 9 to 51 positions. High
Page E-5 performance M83513 TwistPin contact system. 3 Amp, 600 Vac,-55°C to +150°C.

MLDM Metal Shell
Solid Wired
Page E-7

MLDM Metal Shell, Solid Wire
Pre-wired with #24 to #30 solid wire. Available in 9 to 51 positions. High
performance M83513 TwistPin contact system. 3 Amp, 600 Vac,-55°C to +150°C.

MLDM Back-To-Back Unshielded Cables

If a simple jumper cable is required, these cable assemblies simplify ordering. No
special part numbers are necessary. Available in all sizes. Wiring is #1 to #1, etc. Back-
to-backs are built to order in any length

MLDM Metal Shell
Back-to-Back
Page E-9

MLDM Metal Shell, Right Angle PCB

9 to 51 positions. High performance M83513 TwistPin contact system. Factory-
installed contacts, non-removable and are encapsulated with epoxy. PCB terminal
spacing is .100" x .100" for easy board fabrication. 3 Amp, 600 Vac,-55°C to +150°C.

MLDM Metal Shell
Right Angle PCB
Page E-11

MWDL All-Plastic, Solder Cup

Available in 9to 51 contacts. High performance M83513 TwistPin contact system, the
MWDL all-plastic connector is an economical alternative to metal shell connectors. Gold-
plated solder cups accept #24 - #30 AWG wire. 3 Amp, 600 Vac,-55°C to +150°C.

MWDL Plastic MWDL All-Plastic, Stranded Wire
RYV These crimp-terminated pre-wired assemblies offer an alternative to the time-
Shell Pre-Wired consuming job of soldering wires. #24 - #30 AWG wire size. 3 Amp, 600 Vac,-55°C
Page E-17 to +150°C.

MWDL Plastic
Shell Solder Cup
Page E-15

MWDL Plastic MLDM All Plastic, Solid Wire
Shell Solid Wire Pre-wired with #24 to #30 solid wire. Available in 9 to 51 positions. High

Page E-19 performance M83513 TwistPin contact system. 3 Amp, 600 Vac,-55°C to +150°C.

MWDL Plastic MWDL All-Plastic Low Profile Back-to-Back Jumper Cables
Low Profile Facory-terminated, contacts crimped to wire and potted with epoxy. High

Back-to-Back performance gold-plated TwistPin contacts recessed into insulator top prevent
page E-21 damage. 9 to 51 contacts, 3 A., 600 Vac, -55°C to +150°C. IAW MIL-DTL-83513.

MWDL Plastic MWDL All-Plastic, Right Angle PCB

Shell Right Angle 9 to 51 positions. High performance M83513 TwistPin contact system. Factory-

PCB
Page E-23

installed gold-plated PC tails, non-removable and epoxy encapsulated. PCB terminal
spacing is .100" x .100" for easy board fabrication. 3 Amp, 600 Vac,-55°C to +150°C.
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Low Profile

Metal and Plastic Shell Micro-D
Product Information
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MLDM

Low Profile Metal Shell Connector

MWDL

Low Profile All-Plastic Connector

Metal Shell or One-Piece Plastic
High Reliability TwistPin Contact
System

.050" Pitch Contact Spacing
Solder Cup, Pre-Wired or PCB

3 Amps, +150°C, 600 Vac

Low Profile Metal Shell and Plastic Shell Micro-D's Save Space
Compared to MWDM Metal Shell Connectors

MLDM 51 Pin Low Profile

-

MWDM 51 Pin Standard Height

Low profile MLDM metal shell and MWDL plastic shell connectors

are intended for high reliability board-to-wire I/0 and wire-to-wire
applications. Gold-plated TwistPin contacts provide excellent
performance when subjected to high levels of shock and vibration.
Plastic and metal versions are intermateable. Flange height is reduced
by 33% compared to MWDM standard Micro-D connectors.

NOTE: Not intermatable with Standard MWDM Interface

Low Profile MLDM and MWDL Contact Arrangements

tpaes | 133#59878 | t274se7eswn | tzzesereswnmn | 123436792munnuLY

XXX 00000000000 0000000000000 ?60‘660‘0600.0..

A XL .QQQ.QQ ..QQQ....... ‘.‘.‘.‘.‘.‘f.‘.“.?.‘.“"’

789 91011 12131415 1213141516 1718192021 141516171819202122232425 1718 192021222324 252627282930 31
9 15 21 25 31

23456789 1011 12131415161718

£4

\19\20\21\22\23\24w 2712829/30[31/32/33/34]35)
12349678 9011213141516171819 12345678 91011121314151617181920212225242526 doeeoeeeeeoooeee
..‘.‘.“..“...‘... 00000000000000000000000000 iiiiiii'i“i LLLLL
eeecrececesestares/ | \esecseserecasnsncsasasase Seevsesesasseses
201222324 2526 27 28 203031 3233343536 37 2728293031 32 3334 3536 37 38 30 4041 424344 45 46 47 43495051 B3 B had ittt oot

37 51-2 Sl

Mating face of pin connector. Socket connector contact numbers are reversed.

Materials and Finishes

Contacts Copper alloy, 50 pinch gold over nickel Current Rating 3 Amps
Insulator, MWDL Body Liquid crystal polymer (LCP) Contact Resistance 8 milliohms maximum
MLDM Shell Aluminum alloy Dielectric Withstanding Voltage 600 Vac sea level

Mounting Hardware

Stainless Steel

Insulation Resistance

5000 megohms minimum

Potting Compound Epoxy Operating Temperature -55°C.to +150°C.
Insulated Wire Per MIL-W-22759/11 and /33 Shock 50g.
Solid Wire, PC Tails Per A-A-59551, gold plated or tinned Vibration 20g.
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MLDM Low Profile Metal Shell Micro-D o
Solder Cup Contact Termination 27"
®

-

=3
S o
S
a.2
]
gl—
e
e
=

Low profile MLDM connectors have reduced flange height compared to
standard MWDM Micro-D connectors. These .050" pitch solder cup Micro-D
connectors accept #26 to #30 gage wire with standard contacts and up to size
#24 wire with “large bore” contacts. Contacts are factory-installed and potted
with epoxy. Pin contacts are gold-plated high performance TwistPin type and
are recessed into insulator to prevent damage. Socket contacts are gold plated,
machined copper alloy. Machined aluminum shell. Glass-filled high temperature
LCP thermoplastic insulators withstand soldering heat. Meets performance
requirements of MIL-DTL-83513. Available with 9 to 51 contacts. 3 A., 600 Vac,
-55°Cto +150°C.

How To Order Solder Cup Connector

Sample Part Number MLDM2L -25 | PS B

MLDM1L MLDM32L

Low Profile Metal Shell Micro-D with Low Profile Metal Shell Micro-D with Black Zinc
Yellow Chromate over Cadmium Shell Nickel Shell Finish (RoHS compliant, preferred for
Finish (Good corrosion protection, not tactical equipment where a black finish and good
RoHS compliant) corrosion protection are required)

Series

MLDM2L MLDM33L

Low Profile Metal Shell Micro-D with Low Profile Metal Shell Micro-D with Nickel-
Electroless Nickel Shell Finish (RoHS Fluorocarbon Shell Finish (RoHS compliant, excellent
compliant, preferred for space vehicles corrosion protection, grey color)

and protected environments)

Contact Layout 9,15, 21, 25,31,37,51,51-2 (See Table Il)

Size #26 Solder Cup Contacts (Standard)
PS, - Pin

SS, - Socket

Size #24 Solder Cup Contacts

TS, - Socket

NS, - Pin

Mounting Hardware B,P,M, M1,S,51,L,K,F,R, H (See Table I)

Contact Type

Table I: Mounting Hardware
S S1 L K F R H

A

¢4

Thru-Hole Jackpost Hex Head Hex Head Slot Head Slot Head Hex Head Slot Head | Float Mount | Float Mount | Threaded

Jackscrew | Jackscrew, | Jackscrew | Jackscrew, | Jackscrew | Jackscrew For Front For Rear Insert
Extended Extended Non- Non- Panel Panel
Removable | Removable | Mounting | Mounting
Extended
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MLDM Low Profile Metal Shell Micro-D

moy 3jdu] pue
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7" Solder Cup Contact Termination
®

Table Il: Dimensions

A 2X2.096/.088
o (2.44/2.23)
H
c = 100 MAX. l
! J
[0 : |
J 200 MAX.
(INNER ROW OF 3 ROW 51)
F
094,005 | SOLDER CUP TERMINATION

(2.3920.13) J

b |

A Max. B C Max. D Max. E Max. F G Max. H Max. J Max.
Layout In. | mm. In. | mm.
In mm. |4 603 | +0.08 In mm In mm In mm. |, 003 | +0.08 In mm In mm In mm
9P .788 | 20.02 | 565 | 1435 | 292 | 742 | 134 | 340 | 218 | 554 | .199 | 5.05 | 390 | 9.91 | .175 | 445 | 405 | 10.29
9s .788 | 20.02 | .565 | 1435 | .380 | 9.65 218 5.54 | 218 | 554 180 | 4.57 377 9.58 | .175 | 445 405 | 10.29

15P 938 | 2383 | 715 | 18.16 | 442 | 11.23 | .134 | 340 | 218 | 554 | 199 | 5.05 | 390 | 991 | .175 | 445 | .555 | 14.10
158 938 | 2383 | .715 | 18.16 | .530 | 1346 | .218 | 554 | 218 | 554 | 180 | 457 | 377 | 958 | .175 | 445 | 555 | 14.10
21P 1.088 | 27.64 | .865 | 21.97 | 592 | 15.04 | .134 | 340 | 218 | 554 | 199 | 5.05 | 390 | 991 | 175 | 445 | .705 | 17.91
21S 1.080 | 27.64 | 865 | 2197 | .680 | 17.27 | 218 | 554 | 218 | 554 | 180 | 457 | 377 | 958 | 175 | 445 | .705 | 17.91
25P 1.188 | 30.18 | .965 | 24.51 | 692 | 17.58 | .134 | 340 | 218 | 554 | 199 | 5.05 | 390 | 991 | 175 | 445 | 805 | 20.45
255 1.185 | 30.18 | 965 | 24.51 | .780 | 19.81 | 218 | 554 | 218 | 554 | 180 | 4.57 | 377 | 958 | 175 | 445 | 805 | 20.45
31P 1.338 | 33.99 | 1.115 | 2832 | 842 | 21.39 | .134 | 340 | 218 | 554 | 199 | 5.05 | 390 | 991 | .175 | 445 | 955 | 24.26
31S 1.338 | 33.99 | 1.115 | 2832 | 930 | 2362 | 218 | 554 | 218 | 554 | .180 | 457 | 377 | 9.58 | .175 | 445 | 955 | 24.26
37P 1.488 | 37.80 | 1.265 | 32.13 | .992 | 2520 | .134 | 340 | 218 | 554 | 199 | 5.05 | 390 | 991 | .175 | 445 | 1.105 | 28.07
37s 1.488 | 37.80 | 1.265 | 32.13 | 1.080 | 2743 | .218 | 554 | 218 | 554 | 180 | 4.57 | 377 | 958 | 175 | 445 |1.105 | 28.07
51P 1438 | 36.53 | 1.215 | 30.86 | .942 | 23.93 | .177 | 450 | 260 | 6.60 | .199 | 5.05 | .390 | 991 | .220 | 559 |1.058 | 26.87
51S 1438 | 36.53 | 1.215 | 30.86 | 1.030 | 26.16 | .260 | 6.60 | .260 | 6.60 | .180 | 4.57 | 377 | 9.58 | 220 | 559 |1.058 | 26.87
51-2P | 1.835 | 46.61 | 1.615 | 41.02 | 1.340 | 34.04 | .134 | 340 | 218 | 554 | .199 | 505 | 390 | 991 | .175 | 445 | 1.455 | 36.96
51-2S | 1.835 | 46.61 | 1.615 | 41.02 | 1425 |36.20 | .218 | 554 | 218 | 554 | 180 | 457 | 377 | 958 | 175 | 445 | 1.455 | 36.96
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MLDM Low Profile Metal Shell Micro-D 0
Insulated Wire Termination enazr
®

Low profile MLDM connectors have reduced flange height compared to standard
MWDM Micro-D connectors. These .050" pitch Micro-D connectors are supplied
with stranded mil spec hookup wire. Contacts are crimped to wire and potted
with epoxy. Pin contacts are gold-plated high performance TwistPin type and

are recessed into insulator to prevent damage. Socket contacts are gold plated,
machined copper alloy. Machined aluminum shell. Glass-filled high temperature
LCP thermoplastic insulators. M22759/11 standard wire, or M22959/33
lightweight, high strength space grade wire. Meets performance requirements of
MIL-DTL-83513. Available with 9 to 51 contacts. 3 A., 600 Vac, -55°C to +150°C.

How To Order Insulated Wire Connector

Sample Part Number MLDM2L 31| P | 6 | K 5 |-18| M

MLDM1L MLDM2L

Low Profile Metal Shell Micro-D Low Profile Metal Shell Micro-D
With Yellow Chromate Over With Electroless Nickel Shell Finish
Cadmium Finish MLDM33L

MLDM32L Low Profile Metal Shell Micro-D
Low Profile Metal Shell Micro-D With Nickel-Fluorocarbon Shell
With Black Zinc Nickel Shell Finish

Finish

Contact Layout 9,15,21,25,31,37,51,51-2 (See Table I)

Contact Type P-Pin S-Socket

Wire Gage (AWG) 4-#24 6-#26 8-#28 0-#30 (Jwiretypeonly)

K J

Standard Wire Extruded PTFE Space Grade Wire High Strength,

per M22759/11, Silver-Plated Lightweight, Crosslinked Modified ETFE
Conductors per M22759/33, Silver-Plated Conductors

Wire Type

1-White 5 - Color-Coded per MIL-STD-681

Wire color Code 7 - 10 Color Repeat (Wires are solid color per MIL-STD-681 color code system.)

Wire Length In Inches

Wire Length Example: 18 = 18 inches;

Mounting Hardware B,M,M1,S,S1,L F HPKR

Table I: Mounting Hardware

S S1 L K F R H
; ﬂs ,
= k.ﬂ A
Thru-Hole | Jackpost HexHead | HexHead | SlotHead | SlotHead | HexHead | SlotHead Float Float Threaded
#2-56 Jackscrew | Jackscrew, | Jackscrew | Jackscrew, | Jackscrew | Jackscrew Mount Mount Insert
#2-56 Extended #2-56 Extended Non- Non- For Front For Rear #2-56
#2-56 #2-56 Removable | Removable Panel Panel
#2-56 Extended | Mounting | Mounting
#2-56
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MLDM Low Profile Metal Shell Micro-D

7" Insulated Wire Termination
®

Table Il: Dimensions

A 2X@.096/.088 Length +1.00/-0.0
B (2.44/2.23)
C

i | o
T O D 7 4 ]
H
F STRANDED WIRE TERMINATION
.094+.005 \
(2.39+0.13) J
%,—I I—| |
I
A Max. B C Max. D Max. E Max. F G Max. H Max. J Max.
Layout In. | mm. In. | mm.
In. mm. | 903 | + 008 In mm In mm In mM. |\ 003 | +008 In mm In mm In mm
9P .788 | 20.02 | 565 | 1435 | .292 7.42 134 | 340 | .218 | 5,54 | .199 | 5.05 390 | 9.91 175 445 405 | 10.29
9s .788 | 20.02 | .565 | 1435 | .380 | 9.65 218 | 554 | 218 | 5.54 .180 | 4.57 377 | 9.58 175 445 405 | 10.29

15P 938 2383 | 715 | 18.16 | 442 | 11.23 | .134 | 340 | 218 | 554 | .199 | 505 | .390 | 991 | .175 | 445 | .555 | 14.10
158 938 | 2383 | .715 | 18.16 | .530 | 13.46 | .218 | 554 | 218 | 554 | .180 | 457 | 377 | 958 | .175 | 4.45 | 555 | 14.10
21P 1.088 | 27.64 | .865 | 21.97 | 592 | 15.04 | .134 | 3.40 | .218 | 554 | .199 | 5.05 | 390 | 991 | .175 | 445 | 705 | 17.91
21s 1.080 | 27.64 | 865 | 21.97 | .680 | 17.27 | .218 | 554 | 218 | 5,54 | .180 | 457 | 377 | 958 | .175 | 445 | 705 | 17.91
25P 1.188 | 30.18 | .965 | 24.51 | .692 | 17.58 | .134 | 3.40 | 218 | 554 | .199 | 505 | .390 | 991 | .175 | 445 | .805 | 20.45
25S 1.185 | 30.18 | 965 | 24.51 | .780 | 19.81 | .218 | 5,54 | .218 | 554 | .180 | 457 | 377 | 958 | .175 | 445 | .805 | 2045
31P 1.338 | 3399 | 1.115 | 2832 | .842 | 21.39 | .134 | 340 | 218 | 554 | .199 | 505 | .390 | 991 | .175 | 445 | 955 | 24.26
31S 1.338 | 33.99 | 1.115 | 28.32 | 930 | 23.62 | .21